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Change 1
	Function name
	f_TC_8_6_4_4_EUTRA

	Reason for change
	Following implementation of prose CR R5-152078, an additional cell (cell 3) has been added to this test case. In the TTCN implementation, the maximum reference power for this cell is not set before the cell is created, causing a run-time error.

	Summary of change
	InitMaxReferencePower is set for eutra_Cell3.

	TTCN module
	RRC_LoggedRLF.ttcn


Before change
    function f_TC_8_6_4_4_EUTRA() runs on EUTRA_PTC

  { // Radio Link Failure logging / Reporting at E-UTRA handover

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var PhysCellId v_PhysCellId_Cell1;

    var PhysCellId v_PhysCellId_Cell3; //@sic R5-152078 sic@

    var PhysCellId v_PhysCellId_Cell4;

    var PhysCellId v_PhysCellId_Cell12; //@sic R5s140147 sic@

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell3; //@sic R5-152078 sic@

    var EUTRA_CellInfo_Type v_CellInfo_Cell4;
….

….

    //Set EPRE for RF Initial

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell4, -79);

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell12, -73); //@sic R5s140147 sic@

    // Create and configure Cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell3); //@sic R5-152078 sic@

    f_EUTRA_CellConfig_Def(eutra_Cell4);

    f_EUTRA_CellConfig_Def(eutra_Cell12); //@sic R5s140147 sic@

After change
        function f_TC_8_6_4_4_EUTRA() runs on EUTRA_PTC

  { // Radio Link Failure logging / Reporting at E-UTRA handover

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var PhysCellId v_PhysCellId_Cell1;

    var PhysCellId v_PhysCellId_Cell3; //@sic R5-152078 sic@

    var PhysCellId v_PhysCellId_Cell4;

    var PhysCellId v_PhysCellId_Cell12; //@sic R5s140147 sic@

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell3; //@sic R5-152078 sic@

    var EUTRA_CellInfo_Type v_CellInfo_Cell4;
….

….

    //Set EPRE for RF Initial

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell4, -79);

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell12, -73); //@sic R5s140147 sic@

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell3, -73); 
    // Create and configure Cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell3); //@sic R5-152078 sic@

    f_EUTRA_CellConfig_Def(eutra_Cell4);

    f_EUTRA_CellConfig_Def(eutra_Cell12); //@sic R5s140147 sic@

