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Change 1 
	Function name
	f_TC_8_4_2_7_Common

	Reason for change
	Based on 36.331 cl. 5.3.1.1, release 11 or higher compliant UE may invalidate a handover message which reconfigures a critically extended field of elements to  original version if such message doesn’t include full configuration.

In this case the cqi_ReportConfig and cqi_ReportConfig_r10 are of concern.



	Summary of change
	Boolean parameter was added into function f_EUTRA_508Check_TrackingAreaUpdating_AfterHO to signal the need of using cqi_ReportConfig_r10 instead of cqi_ReportConfig in the templates deeper inside the function. 

	TTCN module
	LTE_A\8_4\InterRat_Handover_UtoE_CA.ttcn

	MCC160 Comment
	Accepted conditional to acceptance of prose CR. 


Before change

    function f_TC_8_4_2_7_Common(EUTRA_CellId_Type p_PCellId,

                               EUTRA_CellId_Type p_SCellId,

                               CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  { /* CA / RRC connection reconfiguration / Handover UTRAN to E-UTRAN/ Success / SCell addition */
...
    //@siclog "Step 12A" siclog@

    //generic procedure in 36.508 subclause 6.4.2.10 on cell1

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(p_PCellId, v_Auth_Params_Native, v_NasCountInfo);

    //@siclog "Step 20" siclog@

    //check: does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell1?

    f_EUTRA_508Check_ConnectedState(p_PCellId);
After change

    function f_TC_8_4_2_7_Common(EUTRA_CellId_Type p_PCellId,

                               EUTRA_CellId_Type p_SCellId,

                               CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  { /* CA / RRC connection reconfiguration / Handover UTRAN to E-UTRAN/ Success / SCell addition */
...

    //@siclog "Step 12A" siclog@

    //generic procedure in 36.508 subclause 6.4.2.10 on cell1

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(p_PCellId, v_Auth_Params_Native, v_NasCountInfo, -, -, true);
    //@siclog "Step 20" siclog@

    //check: does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell1?

    f_EUTRA_508Check_ConnectedState(p_PCellId);
Change 2
	Function name
	f_EUTRA_508Check_TrackingAreaUpdating_AfterHO

	Reason for change
	Based on 36.331 cl. 5.3.1.1, release 11 or higher compliant UE may invalidate a handover message which reconfigures a critically extended field of elements to  original version if such message doesn’t include full configuration.

In this case the cqi_ReportConfig and cqi_ReportConfig_r10 are of concern.



	Summary of change
	Boolean parameter was added into definition of function f_EUTRA_508Check_TrackingAreaUpdating_AfterHO and was passed to f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity

	TTCN module
	Common\EUTRA\EUTRA_NASSteps.ttcn

	MCC160 Comment
	Accepted


Before change

  function f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(EUTRA_CellId_Type p_CellId,

                                                         EUTRA_SecurityParams_Type p_Auth_Params_Native,

                                                         NasCountInfo_Type p_NasCountInfo,

                                                         boolean p_CSInOtherRAT := true,

                                                         template (omit) PLMN_List p_EPLMNlist := omit) runs on EUTRA_PTC //@sic R5s150513 sic@

  {
...

    // Step7

    /* SS performs an RRC Connection Reconfiguration procedure with intra cell handover

       and security reconfiguration on the cell */

    v_Timing := f_EUTRA_GetNextSendOccasion(p_CellId, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5s120686 sic@

    f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity(p_CellId,

                                                         p_CellId,

                                                         f_Generate_cs_MobilityControlInfo_HO(p_CellId,

                                                                                              v_EUTRA_CarrierFreq,

                                                                                              omit,

                                                                                              v_EUTRA_CarrierBandwidth,

                                                                                              1),

                                                         cs_508SecurityConfigHO_IntraLTE_Native,  // @sic R5s120535 sic@

                                                         cs_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number));
    /* Note: current implementation releases SRBs and reconfigures C-RNTI 5ms after sending the RRCConnectionReconfiguration

       => RLC ACK is not taken into consideration */

    v_Timing := f_EUTRA_TimingInfoAdd(v_Timing, 5);   // add 5ms

    // Release SRBs and DRBs

    f_EUTRA_SS_SRBs_DRBs_Release(p_CellId, cs_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number));  

After change

  function f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(EUTRA_CellId_Type p_CellId,

                                                         EUTRA_SecurityParams_Type p_Auth_Params_Native,

                                                         NasCountInfo_Type p_NasCountInfo,

                                                         boolean p_CSInOtherRAT := true,

                                                         template (omit) PLMN_List p_EPLMNlist := omit,

                                                         boolean p_CA := false) runs on EUTRA_PTC //@sic R5s150513 sic@

  {
...

    // Step7

    /* SS performs an RRC Connection Reconfiguration procedure with intra cell handover

       and security reconfiguration on the cell */

    v_Timing := f_EUTRA_GetNextSendOccasion(p_CellId, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5s120686 sic@

    f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity(p_CellId,

                                                         p_CellId,

                                                         f_Generate_cs_MobilityControlInfo_HO(p_CellId,

                                                                                              v_EUTRA_CarrierFreq,

                                                                                              omit,

                                                                                              v_EUTRA_CarrierBandwidth,

                                                                                              1),

                                                         cs_508SecurityConfigHO_IntraLTE_Native,  // @sic R5s120535 sic@

                                                         cs_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number),

                                                         p_CA);
    /* Note: current implementation releases SRBs and reconfigures C-RNTI 5ms after sending the RRCConnectionReconfiguration

       => RLC ACK is not taken into consideration */

    v_Timing := f_EUTRA_TimingInfoAdd(v_Timing, 5);   // add 5ms

    // Release SRBs and DRBs

    f_EUTRA_SS_SRBs_DRBs_Release(p_CellId, cs_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number));  

Change 3
	Function name
	f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity

	Reason for change
	Based on 36.331 cl. 5.3.1.1, release 11 or higher compliant UE may invalidate a handover message which reconfigures a critically extended field of elements to  original version if such message doesn’t include full configuration.

In this case the cqi_ReportConfig and cqi_ReportConfig_r10 are of concern.



	Summary of change
	Boolean parameter was added into definition of function f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity and was passed to f_Generate_cs_508_RadioResourceConfigDedicated_HO

	TTCN module
	Common\EUTRA\EUTRA_RRCSteps.ttcn

	MCC160 Comment
	Accepted


Before change

    function f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity(EUTRA_CellId_Type p_SourceCellId,

                                                                EUTRA_CellId_Type p_TargetCellId,

                                                                template (value) MobilityControlInfo p_MobilityControlInfo,

                                                                template (value) SecurityConfigHO    p_SecurityConfigHO,

                                                                template (value) TimingInfo_Type     p_TimingInfo := cs_TimingInfo_Now)  runs on EUTRA_PTC

  {

    f_EUTRA_RRC_ConnReconfigHO_Common(p_SourceCellId,

                                      omit,

                                      p_MobilityControlInfo,

                                      f_Generate_cs_508_RadioResourceConfigDedicated_HO (p_TargetCellId),

                                      p_SecurityConfigHO,

                                      p_TimingInfo);

  }
After change

  function f_EUTRA_RRC_ConnReconfigHO_IntraLTE_MobilitySecurity(EUTRA_CellId_Type p_SourceCellId,

                                                                EUTRA_CellId_Type p_TargetCellId,

                                                                template (value) MobilityControlInfo p_MobilityControlInfo,

                                                                template (value) SecurityConfigHO    p_SecurityConfigHO,

                                                                template (value) TimingInfo_Type     p_TimingInfo := cs_TimingInfo_Now,

                                                                boolean p_CA := false)  runs on EUTRA_PTC

  {

    f_EUTRA_RRC_ConnReconfigHO_Common(p_SourceCellId,

                                      omit,

                                      p_MobilityControlInfo,

                                      f_Generate_cs_508_RadioResourceConfigDedicated_HO (p_TargetCellId, -, p_CA),
                                      p_SecurityConfigHO,

                                      p_TimingInfo);

  }
Change 4
	Function name
	f_Generate_cs_508_RadioResourceConfigDedicated_HO

	Reason for change
	Based on 36.331 cl. 5.3.1.1, release 11 or higher compliant UE may invalidate a handover message which reconfigures a critically extended field of elements to  original version if such message doesn’t include full configuration.

In this case the cqi_ReportConfig and cqi_ReportConfig_r10 are of concern.



	Summary of change
	Boolean parameter was added into definition of function f_Generate_cs_508_RadioResourceConfigDedicated_HO and based on its value a template which will use either cqi_ReportConfig or a new template with cqi_ReportConfig_r10 is used.


	TTCN module
	Common\EUTRA\EUTRA_RRCSteps.ttcn

	MCC160 Comment
	Accepted and implemented as shown below


Before change

  function f_Generate_cs_508_RadioResourceConfigDedicated_HO(EUTRA_CellId_Type p_TargetCellId,

                                                             Dsr_TransMax_Type p_Dsr_TransMax := n4) runs on EUTRA_PTC return template (value) RadioResourceConfigDedicated

  { /* @sic R5s100473 additional parameter p_Dsr_TransMax sic@ */

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo := f_EUTRA_CellInfo_GetFDD_TDD_Info (p_TargetCellId);

    var SR_PUCCH_ResourceIndex_Type v_Sr_PUCCH_ResourceIndex := f_EUTRA_CellInfo_GetSR_PUCCH_ResourceIndex (p_TargetCellId);

    var SR_ConfigIndex_Type v_SR_ConfigIndex := f_EUTRA_CellInfo_GetSR_ConfigIndex (p_TargetCellId);

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (p_TargetCellId);

    return cs_508_RadioResourceConfigDedicated_HO(v_EUTRA_FDD_TDD_CellInfo.pucch_Config, // @sic R5s120663 change 6 sic@

                                                  v_EUTRA_FDD_TDD_CellInfo.cqi_ReportConfig,

                                                  v_EUTRA_FDD_TDD_CellInfo.soundingRS_UL_Config,

                                                  v_AntennaInfo,

                                                  v_Sr_PUCCH_ResourceIndex,

                                                  v_SR_ConfigIndex,

                                                  p_Dsr_TransMax);

  }
After change

  function f_Generate_cs_508_RadioResourceConfigDedicated_HO(EUTRA_CellId_Type p_TargetCellId,

                                                             Dsr_TransMax_Type p_Dsr_TransMax := n4,

                                                             boolean p_CA := false) runs on EUTRA_PTC return template (value) RadioResourceConfigDedicated

  { /* @sic R5s100473 additional parameter p_Dsr_TransMax sic@ */

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo := f_EUTRA_CellInfo_GetFDD_TDD_Info (p_TargetCellId);

    var SR_PUCCH_ResourceIndex_Type v_Sr_PUCCH_ResourceIndex := f_EUTRA_CellInfo_GetSR_PUCCH_ResourceIndex (p_TargetCellId);

    var SR_ConfigIndex_Type v_SR_ConfigIndex := f_EUTRA_CellInfo_GetSR_ConfigIndex (p_TargetCellId);

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (p_TargetCellId);

    if (p_CA) {

       return cs_508_RadioResourceConfigDedicated_HO_CA(v_EUTRA_FDD_TDD_CellInfo.pucch_Config, // @sic R5s120663 change 6 sic@

                                                  cs_CQI_ReportConfig_r10_DEFAULT_CA,

                                                  v_EUTRA_FDD_TDD_CellInfo.soundingRS_UL_Config,

                                                  v_AntennaInfo,

                                                  v_Sr_PUCCH_ResourceIndex,

                                                  v_SR_ConfigIndex,

                                                  p_Dsr_TransMax);

    }

    else {

       return cs_508_RadioResourceConfigDedicated_HO(v_EUTRA_FDD_TDD_CellInfo.pucch_Config, // @sic R5s120663 change 6 sic@

                                                  v_EUTRA_FDD_TDD_CellInfo.cqi_ReportConfig,

                                                  v_EUTRA_FDD_TDD_CellInfo.soundingRS_UL_Config,

                                                  v_AntennaInfo,

                                                  v_Sr_PUCCH_ResourceIndex,

                                                  v_SR_ConfigIndex,

                                                  p_Dsr_TransMax);

    }
  } 

MCC 160 proposal
	function f_Generate_cs_508_RadioResourceConfigDedicated_HO(EUTRA_CellId_Type p_TargetCellId,

                                                             Dsr_TransMax_Type p_Dsr_TransMax := n4,

                                                             boolean p_Rel10 := false) runs on EUTRA_PTC return template (value) RadioResourceConfigDedicated

  { /* @sic R5s100473 additional parameter p_Dsr_TransMax sic@ */

    /* @sic R5s150650 additional parameter p_Rel10 sic@ */

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo := f_EUTRA_CellInfo_GetFDD_TDD_Info (p_TargetCellId);

    var SR_PUCCH_ResourceIndex_Type v_Sr_PUCCH_ResourceIndex := f_EUTRA_CellInfo_GetSR_PUCCH_ResourceIndex (p_TargetCellId);

    var SR_ConfigIndex_Type v_SR_ConfigIndex := f_EUTRA_CellInfo_GetSR_ConfigIndex (p_TargetCellId);

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (p_TargetCellId); 
    var template (omit) CQI_ReportConfig v_CQI_ReportConfig := omit;

    var template (omit) CQI_ReportConfig_r10 v_CQI_ReportConfig_r10 := omit; 
    var template (value) PhysicalConfigDedicated v_PhysicalConfigDedicated;

    var template (value) SchedulingRequestConfig  v_SchedulingRequestConfig;
    //@sic R5s150650 sic@

    if (p_Rel10) { 
      v_CQI_ReportConfig_r10 := cs_CQI_ReportConfig_r10_DEFAULT;







    }

    else { 
      v_CQI_ReportConfig := cs_508_CQI_ReportConfig_Default(v_EUTRA_FDD_TDD_CellInfo.cqi_ReportConfig);







    } 
    v_SchedulingRequestConfig := cs_508_SchedulingRequest_Config_Default(v_Sr_PUCCH_ResourceIndex, v_SR_ConfigIndex, p_Dsr_TransMax);

    v_PhysicalConfigDedicated := cds_PhysicalConfigDedicated_Common(-, 

                                                                    v_EUTRA_FDD_TDD_CellInfo.pucch_Config, 

                                                                    -, 

                                                                    -, 

                                                                    v_CQI_ReportConfig, 

                                                                    v_EUTRA_FDD_TDD_CellInfo.soundingRS_UL_Config, 

                                                                    v_AntennaInfo, 

                                                                    v_SchedulingRequestConfig, 

                                                                    v_CQI_ReportConfig_r10);

    return cs_RadioResourceConfigDedicated_MacPhy(-, -, v_PhysicalConfigDedicated);
  }


Change 5
	Template name
	cs_CQI_ReportConfig_r10_DEFAULT_CA
cs_CQI_ReportAPeriodic_r10_DEFAULT_CA

	Reason for change
	New template used in Change 4 needs to be created to avoid being imported from LTE_A suite and another dependent one.

	Summary of change
	Two new templates used in Change 4 is created (it is same as cs_CQI_ReportConfig_r10_DEFAULT and as cs_CQI_ReportAPeriodic_r10_DEFAULT which exist in separate suite only)

	TTCN module
	EUTRA_RRC_Templates.ttcn

	MCC160 Comment
	Moved cs_CQI_ReportConfig_r10_DEFAULT
cs_CQI_ReportAPeriodic_r10_DEFAULT from EUTRA_RRC_Templates_CA to EUTRA_RRC_Templates


After change

  template (value) CQI_ReportConfig_r10 cs_CQI_ReportConfig_r10_DEFAULT_CA (template (omit) CQI_ReportPeriodic_r10 p_CQI_ReportPeriodic_r10 := omit) :=

  { /* acc. to 36.508 Table 4.6.3-2AA */

    /* @status    APPROVED (LTE_A) */

    cqi_ReportAperiodic_r10  := cs_CQI_ReportAPeriodic_r10_DEFAULT_CA,

    nomPDSCH_RS_EPRE_Offset  := 0,

    cqi_ReportPeriodic_r10   := p_CQI_ReportPeriodic_r10,

    pmi_RI_Report_r9 := omit,

    csi_SubframePatternConfig_r10 := omit

  };
  template (value) CQI_ReportAperiodic_r10 cs_CQI_ReportAPeriodic_r10_DEFAULT_CA :=

  { /* acc. to 36.508 Table 4.6.3-1A */

    /* @status    APPROVED (LTE_A) */

    setup :={

      cqi_ReportModeAperiodic_r10  := rm30,

      aperiodicCSI_Trigger_r10     := omit

    }

  };
Change 6
	Template name
	cs_508_RadioResourceConfigDedicated_HO_CA

	Reason for change
	New template used in Change 4 needs to be created.

	Summary of change
	New template used in Change 4 is created (as a minor modification of cs_508_RadioResourceConfigDedicated_HO)

	TTCN module
	EUTRA_RRC_Templates.ttcn

	MCC160 Comment
	Not needed See MCC proposal for change 4


After change

  template (value) RadioResourceConfigDedicated cs_508_RadioResourceConfigDedicated_HO_CA(template (omit) PUCCH_ConfigDedicated p_PUCCH_ConfigDedicated,

                                                                                       template (value) CQI_ReportConfig_r10 p_cqi_ReportConfig_r10,

                                                                                       template (omit) SoundingRS_UL_ConfigDedicated p_SoundingRsUl_ConfigDedicated,

                                                                                       template (value) PhysicalConfigDedicated_AntennaInfo_Type p_AntennaInfo, // @sic R5-100786 sic@

                                                                                       SR_PUCCH_ResourceIndex_Type p_SR_PUCCH_ResourceIndex, // @sic R5-103678 sic@

                                                                                       SR_ConfigIndex_Type p_SR_ConfigIndex,                 // @sic R5-103678 sic@

                                                                                       Dsr_TransMax_Type p_Dsr_TransMax := n4) :=            // @sic R5s100473 sic@

    cs_RadioResourceConfigDedicated_MacPhy(-, -, cs_508_PhysicalConfigDedicated_Default_RBC_HO_CA(p_PUCCH_ConfigDedicated,

                                                                                               p_cqi_ReportConfig_r10,

                                                                                               p_SoundingRsUl_ConfigDedicated,

                                                                                               p_AntennaInfo,

                                                                                               cs_508_SchedulingRequest_Config_Default(p_SR_PUCCH_ResourceIndex, // @sic R5-103678 sic@

                                                                                                                                       p_SR_ConfigIndex,         // @sic R5-103678 sic@

                                                                                                                                       p_Dsr_TransMax)));
Change 7
	Template name
	cs_508_PhysicalConfigDedicated_Default_RBC_HO_CA

	Reason for change
	New template used in Change 6 needs to be created.

	Summary of change
	New template used in Change 6 is created (as a minor modification of cs_508_PhysicalConfigDedicated_Default_RBC_HO)

	TTCN module
	EUTRA_RRC_Templates.ttcn

	MCC160 Comment
	Not needed See MCC proposal for change 4


After change

    template (value) PhysicalConfigDedicated cs_508_PhysicalConfigDedicated_Default_RBC_HO_CA(template (omit) PUCCH_ConfigDedicated p_PUCCH_ConfigDedicated := omit,

                                                                                         template (value) CQI_ReportConfig_r10 p_cqi_ReportConfig_r10,

                                                                                         template (omit) SoundingRS_UL_ConfigDedicated p_SoundingRsUl_ConfigDedicated,

                                                                                         template (value) PhysicalConfigDedicated_AntennaInfo_Type p_AntennaInfo,  // @sic R5-100786 sic@

                                                                                         template (omit) SchedulingRequestConfig p_SchedulingRequestConfig := omit) :=

  /* Default values according to 36.508 cl. 4.8.2.1.6 Table 4.8.2.1.6-1 for condition RBC or RBC-HO:

     (for RBC pucch-ConfigDedicated and schedulingRequestConfig are 'not present' i.e. p_PUCCH_ConfigDedicated and p_SchedulingRequestConfig shall be omit */

  /* @status    APPROVED (LTE, LTE_A, LTE_IRAT) */

  /* @sic R5s100473: additional changes (new parameter p_SchedulingRequestConfig) sic@ */

  /* @sic R5s120663 change 6: new parameter p_PUCCH_ConfigDedicated sic@ */

  /* @sic R5s150362 - Additional change: cds_PhysicalConfigDedicated_Common sic@ */

    cds_PhysicalConfigDedicated_Common(-, p_PUCCH_ConfigDedicated, -, -, -, p_SoundingRsUl_ConfigDedicated, p_AntennaInfo, p_SchedulingRequestConfig, p_cqi_ReportConfig_r10);
Change 8
	Template name
	cds_PhysicalConfigDedicated_Common

	Reason for change
	Based on 36.331 cl. 5.3.1.1, release 11 or higher compliant UE may invalidate a handover message which reconfigures a critically extended field of elements to  original version if such message doesn’t include full configuration.

In this case the cqi_ReportConfig and cqi_ReportConfig_r10 are of concern.



	Summary of change
	Template cds_PhysicalConfigDedicated_Common has been modified such that cqi_ReportConfig_r10 can be passed to this template if needed.


	TTCN module
	EUTRA_RRC_Templates.ttcn

	MCC160 Comment
	Accepted


Before change

      template (value) PhysicalConfigDedicated cds_PhysicalConfigDedicated_Common(template (omit)  PDSCH_ConfigDedicated p_PDSCH_ConfigDedicated := omit,

                                                                              template (omit)  PUCCH_ConfigDedicated p_PUCCH_ConfigDedicated := omit,

                                                                              template (omit)  PUSCH_ConfigDedicated p_PUSCH_ConfigDedicated := omit,

                                                                              template (omit)  UplinkPowerControlDedicated p_UplinkPowerControlDedicated := omit,

                                                                              template (omit)  CQI_ReportConfig p_CQI_ReportConfig := omit,

                                                                              template (omit)  SoundingRS_UL_ConfigDedicated p_SoundingRsUl_ConfigDedicated := omit,

                                                                              template (value) PhysicalConfigDedicated_AntennaInfo_Type p_AntennaInfo,

                                                                              template (omit)  SchedulingRequestConfig p_SchedulingRequestConfig := omit)

    modifies cs_PhysicalConfigDedicated_Omit :=

  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS) */

    pdsch_ConfigDedicated := p_PDSCH_ConfigDedicated,

    pucch_ConfigDedicated := p_PUCCH_ConfigDedicated,

    pusch_ConfigDedicated := p_PUSCH_ConfigDedicated,

    uplinkPowerControlDedicated := p_UplinkPowerControlDedicated,

    tpc_PDCCH_ConfigPUCCH := cs_508_TPC_PDCCH_Config_Default_PUCCH,

    tpc_PDCCH_ConfigPUSCH := cs_508_TPC_PDCCH_Config_Default_PUSCH,

    cqi_ReportConfig := p_CQI_ReportConfig,

    soundingRS_UL_ConfigDedicated := p_SoundingRsUl_ConfigDedicated,

    antennaInfo := p_AntennaInfo,

    schedulingRequestConfig := p_SchedulingRequestConfig

  };
After change

      template (value) PhysicalConfigDedicated cds_PhysicalConfigDedicated_Common(template (omit)  PDSCH_ConfigDedicated p_PDSCH_ConfigDedicated := omit,

                                                                              template (omit)  PUCCH_ConfigDedicated p_PUCCH_ConfigDedicated := omit,

                                                                              template (omit)  PUSCH_ConfigDedicated p_PUSCH_ConfigDedicated := omit,

                                                                              template (omit)  UplinkPowerControlDedicated p_UplinkPowerControlDedicated := omit,

                                                                              template (omit)  CQI_ReportConfig p_CQI_ReportConfig := omit,

                                                                              template (omit)  SoundingRS_UL_ConfigDedicated p_SoundingRsUl_ConfigDedicated := omit,

                                                                              template (value) PhysicalConfigDedicated_AntennaInfo_Type p_AntennaInfo,

                                                                              template (omit)  SchedulingRequestConfig p_SchedulingRequestConfig := omit,

                                                                              template (omit)  CQI_ReportConfig_r10 p_CQI_ReportConfig_r10 := omit)
    modifies cs_PhysicalConfigDedicated_Omit :=

  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS) */

    pdsch_ConfigDedicated := p_PDSCH_ConfigDedicated,

    pucch_ConfigDedicated := p_PUCCH_ConfigDedicated,

    pusch_ConfigDedicated := p_PUSCH_ConfigDedicated,

    uplinkPowerControlDedicated := p_UplinkPowerControlDedicated,

    tpc_PDCCH_ConfigPUCCH := cs_508_TPC_PDCCH_Config_Default_PUCCH,

    tpc_PDCCH_ConfigPUSCH := cs_508_TPC_PDCCH_Config_Default_PUSCH,

    cqi_ReportConfig := p_CQI_ReportConfig,

    soundingRS_UL_ConfigDedicated := p_SoundingRsUl_ConfigDedicated,

    antennaInfo := p_AntennaInfo,

    schedulingRequestConfig := p_SchedulingRequestConfig,

    cqi_ReportConfig_r10 := p_CQI_ReportConfig_r10
  };
