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	Reason for change:
	Following the implementation of per the CR R5s150513, it was proposed to replace the call to  f_EUTRA_ConnectedMode_TAU () with f_EUTRA_508Check_TrackingAreaUpdating_AfterHO()to handle the required TAU procedure (this is change 1.2 in R5s150513). This change has been implemented in the week25 TTCN delivery,  but the call to f_EUTRA_ConnectedMode_TAU() is also still present.
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	Remove call to function f_EUTRA_ConnectedMode_TAU() as TAU rpcoedure has already been handled.
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Change 1
	Function name
	f_TC_8_6_3_4_EUTRA

	Reason for change
	Following the implementation of per the CR R5s150513, it was proposed to replace the call to  f_EUTRA_ConnectedMode_TAU () with f_EUTRA_508Check_TrackingAreaUpdating_AfterHO()to handle the required TAU procedure (this is change 1.2 in R5s150513). This change has been implemented in the week25 TTCN delivery,  but the call to f_EUTRA_ConnectedMode_TAU() is also still present.

	Summary of change
	Remove call to function f_EUTRA_ConnectedMode_TAU() as TAU rpcoedure has already been handled.

	TTCN module
	RRC_MDT_Logged.ttcn


Before change
    function f_TC_8_6_3_4_EUTRA() runs on EUTRA_PTC

  { //Logged MDT / Logging and reporting / Reporting at UTRAN Inter-RAT handover / PLMN list

    var integer v_T1_T2_RS_EPRE_Cell1 := -85;

    var integer v_T2_RS_EPRE_Cell12 := -70;

…..

…..

// configure RACH procedure for target cell back to default

    f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell12, -, -, -, -, -, false);

    //@siclog "Step 17" siclog@

    //The UE transmits a TRACKING AREA UPDATE REQUEST message on Cell 12.

    //@siclog "Step 18" siclog@

    //SS responds with a TRACKING AREA UPDATE ACCEPT message.

    //NOTE: The TAU is accepted with PLMN1 listed as an Equivalent PLMN

    //@siclog "Step 19" siclog@

    //The UE transmits a TRACKING AREA UPDATE COMPLETE message.

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(eutra_Cell12, v_Auth_Params_Native, v_NasCountInfo, -, cs_PLMN_List_1PLMN (f_Asn2Nas_PlmnId (f_EUTRA_CellInfo_GetGutiPLMN (eutra_Cell1)))); //@sic R5s150513 sic@

    f_EUTRA_ConnectedMode_TAU(eutra_Cell12,cs_PLMN_List_1PLMN (f_Asn2Nas_PlmnId (f_EUTRA_CellInfo_GetGutiPLMN (eutra_Cell1))));
    //@siclog "Step 20" siclog@

After change
function f_TC_8_6_3_4_EUTRA() runs on EUTRA_PTC

  { //Logged MDT / Logging and reporting / Reporting at UTRAN Inter-RAT handover / PLMN list

    var integer v_T1_T2_RS_EPRE_Cell1 := -85;

    var integer v_T2_RS_EPRE_Cell12 := -70;

…..

…..

// configure RACH procedure for target cell back to default

    f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell12, -, -, -, -, -, false);

    //@siclog "Step 17" siclog@

    //The UE transmits a TRACKING AREA UPDATE REQUEST message on Cell 12.

    //@siclog "Step 18" siclog@

    //SS responds with a TRACKING AREA UPDATE ACCEPT message.

    //NOTE: The TAU is accepted with PLMN1 listed as an Equivalent PLMN

    //@siclog "Step 19" siclog@

    //The UE transmits a TRACKING AREA UPDATE COMPLETE message.

    f_EUTRA_508Check_TrackingAreaUpdating_AfterHO(eutra_Cell12, v_Auth_Params_Native, v_NasCountInfo, -, cs_PLMN_List_1PLMN (f_Asn2Nas_PlmnId (f_EUTRA_CellInfo_GetGutiPLMN (eutra_Cell1)))); //@sic R5s150513 sic@

   //REMOVED f_EUTRA_ConnectedMode_TAU(eutra_Cell12,cs_PLMN_List_1PLMN (f_Asn2Nas_PlmnId (f_EUTRA_CellInfo_GetGutiPLMN (eutra_Cell1)))); 

    //@siclog "Step 20" siclog@

