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Change 1
	Module Name
	RRC_LoggedRLF

	Reason for change
	Some of the MDT and eMDT tests do not comply with the specified content in 36.508 clause 4.6.1 table 4.6.1-23A when the UEInformationRequest is to be sent to UE. Specifically the presence of IE  logMeasReportReq_r10 = TRUE is conditioned as “Logged MDT” which represents 8.6.2.x and 8.6.3.x series of tests, however currently also other MDT/eMDT tests include this IE. This CR therefore proposes to replace currently used template for other than “logged MDT” tests which does not include this element in UEInformationRequest.

	Summary of change
	Template for UEInformationRequest in other than “logged MDT” tests has been replaced by another which does not include logMeasReportReq_r10 = TRUE.

	Source of change
	\LTE_A\8_6\RRC_LoggedRLF.ttcn

	MCC160 Comment
	Accepted (including correction of typo for TC 8.6.4.8: (Step19 instead of step 11))


Before:
	  function f_TC_8_6_4_1_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 11" siclog@

    //The SS transmits a UEInformationRequest message on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…
} // end of f_TC_8_6_4_1_EUTRA

  function f_TC_8_6_4_2_EUTRA() runs on EUTRA_PTC

  {

…

    //@siclog "Step 11" siclog@

    //The SS transmits a UEInformationRequest message on Cell 3.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell3,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…
} // end of f_TC_8_6_4_2_EUTRA
  function f_TC_8_6_4_3_EUTRA() runs on EUTRA_PTC

  {

…

    //@siclog "Step 15" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 6.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell6, cs_TimingInfo_Now, cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
    //@siclog "Step 16" siclog@

    //Check: Does the UE transmit a UEInformationResponse message on Cell 6 with rlf-Report included?

    //Check: Does the reestablishmentCellId included in the UEInformationResponse message equal to the global cell identity of Cell 6?

     SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell6,

                                     cr_UEInformationResponse_Common(tsc_RRC_TI_Def, -,

                                                                     cr_RLF_Report_1Entry(?, *, -, *,

                                                                                          (cr_FailedPCellId_CellGlobalId(cr_Cgi(v_PLMN_Identity_Cell3, v_CellIdentity_Cell3)), cr_FailedPCellId_Pci_Arfcn(v_PhysCellId_Cell3, v_Frequency_IE_f2.UL_DL_Earfcn.dl_CarrierFreq)),

                                                                                          cr_Cgi(v_PLMN_Identity_Cell6, v_CellIdentity_Cell6), omit, rlf, omit)))); //@sic R5s130639 sic@

     f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.4.3 Step 16");

     //@siclog "Step 17" siclog@

     //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 6.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell6, cs_TimingInfo_Now, cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

} // end of f_TC_8_6_4_3_EUTRA
  function f_TC_8_6_4_5_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS transmits a UEInformationRequest message on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest (tsc_RRC_TI_Def, -, true)));
…

} // end of f_TC_8_6_4_5_EUTRA
  function f_TC_8_6_4_7_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 11" siclog@

    //The SS transmits a UEInformationRequest message on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_4_7_EUTRA
  function f_TC_8_6_4_8_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 19" siclog@

    //The SS transmits a UEInformationRequest message on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_4_8_EUTRA
  function f_TC_8_6_4_9_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS sends a UEInformationRequest message to get rlf-ReportReq on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_4_9_EUTRA
  function f_TC_8_6_4_10_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 9" siclog@

    //The SS sends a UEInformationRequest message to get rlf-ReportReq on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_4_10_EUTRA
  function f_TC_8_6_5_1_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 19" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

 }
  function f_TC_8_6_5_1a_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 19" siclog@

    //The SS transmits a UEInformationRequest message on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

 }
  function f_TC_8_6_5_2_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_5_2_EUTRA
  function f_TC_8_6_5_4_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } 



After:
	  function f_TC_8_6_4_1_EUTRA() runs on EUTRA_PTC

  {

…

    //@siclog "Step 11" siclog@

    //The SS transmits a UEInformationRequest message on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…
} // end of f_TC_8_6_4_1_EUTRA

  function f_TC_8_6_4_2_EUTRA() runs on EUTRA_PTC

  {

…

    //@siclog "Step 11" siclog@

    //The SS transmits a UEInformationRequest message on Cell 3.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell3,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…
} // end of f_TC_8_6_4_2_EUTRA

  function f_TC_8_6_4_3_EUTRA() runs on EUTRA_PTC

  {

…

    //@siclog "Step 15" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 6.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell6, cs_TimingInfo_Now, cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));

    //@siclog "Step 16" siclog@

    //Check: Does the UE transmit a UEInformationResponse message on Cell 6 with rlf-Report included?

    //Check: Does the reestablishmentCellId included in the UEInformationResponse message equal to the global cell identity of Cell 6?

     SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell6,

                                     cr_UEInformationResponse_Common(tsc_RRC_TI_Def, -,

                                                                     cr_RLF_Report_1Entry(?, *, -, *,

                                                                                          (cr_FailedPCellId_CellGlobalId(cr_Cgi(v_PLMN_Identity_Cell3, v_CellIdentity_Cell3)), cr_FailedPCellId_Pci_Arfcn(v_PhysCellId_Cell3, v_Frequency_IE_f2.UL_DL_Earfcn.dl_CarrierFreq)),

                                                                                          cr_Cgi(v_PLMN_Identity_Cell6, v_CellIdentity_Cell6), omit, rlf, omit)))); //@sic R5s130639 sic@

     f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.4.3 Step 16");

     //@siclog "Step 17" siclog@

     //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 6.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell6, cs_TimingInfo_Now, cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));

…

} // end of f_TC_8_6_4_3_EUTRA
  function f_TC_8_6_4_5_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS transmits a UEInformationRequest message on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

} // end of f_TC_8_6_4_5_EUTRA
  function f_TC_8_6_4_7_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 11" siclog@

    //The SS transmits a UEInformationRequest message on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_4_7_EUTRA
  function f_TC_8_6_4_8_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 19" siclog@

    //The SS transmits a UEInformationRequest message on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport (tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_4_8_EUTRA
  function f_TC_8_6_4_9_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS sends a UEInformationRequest message to get rlf-ReportReq on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_4_9_EUTRA
  function f_TC_8_6_4_10_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 9" siclog@

    //The SS sends a UEInformationRequest message to get rlf-ReportReq on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_4_10_EUTRA
  function f_TC_8_6_5_1_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 19" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

 }
  function f_TC_8_6_5_1a_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 19" siclog@

    //The SS transmits a UEInformationRequest message on Cell 12.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

 }
  function f_TC_8_6_5_2_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_5_2_EUTRA
  function f_TC_8_6_5_4_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } 



Change 2
	Module Name
	RRC_LoggedHOFailure

	Reason for change
	Some of the MDT and eMDT tests do not comply with the specified content in 36.508 clause 4.6.1 table 4.6.1-23A when the UEInformationRequest is to be sent to UE. Specifically the presence of IE  logMeasReportReq_r10 = TRUE is conditioned as “Logged MDT” which represents 8.6.2.x and 8.6.3.x series of tests, however currently also other MDT/eMDT tests include this IE. This CR therefore proposes to replace currently used template for other than “logged MDT” tests which does not include this element in UEInformationRequest.

	Summary of change
	Template for UEInformationRequest in other than “logged MDT” tests has been replaced by another which does not include logMeasReportReq_r10 = TRUE.

	Source of change
	\LTE_A\8_6\ RRC_LoggedHOFailure.ttcn

	MCC160 Comment
	Accepted 


Before:
	  function f_TC_8_6_6_1_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 12" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_1_EUTRA
function f_TC_8_6_6_2_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 12" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_2_EUTRA
function f_TC_8_6_6_4_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 12" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_4_EUTRA
function f_TC_8_6_6_5_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 28" siclog@

    //The SS sends a UEInformationRequest message with rlf-ReportReq set to true.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_5_EUTRA
function f_TC_8_6_6_6_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS sends a UEInformationRequest message with rlf-ReportReq set to true.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_6_EUTRA
function f_TC_8_6_6_7_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 11" siclog@

    //The SS sends a UEInformationRequest message with rlf-ReportReq set to true.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(v_RRC_TI, -, true)));
…

  } // end of f_TC_8_6_6_7_EUTRA
function f_TC_8_6_7_1_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 14" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_7_1_EUTRA
function f_TC_8_6_7_2_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 14" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_7_2_EUTRA
function f_TC_8_6_7_4_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 27" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 12..
    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_7_4_EUTRA



After:
	function f_TC_8_6_6_1_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 12" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_1_EUTRA
function f_TC_8_6_6_2_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 12" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_2_EUTRA
function f_TC_8_6_6_4_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 12" siclog@

    //The SS transmits a UEInformationRequest message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_4_EUTRA
function f_TC_8_6_6_5_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 28" siclog@

    //The SS sends a UEInformationRequest message with rlf-ReportReq set to true.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_5_EUTRA
function f_TC_8_6_6_6_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 15" siclog@

    //The SS sends a UEInformationRequest message with rlf-ReportReq set to true.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_6_6_EUTRA
function f_TC_8_6_6_7_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 11" siclog@

    //The SS sends a UEInformationRequest message with rlf-ReportReq set to true.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(v_RRC_TI, -, true)));
…

  } // end of f_TC_8_6_6_7_EUTRA
function f_TC_8_6_7_1_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 14" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_7_1_EUTRA
function f_TC_8_6_7_2_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 14" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_7_2_EUTRA
function f_TC_8_6_7_4_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 27" siclog@

    //The SS transmits a UEInformationRequest message with rlf-ReportReq set to true on Cell 12..
    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell12,

                                 cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

  } // end of f_TC_8_6_7_4_EUTRA


Change 3
	Module Name
	Inter_RAT_Logged_MDT

	Reason for change
	Some of the MDT and eMDT tests do not comply with the specified content in 36.508 clause 4.6.1 table 4.6.1-23A when the UEInformationRequest is to be sent to UE. Specifically the presence of IE  logMeasReportReq_r10 = TRUE is conditioned as “Logged MDT” which represents 8.6.2.x and 8.6.3.x series of tests, however currently also other MDT/eMDT tests include this IE. This CR therefore proposes to replace currently used template for other than “logged MDT” tests which does not include this element in UEInformationRequest.

	Summary of change
	Template for UEInformationRequest in other than “logged MDT” tests has been replaced by another which does not include logMeasReportReq_r10 = TRUE.

	Source of change
	\LTE_A\8_6\Inter_RAT_Logged_MDT.ttcn

	MCC160 Comment
	Accepted 


Before:
	  function f_TC_8_6_7_3_EUTRA() runs on EUTRA_PTC

  {

…

    //@siclog "Step 14" siclog@

    //The SS transmits a UEInformationRequest message on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2, cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest (tsc_RRC_TI_Def, -, true)));
…

} 




After:

	function f_TC_8_6_7_3_EUTRA() runs on EUTRA_PTC

  {
…

    //@siclog "Step 14" siclog@

    //The SS transmits a UEInformationRequest message on Cell 2.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2, cs_TimingInfo_Now,

                                 cs_508_UEInformationRequest_noLogMeasReport(tsc_RRC_TI_Def, -, true)));
…

}


