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1 Correction required for IR_U_wk19 suite

1.1 C_SI2quaterRO

	Table
	c_SI2quaterRO

	Reason for change
	rel5Mask is a mandatory filed its value should not be OMIT.

	Summary of change
	Change rel5Mask value to ‘0’B from OMIT

	Source of change
	


	Structured Type Constraint Declaration

	 

	Constraint Name:
c_SI2quaterRO (p_NeighCellMask : B1; p_NeighCellDescr3G : NeighCellDescr3G; p_MeasParamMask : B1; p_MeasParamDescr3G : SI2quaterRO_MeasParamDescr3G; p_GPRS3GMeasParamMask : B1; p_GPRS3GMeasParamDescr : SI2quaterRO_GPRS_3G_MeasParamDescr)
Group:
 
Type Name:
SI2quaterRO
Derivation Path:
 
Encoding Variation:
 
Comments:
@sic R5s050095 sic@


	 

	Element Name
Element Value
Type Encoding
Comments
bA_IND
'0'B
 
 
bA_IND_3G
'0'B
 
 
mP_CHANGE_MARK
'0'B
 
 
sI2quater_INDEX
'0000'B
 
 
sI2quater_COUNT
'0000'B
 
 
measParamMask
'0'B
 
 
measParamDescription
-
 
not present if measParamMask = 0
gprsRTDMask
'0'B
 
 
gPRS_RealTimeDiffDescr
-
 
not present if gprsRTDMask = 0
gprsBSICMask
'0'B
 
 
gPRS_BSIC_Description
-
 
not present if gprsBSICMask = 0
gprsRepPrioMask
'0'B
 
 
gPRS_REP_PRIORITY_Descr
-
 
not present if gprsRepPrioMask = 0
gprsMeasParamMask
'0'B
 
 
gPRS_MeasParamsDescr
-
 
not present if gprsMeasParamMask = 0
ncMeasParamMask
'0'B
 
 
NC_Measurement_Parameters
-
 
not present if ncMeasParamMask = 0
extnLengthMask
'0'B
 
 
extensionLength
-
 
 
neighCellMask
p_NeighCellMask
 
 
neighCellDes3G
p_NeighCellDescr3G
 
not present if neighCellMask = 0
measParam3GMask
p_MeasParamMask
 
 
measurementParams3G
p_MeasParamDescr3G
 
not present if measParam3GMask = 0
gprsMeasParam3GMask
p_GPRS3GMeasParamMask
 
 
gPRS_3G_MeasParamDescr
p_GPRS3GMeasParamDescr
 
not present if gprsMeasParam3GMask = 0
rel5Mask
OMIT'0'B
 
OMIT
addMeasMask
OMIT
 
not present if mask = L or rel5Mask = L
addMeasParam3G
OMIT
 
not present if mask = L, rel5Mask = L or addMeasMask = 0
addMeasMask2
OMIT
 
not present if mask = L or rel5Mask = L
fddRepThres2Mask
OMIT
 
not present if mask = L, rel5Mask = L or addMeasMask2 = 0
fddRepThreshold2
OMIT
 
not present if mask = L, rel5Mask = L, addMeasMask2 = 0 or fddRepThres2Mask = 0


	 

	Detailed Comment:
 





1.2 C_SI6_RO_Spare

	Table
	c_SI6_RO_Spare

	Reason for change
	txPwrMask value is missing. It is a mandatory filed, should be present.

	Summary of change
	Change rel5Mask value to ‘0’B from -

	Source of change
	


	Structured Type Constraint Declaration

	 

	Constraint Name:
c_SI6_RO_Spare (p_Band : B1)
Group:
 
Type Name:
SI6RO
Derivation Path:
 
Encoding Variation:
 
Comments:
@sic R5s050095 sic@


	 

	Element Name
Element Value
Type Encoding
Comments
pchNchMask
'0'B
 
PCH, NCH info mask
pagingChRestructuring
-
 
not present if pchNchMask = 0
nLN_SACCH
-
 
not present if pchNchMask = 0
prioMask
-
 
not present if pchNchMask = 0
callPriority
-
 
not present if pchNchMask = 0 or prioMask = 0
nLN_Status
-
 
not present if pchNchMask = 0
inbandMask
'0'B
 
 
inbandNotifications
-
 
not present if inbandMask = 0
inbandPagings
-
 
not present if inbandMask = 0
dTM_Supported
'0'B
 
 
rAC
-
 
 
mAX_LAPDm
-
 
 
bandIndicator
p_Band
 
L = 1800 band supported, 
H = 1900 band supported
txPwrMask
-'0'B
 
-
gPRS_MS_TXPWT_MAX_CCH
-
 
not present if txPwrMask = L


	 

	Detailed Comment:
 





1.3 c_UTRAN_FDD_Descr1

	Table
	c_UTRAN_FDD_Descr1

	Reason for change
	rel5Mask is a mandatory filed its value should not be OMIT.

	Summary of change
	Change rel5Mask value to ‘0’B from OMIT

	Source of change
	


	Structured Type Constraint Declaration

	 

	Constraint Name:
c_UTRAN_FDD_Descr1 (p_UARFCN: B14 )
Group:
 
Type Name:
SI2terRO
Derivation Path:
 
Encoding Variation:
 
Comments:
@sic R5s050095 sic@


	 

	Element Name
Element Value
Type Encoding
Comments
mask
'1'B
 
 
sI2ter_MP_CHANGE_MARK
'0'B
 
@sic T1s040275 sic@
sI2ter_3G_CHANGE_MARK
'0'B
 
@sic T1s040275 sic@
sI2ter_INDEX
'000'B
 
 
sI2ter_COUNT
'010'B
 
 
fDDMask
'1'B
 
 
uTRAN_FDD_Description
c_SI2terUTRAN_FDD_Descr (p_UARFCN)
 
not present if fDDMask = 0, 
17 bits
tDDMask
'0'B
 
 
uTRAN_TDD_Description
OMIT
 
not present if tDDMask = 0
measMask
'0'B
 
 
measurementParams3G
OMIT
 
not present if measMask = 0
rel5Mask
OMIT'0'B
 
OMIT
addMeasMask
OMIT
 
not present if mask = L or rel5Mask = L
addMeasParam3G
OMIT
 
not present if mask = L, rel5Mask = L or addMeasMask = 0


	 

	Detailed Comment:
 





1.4 c_UTRAN_FDD_Descr2

	Table
	c_UTRAN_FDD_Descr2

	Reason for change
	rel5Mask is a mandatory filed its value should not be OMIT.

	Summary of change
	Change rel5Mask value to ‘0’B from OMIT

	Source of change
	


	Structured Type Constraint Declaration

	 

	Constraint Name:
c_UTRAN_FDD_Descr2 (p_UARFCN: B14 )
Group:
 
Type Name:
SI2terRO
Derivation Path:
 
Encoding Variation:
 
Comments:
@sic R5s050095 sic@


	 

	Element Name
Element Value
Type Encoding
Comments
mask
'1'B
 
 
sI2ter_MP_CHANGE_MARK
'0'B
 
@sic T1s040275 sic@
sI2ter_3G_CHANGE_MARK
'0'B
 
@sic T1s040275 sic@
sI2ter_INDEX
'001'B
 
 
sI2ter_COUNT
'010'B
 
 
fDDMask
'1'B
 
 
uTRAN_FDD_Description
c_SI2terUTRAN_FDD_Descr (p_UARFCN)
 
not present if fDDMask = 0, 
17 bits
tDDMask
'0'B
 
 
uTRAN_TDD_Description
OMIT
 
not present if tDDMask = 0
measMask
'0'B
 
 
measurementParams3G
OMIT
 
not present if measMask = 0
rel5Mask
OMIT'0'B
 
OMIT
addMeasMask
OMIT
 
not present if mask = L or rel5Mask = L
addMeasParam3G
OMIT
 
not present if mask = L, rel5Mask = L or addMeasMask = 0


	 

	Detailed Comment:
 





1.5 tc_12_8

	Table
	tc_12_8

	Reason for change
	Test step ts_AT_TriggerGMM_Attach  does not handle Auto Attach


	Summary of change
	Replace ts_AT_TriggerGMM_Attach with ts_AT_TriggerGMM_Attach_12_8

	Source of change
	


	Test Case

	 

	Test Case Id:
tc_12_8
Test Group Reference:
GMM/GMM_Ready_timer/
Purpose:
To verify that READY timer value received in UTRA can be used in GSM.
Configuration:
 
Defaults:
IntersystemGPRS
Comments:
Initial conditions 
- SS : Two cells operating in network operation mode II, cell A (UTRAN) cell B (GSM) 
- UE : The UE has a valid IMSI


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
lt_Steps_3To5
33
 
+ts_AT_TriggerGMM_Attach
 
 
Trigger UE to initiate GMM Attach after allowing the UE to decode Sys Infos @sic ER2040 sic@
34
 
+ts_AT_TriggerGMM_Attach_12_8
 
 
Trigger UE to initiate GMM Attach after allowing the UE to decode Sys Infos @sic ER2040 sic@ 
+ts_AT_TriggerGMM_Attach
35
 
 +ts_RRC_ConnEst ( tsc_CellA , est_Reg, registration )
 
 
@sic ER2040 sic@
36
 
  Dc ? RRC_DataInd 
( tcv_Start := RRC_DataInd.start ) 
CANCEL t_WaitS
car_PS_InitDirectTransfer (tsc_CellDedicated, tsc_RB3, 
cr_AttachReq ( c_GMM_AttachTypePS_Only, 
c_MobileIdIMSI_lv, c_RAI_Any_v, 
tcv_PS_KeySeq ))
 
Step 3. ATTACH REQUEST 
- Extract Attach type requested @sic ER2040 sic@



1.6 ts_AT_TriggerGMM_Attach_12_8

	Table
	ts_AT_TriggerGMM_Attach_12_8

	Reason for change
	Also refer to section 1.5

1) ts_AT_TriggerGMM_Attach  Does not handle Auto Attach

2) AT Command prompts before UE camps on serving cell

	Summary of change
	1) Added Auto Attach logic

2) Added 45 sec delay prior to AT command prompt

	Source of change
	


	Test Step

	 

	Test Step Id:
ts_AT_TriggerGMM_Attach_12_8
Test Step Group Ref:
BasicM_UT_Steps/
Objective:
Trigger UE to start GMM Attach procedure via AT command +CGATT
Defaults:
UT_OtherwiseFail
Comments:
(see 3GPP 27.007 / 10.1.9)


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
[pc_AutomaticAttachSwitchON = FALSE]
2
 +ts_RRC_Delay(45000)
Allow time for the UE to power on and camp on serving cell
3
  Ut ! AT_CmdReq
ca_AT_CmdReq ( "AT+CGATT=1<CR>" )
4
   Ut ? AT_CmdCnf
ca_AT_CmdCnf
5
[TRUE]


	 

	Detailed Comment:





2 Correction required for IR_G_wk19 suite

2.1 tc_60_5

	Table
	tc_60_5

	Reason for change
	ts_GSM_ChannelRelease is inoked twice, in the main body (line 9) and in the postamble. 


	Summary of change
	Remove ts_GSM_ChannelRelease in main body (line 10).

	Source of change
	


	Test Case

	 

	Test Case Id:
tc_60_5
Test Group Reference:
IntersytemHO/
Purpose:
To test that the MS handovers from the GSM serving cell to the indicated channel of UTRAN target cell when it is in the speech call active state without any knowledge of the target system (blind handover) and receives a INTER-SYSTEM TO UTRAN HANDOVER COMMAND.
Configuration:
 
Defaults:
IntersystemGPRS
Comments:
 


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
 [px_RAT=fdd]
 
 
FDD specific behaviour
3
 
  +lt_InitVariables
 
 
 
4
 
   +ts_GERANCreateCell (tsc_GSM_CellA, bcch, nosi2quater, nopsi5)
 
 
no PBCCH
5
 
    +ts_SS_CreateCellDCH_DPCH_Offset ( tsc_CellA )
 
 
Configure lower tester
6
 
     +ts_SendDefSysInfoMulRatHo ( tsc_CellA , c_SIB16_Speech12_2k ( tsc_DL_DPCH1_SFP_Speech ))
 
 
Sends the default system information in CellA
7
 
      + ts_SS_SwitchCellOff (tsc_CellA)
 
 
@sic T1040940 sic@
8
 
       +lt_LocalTest
 
 
 
9
 

 
 




