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Change 1:

	Test Step Id:
	ts_RRC_ReceiveConnSetupCmpl_CheckA5_3

	Reason for change
	In the current TTCN implementation, test case checks for IE “v5c0NonCriticalExtensions” in the row#12 of test step ts_RRC_ReceiveConnSetupCmpl_CheckA5_3 for a Rel-5 UE which doesnot support the HSDPA feature. However this IE is an optional parameter for Rel-5 phone, hence this check should be removed

	Summary of change
	Updated test step to remove check for  IE “v5c0NonCriticalExtensions” in RRC Connection Setup complete message

	Source of change
	Modification


After:
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Change 2:

	Test Case Name:
	60.2a

	Reason for change
	In the test cases 60.2a and 60.3a, After handover complete from 2G to 3G cell, TTCN should deactivate the GPRS RLP channels.But in current TTCN,  Deactivated the 3G RLP channels instead of the GPRS RLP channels.

	Summary of change
	Modified the passing  parameter in test step ts_SS_DeactivateG_RLP.

Similar change is required for the testcase 60.3a.

	Source of change
	Modification
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[image: image2.png]It_SubTest
45
46

a7

48
49

TBP1

+It_ConfigCipher_BeforeHO

6_L216_L2_DATA_REQ tas_6_L2_DATA_REQ
tsc_GSM_Cella, 0, tse_G_Trch
1 tev_RR_ChannelType2, 15
¢_G_RFN_omit,
£5_G_InterSystemToUTRAN_Ha
ndoverCommand
©_6_HandoverTaUTRANCHA (1
ov_LengthOMHO_Cmd,tov_GSM
_ToUTRAN_HO_Crmd)))

AM ? RLC_AM_DATA_IND (tov_StartLis car_InterSystemHandoverComp (F)
t:= RLC_AM_DATA_IND.aM_message.u lets (tsc_CeliDedicated, tsc_RE
L_DCCH_Message message handover 3, chr_HandoverToUTRANCoMp
ToUTRANComplete startList trv_Cipher lete)

ActTime = RLC_AM_DATA_IND.aM_me
ssage.uL_DCCH_Message.message.n
andoverToUTRANComplete.count_C_
clivationTime)
+5_85_DeactivateG_RLP (isc_CallA)
6_CL216_CL2_Release_REQ ©a_6_CL2_Releass_REQ (tsc_
GSM_CellA tsc_G_Trchldl)

@sic 650018 5ic@
Step 6 of prose; Sending
Handover Command,

Sten 9 of prose; Recening
ndover complete @sic 63
018 sic@

@sic 6390001 sic@
Handover successful, Rel
& old channel




After:[image: image3.png]It_SubTest

tsc_GSM_Cella, 0, tse_G_Trch
1 tev_RR_ChannelType2, 15
¢_G_RFN_omit,
£5_G_InterSystemToUTRAN_Ha
ndoverCommand
©_6_HandoverTaUTRANCHA (1
ov_LengthOMHO_Cmd,tov_GSM
_ToUTRAN_HO_Crmd)))

RLC_AM_DATA_IND aM_message.u lste (tsc_CellDedicated, tsc_RB
L_DCCH_Message message handover 3, chr_HandoverToUTRANCoMp

45 +It_ConfigCipher_BeforeHO
46 6_L216_L2_DATA_REQ tas_6_L2_DATA_REQ
a7 TBP1 AM ? RLC_AM_DATA_IND (tov_StartLis car_InterSystemHandoverComp (F)
ToUTRANComplete startList trv_Cipher lete)
ActTime = RLC_AM_DATA_IND.aM_me
ssage.uL_DCCH_Message.message.n
andoverToUTRANComplete.count_C_
clivationTime)
I +5_55_DeactivalsG_RLP (1sc_GEM_
11
49

6_CL216_CL2_Release_REQ ©a_6_CL2_Releass_REQ (tsc_
GEM_CellA tsc_G_Trehld1)

@sic 650018 5ic@
Ste 6 of prose; Sending
Handover Command,

Sten 8 of prose; Recening
ndover complete @sic 63t
018 sic@

@it 63080001 sic@l

Handover successful, Rel
& old channel




Change 3:

	Test step Id
	ts_SS_DeactivateG_RLP ( p_CellId : INTEGER )

	Reason for change
	 In test step ts_SS_DeactivateG_RLP, Set the test case varible tcv_RLP_FramesExpected  to FALSE when RLP codec is Deactivated and RLP frames can’t be expected in default handler.

	Summary of change
	Set the test case varible tcv_RLP_FramesExpected  to FALSE in test step ts_SS_DeactivateG_RLP.



	Source of change
	Modification
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Change 4:

	Test step Id
	ts_8_4_1_31

	Reason for change
	As per 34.123-1 and 34.123-2 this TC is applicable only for an UE supporting speech. However TTCN does allows execution of this TC for conversational 64K and streaming call, but later TTCN execution fails the UE as during the test case body not all parameters are set according to the conversational 64K and streaming call

	Summary of change
	A check is added at the beginning to the test case to assign an inconclusive in case this test case is executed for conversational 64K or streaming call.

	Source of change
	Modification
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Change 5:

	Test step Id
	ts_8_2_3_29

	Reason for change
	As per 34.123-1 and 34.123-2 this TC is applicable only for an UE supporting PS bearer and speech or conversational 64K. However TTCN does allows execution of this TC for streaming call, but later TTCN execution fails the UE as an inconclusive verdict is assigned during the execution of test step ts_RRC_SetUpRAB_MultiCallCS_PS. 

	Summary of change
	A check is added at the beginning to the test case to assign an inconclusive in case this test case is executed for streaming call.

	Source of change
	Modification


After:

[image: image7.png]imd || tael || BehaviourDescripion || constaintRer || verdit || comments

f ST Guars
1 [px_RAT=fddl] FDD specific behaviour
2
5 - RRC i anTeacS
4 +pr_GotoStatef_9_0r6_10_MO (tsc_ CS-DCCH+DTCH_DCH (stat
Cella) 2 6-9)
s i Lasaret
B o Comesonsndss_Rele Postamie To eease e &
R comacton and ol &5
oot
1 ERR1 [px_RAT=tdd] I TOD specific behaviour
1 ERR2 [TRUE] I
T
v (PRRC. G5 _SenTeced= spessh) @ei Thomas Re071 4525
AND pe_Conversational | @
0 (ARG, Co.BenTaced= comerea e Thomas Re071482,
tional_B4k) AND pc_Conversational ] 55080023, R5s080185 sice

0 [TRUE] @sic Thomas R65070498 5





�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





