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2 Correction to Rel-7 CPC testcases
2.1 c_SS_ModifyF_DPCH_Info_r7
	Test case Name
	c_SS_ModifyF_DPCH_Info_r7

	Reason for change
	In this constraint the dl_CommonInformation is provided with defaultDPCH_OffsetValue and  cfnHandling is set to maintain. The defauld DPCH offset value should not be provided when CFN is set to maintian.

	Summary of change
	Changed c_SS_ModifyF_DPCH_Info_r7 to use cb_DL_CommonInformationF_DPCH_r7

	Source of change
	

	Label
	WA#

	MCC 160
	Accepted


Before:
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2.2 tc_8_2_2_56

	Test case Name
	tc_8_2_2_56

	Reason for change
	In testcases 8.2.2.56, CQI reduction is not checked.  This should be checked in order to ensure that UE configured DTX cycle2.

	Summary of change
	Added +ts_CheckDTX_CQI_ReportingReduction ( tsc_CellA, tcv_Rel7_Cfg ) after ( tcv_TestBody := TRUE )

	Source of change
	New

	Label
	WA#

	MCC160Comments
	Accepted , Prose CR needs to be aligned with this TTCN CR
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After:
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[Test Case I
Test Group Reference

tc_8_2_2 86
BRCIRRC_RAR) Reconfiguration

Purpose

Configuration:

“To confirm that the UE reconfigures radio bearer parameters, ransits from CELL_DCH to CELL_PCH state, and stops E-DCH DPCCH discontinuous transmissi

on and HS-DSCH reception according to the received RADIO BEARER RECONFIGURATION message.
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