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2 Correction to make F-DPCH optional
2.1 ts_RRC_ReceiveConnSetupCmpl_r6
	Test step name
	ts_RRC_ReceiveConnSetupCmpl_r6-> lt_CheckEDCH_Capability

	Reason for change
	In the last RAN#45 meeting  CR 3758 & 3759 (Tdoc RP-090902)  was approved to make F-DPCH optional.

The current TTCN implementation would fail a Rel-7 UE which does not support F-DPCH

	Summary of change
	Modified test step “ts_RRC_ReceiveConnSetupCmpl_r6” to check for F-DPCH independent of the release indicator.

	Source of change
	

	Label
	WA#

	MCC160 Comments
	Accepted
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After:
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2.2 HSUPA_SelExpr542_408 & pc_Full_FDPCH
	Object
	HSUPA_SelExpr542_408 & pc_Full_FDPCH

	Reason for change
	In the last RAN#45 meeting  CR 3758 & 3759 (Tdoc RP-090902)  was approved to make F-DPCH optional.

The current TTCN implementation would fail a Rel-7 UE which does not support F-DPCH

	Summary of change
	In “HSUPA_SelExpr542_408” the comment “Note: pc_Full_FDPCH shall be set to TRUE fro a rel-7 UE” has been removed
and in pixit pc_Full_FDPCH  the comment “Rel-7 and later:TRUE - Always applicable” has been removed.

	Source of change
	

	Label
	WA#

	MCC160 Comments
	Accepted
A Prose CR is required.
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