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Change 1

	TestStep
	tc_8_2_2_43a (lt_ReceiveRB_ReconfComplete

	Reason for change
	Current TTCN implementation of

tc_8_2_2_43a (lt_ReceiveRB_ReconfComplete 

checks for IEs 
“ul_IntegProtActivationInfo”

“count_C_ActivationTime”.

Based on the domain executed UE may choose to OMIT these values.

This causes run time error.

As per TR101 section A3.3.33 and A3.3.34, which states the expression shall contain “no unbound” variables. 



	Summary of change
	Handled RB_ReconfComplete based on the domain executed. As shown below.

	MCC160 Comment
	Accepted (ul_IntegProtActivationInfo is always optional acc. To 34108, clause 9.1.1), but also applicable for TCs 8.2.2.43 and 8.2.2.43b.


	lt_ReceiveRB_ReconfComplete

	37
	 
	[tcv_CN_Domain = cs_domain]
	 
	 
	Anritsu CR 8.2.2.43a

	38
	 
	START t_WaitMS
	 
	 
	 

	39
	 
	  ? TIMEOUT t_WaitMS
	 
	(F)
	 

	40
	 
	  AM ? RLC_AM_DATA_IND
( tcv_CellIndInfo.uL_Integrity := RLC_AM_DATA_IND.aM_message.uL_DCCH_Message.message.radioBearerReconfigurationComplete.ul_IntegProtActivationInfo,
tcv_StartList := RLC_AM_DATA_IND.aM_message.uL_DCCH_Message.message.radioBearerReconfigurationComplete.ul_CounterSynchronisationInfo.startList, tcv_CipherActTime := RLC_AM_DATA_IND.aM_message.uL_DCCH_Message.message.radioBearerReconfigurationComplete.count_C_ActivationTime )
CANCEL t_WaitMS
	
	(P)
	@sic Thomas R5s070226 sic@

	41
	 
	  AM ? RLC_AM_DATA_IND 
( tcv_StartList := RLC_AM_DATA_IND.aM_message.uL_DCCH_Message.message.radioBearerReconfigurationComplete.ul_CounterSynchronisationInfo.startList, tcv_CipherActTime := RLC_AM_DATA_IND.aM_message.uL_DCCH_Message.message.radioBearerReconfigurationComplete.count_C_ActivationTime ) 
CANCEL t_WaitMS
	car_PhyChReconfCmpl (     

tsc_CellDedicated,     

tsc_RB2,     

cdr_RB_ReconfCmplNewSecurity ( tcv_RRC_Ti, * )     

)
	(P)
	@sic Thomas R5s070226 sic@
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	42
	 
	[tcv_CN_Domain = ps_domain]
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	43
	 
	 START t_WaitMS
	 
	 
	 

	44
	 
	  ? TIMEOUT t_WaitMS
	 
	(F)
	 

	45
	 
	  AM ? RLC_AM_DATA_IND 
( tcv_StartList := RLC_AM_DATA_IND.aM_message.uL_DCCH_Message.message.radioBearerReconfigurationComplete.ul_CounterSynchronisationInfo.startList)
CANCEL t_WaitMS
	car_PhyChReconfCmpl (     

tsc_CellDedicated,     

tsc_RB2,     

cdr_RB_ReconfCmplNewSecurity ( tcv_RRC_Ti, * )     

)
	(P)
	@sic Thomas R5s070226 sic@
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Change 2

	TestStep
	ts_StopIncHFN

	Reason for change
	Within ts_StopIncHFN,

1)ts_CMAC_UL_DL_CipherCfg_r7 needs to be called at line number 4 instead of ts_CMAC_UL_DL_CipherCfg.

2) Also “tcv_CellIndInfo.dL_CipherMode_r7” needs to pass to the ts_CMAC_UL_DL_CipherCfg_r7 instead of tcv_CellIndInfo.dL_CipherMode.

  

	Summary of change
	Within ts_StopIncHFN,  passed “tcv_CellIndInfo.dL_CipherMode_r7”    

 to ts_CMAC_UL_DL_CipherCfg_r7.

	MCC160 Comment
	Accepted, but implemented differently: A new teststep ts_StopIncHFN_r7 was created and used


	Test Step

	 

	Test Step Id:
ts_StopIncHFN ( p_CellId : INTEGER )
Test Step Group Ref:
RRCM_Steps/
Objective:
 
Defaults:
SS_Def
Comments:
@sic Thomas R5s070226 R5s070271 sic@


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
+ ts_SetTmpCellInfo ( p_CellId )
 
 
@sic R5s070271 sic@
2
 
 [ ( tcv_TmpCellInfo.cellConfig = cell_DCH_Speech ) OR
( tcv_TmpCellInfo.cellConfig = cell_Four_DTCH_CS_PS ) OR
( tcv_TmpCellInfo.cellConfig = cell_Two_DTCH_CS_PS ) OR
( tcv_TmpCellInfo.cellConfig = cell_Four_DTCH_PS_CS ) OR
( tcv_TmpCellInfo.cellConfig = cell_Two_DTCH_PS_CS ) OR
( tcv_TmpCellInfo.cellConfig = cell_DCH_57_6kCS_RAB_SRB ) ]
 
 
@sic R5s070271 R5s070280 sic@
3
 
  + ts_CMAC_DownloadSecurityKey ( tcv_AuthCK,
OMIT, OMIT, tcv_CN_Domain, tcv_CellIndInfo.start_CS )
 
 
 
4
 
   + ts_CMAC_UL_DL_CipherCfg ( tcv_CellIndInfo.dL_CipherMode, OMIT ,notInc )
 
 
 
5
 
   + ts_CMAC_UL_DL_CipherCfg_r7 ( tcv_CellIndInfo.dL_CipherMode_r7, OMIT ,notInc )
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6
 
 [TRUE]
 
 
 



Change 3

	TestStep
	Constraint : cd_DL_CommonInformationRB_SetUpNewDOFF_57K_64K_r7

Constraint : cd_DL_CommonInformationRB_SetUpNewDOFF_64K_PS_r7

Constraint : cd_DL_CommonInformationRB_SetUpSpeechNewDOFF_r7

	Reason for change
	Within these constraints “dl_FDPCH_InfoCommon” is wrongly referenced instead of dl_DPCH_InfoCommon.

  

	Summary of change
	Replaced “dl_FDPCH_InfoCommon” with dl_DPCH_InfoCommon. For constraint :

cd_DL_CommonInformationRB_SetUpNewDOFF_57K_64K_r7

cd_DL_CommonInformationRB_SetUpNewDOFF_64K_PS_r7

cd_DL_CommonInformationRB_SetUpSpeechNewDOFF_r7

	MCC160 Comment
	Accepted


	ASN.1 Type Constraint Declaration

	 

	Constraint Name:
cd_DL_CommonInformationRB_SetUpNewDOFF_57K_64K_r7 (p_Sf: SF512_AndPilot; p_DOFF : DefaultDPCH_OffsetValueFDD )
Group:
 
Type Name:
DL_CommonInformation_r7
Derivation Path:
c_DL_CommonInformationRB_SetUpDOFF_57K_64K_r7.
Encoding Variation:
 
Comments:
@SIC_NAPP
@sic OG 23/02/05 ER2087 sic@
@sic Thomas R5s090088 sic@
To be used in case of timing re-initialised hard handover. A new arbitrary value of the Default DPCH Offset is needed.


	 

	Constraint Value
REPLACE dl_dpchInfoCommon.dl_FDPCH_InfoCommon.cfnHandling dl_dpchInfoCommon.dl_DPCH_InfoCommon.cfnHandling BY initialise : NULL, 
REPLACE modeSpecificInfo.fdd.defaultDPCH_OffsetValue BY p_DOFF 


	 


	ASN.1 Type Constraint Declaration

	 

	Constraint Name:
cd_DL_CommonInformationRB_SetUpNewDOFF_64K_PS_r7 (p_Sf: SF512_AndPilot; p_DOFF : DefaultDPCH_OffsetValueFDD )
Group:
 
Type Name:
DL_CommonInformation_r7
Derivation Path:
c_DL_CommonInformationRB_SetUpDOFF_57K_64K_r7.
Encoding Variation:
 
Comments:
@SIC_NAPP
@sic OG 23/02/05 ER2087 sic@
@sic Thomas R5s090088, R5s090107 sic@
To be used in case of timing re-initialised hard handover. A new arbitrary value of the Default DPCH Offset is needed.


	 

	Constraint Value
REPLACE dl_dpchInfoCommon.dl_FDPCH_InfoCommon.cfnHandling dl_dpchInfoCommon.dl_DPCH_InfoCommon.cfnHandling BY initialise : NULL, 
REPLACE modeSpecificInfo.fdd.defaultDPCH_OffsetValue BY p_DOFF, 
REPLACE dl_dpchInfoCommon.dl_DPCH_InfoCommon.modeSpecificInfo.fdd.positionFixedOrFlexible BY flexible, 
REPLACE dl_dpchInfoCommon.dl_DPCH_InfoCommon.modeSpecificInfo.fdd.tfci_Existence BY TRUE 


	 


	ASN.1 Type Constraint Declaration

	 

	Constraint Name:
cd_DL_CommonInformationRB_SetUpSpeechNewDOFF_r7 (p_Sf: SF512_AndPilot; p_DOFF : DefaultDPCH_OffsetValueFDD )
Group:
 
Type Name:
DL_CommonInformation_r7
Derivation Path:
c_DL_CommonInformationRB_SetUpDOFF_r7.
Encoding Variation:
 
Comments:
@SIC_NAPP
@sic OG 23/02/05 ER2087 sic@
To be used in case of timing re-initialised hard handover. A new arbitrary value of the Default DPCH Offset is needed.


	 

	Constraint Value
REPLACE dl_dpchInfoCommon.dl_FDPCH_InfoCommon.cfnHandling dl_dpchInfoCommon.dl_DPCH_InfoCommon.cfnHandling BY initialise : NULL, 
REPLACE modeSpecificInfo.fdd.defaultDPCH_OffsetValue BY p_DOFF 
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