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2 Constraints and test steps with identical names
2.1 cr_AttachReq2
	Constraint name
	cr_AttachReq2

	Reason for change
	Same constraint present in NAS_r3, HSU_ENH_r6 but performing different action

	Summary of change
	Proposed to rename to cr_AttachReq2_r6 in HSU_ENH_r6 and modify the test steps where it is used.

	MCC160 Comments
	


2.2 cr_UMD_MSG_NoLIs
	Constraint name
	cr_UMD_MSG_NoLIs

	Reason for change
	Same constraint present in RLC_r3,  & HSPA7_ENH  but performing different action

	Summary of change
	Proposed to rename to cr_UMD_MSG_NoLIs_r7 in HSPA7_ENH  in and modify the test steps where it is used.

	MCC160 Comments
	


2.3 c_TrCHInfoUL_5_0To239
	Constraint name
	c_TrCHInfoUL_5_0To239

	Reason for change
	Same constraint present in RAB_r3,  & HSD_ENH_r5  but performing different action

	Summary of change
	Proposed to rename to c_TrCHInfoUL_5_0To239_r5 HSD_ENH_r5  in and modify the test steps where it is used.

	MCC160 Comments
	


2.4 ts_ToStateMO_CS_6_9_PS_6_10Or6_11
	Constraint name
	ts_ToStateMO_CS_6_9_PS_6_10Or6_11

	Reason for change
	Same constraint present in RRC_r3, IR_U_r3, HSD_ENH_r5 but performing different action

	Summary of change
	Proposed to rename to ts_ToStateMO_CS_6_9_PS_6_10Or6_11_r5 in HSD_ENH_r5, ts_ToStateMO_CS_6_9_PS_6_10Or6_11_IRAT in IR_U, and modify the test steps where it is used.

	MCC160 Comments
	


2.5 cdr_RB_ReconfCmplNewSecurity
	Constraint name
	cdr_RB_ReconfCmplNewSecurity

	Reason for change
	Same constraint present in RRC_r3, HSPA7_ENH but performing different action

	Summary of change
	Proposed to rename to cdr_RB_ReconfCmplNewSecurity _r7in HSPA7_ENH, and modify the test steps where it is used.

	MCC160 Comments
	


2.6 cr_MeasReportIntraFreqEventTrigger_1cell
	Constraint name
	cr_MeasReportIntraFreqEventTrigger_1cell

	Reason for change
	Same constraint present in RRC_r3, HSD_ENH_r5 but performing different action

	Summary of change
	Proposed to rename to cr_MeasReportIntraFreqEventTrigger_1cell_r5 in HSD_ENH, and modify the test steps where it is used.

	MCC160 Comments
	


2.7 MAC_Default
	Constraint name
	MAC_Default

	Reason for change
	Same constraint present in MAC_r3, HSD_ENH_r5 but performing different action

	Summary of change
	Proposed to rename to MAC_Default_r5 in HSD_ENH, and modify the test steps where it is used.

	MCC160 Comments
	


2.8 c_DCH_336_TFS_34_UL_10_TC
	Constraint name
	c_DCH_336_TFS_34_UL_10_TC

	Reason for change
	Same constraint present in RAB_r3, IR_G_r7, HSD_ENH_r5, HSU_ENH_r6, HSPA7_ENH, HSPA8_ENH but performing different action

	Summary of change
	Proposed to rename to c_DCH_336_TFS_34_UL_10_TC _RAB in RAB_r3 and modify the test steps where it is used.

	MCC160 Comments
	


2.9 c_DCH_336_TFS_34_UL_10_TC_UE
	Constraint name
	c_DCH_336_TFS_34_UL_10_TC_UE

	Reason for change
	Same constraint present in RAB_r3, IR_G_r7, HSD_ENH_r5, HSU_ENH_r6, HSPA7_ENH, HSPA8_ENH_ but performing different action

	Summary of change
	Proposed to rename to c_DCH_336_TFS_34_UL_10_TC_UE _RAB in RAB_r3 and modify the test steps where it is used.

	MCC160 Comments
	


2.10 pr_CloseUE_TestLoop
	Constraint name
	pr_CloseUE_TestLoop

	Reason for change
	Same constraint present in MAC_r3, RLC_r3 (and HSPA7_ENH) but performing different action

	Summary of change
	Proposed to rename to pr_CloseUE_TestLoop _RLC in RLC_r3 and modify the test steps where it is used.

	MCC160 Comments
	


2.11 ts_HO_SS_ReconfDCH_E_HS_TimingMaintained
	Constraint name
	ts_HO_SS_ReconfDCH_E_HS_TimingMaintained 

	Reason for change
	Same constraint present in HS_ENH_r6 and HSPA7but performing different action

	Summary of change
	Proposed to rename to ts_HO_SS_ReconfDCH_E_HS_TimingMaintained_r7 in HSPA7 and modify the test steps where it is used.

	MCC160 Comments
	


2.12 cds_RB_Reconfig_HSU_To_64k64k
	Constraint name
	cds_RB_Reconfig_HSU_To_64k64k

	Reason for change
	Same constraint present in HS_ENH_r6 and HSPA7but performing different action

	Summary of change
	Proposed to rename to cds_RB_Reconfig_HSU_To_64k64k _r7 in HSPA7  and modify the test steps where it is used.

	MCC160 Comments
	


2.13 cas_RB_Reconfigure_UM
	Constraint name
	cas_RB_Reconfigure_UM

	Reason for change
	Same constraint present in MAC_r3_wk37_r1 and RRC_r3but performing different action

	Summary of change
	Proposed to rename to cas_RB_Reconfigure_UM _mac in HSPA7  and modify the test steps where it is used.

	MCC160 Comments
	


2.14 c_DL_AddReconfTransChInfoListAM2
	Constraint name
	c_DL_AddReconfTransChInfoListAM2

	Reason for change
	Same constraint present in MAC_r3_wk37_r1 and RAB_r3_wk37_r1  but performing different action

	Summary of change
	Proposed to rename to c_DL_AddReconfTransChInfoListAM2 _mac in MAC_r3  and modify the test steps where it is used.

	MCC160 Comments
	


2.15 c_UL_AddReconfTransChInfoListAM2
	Constraint name
	c_UL_AddReconfTransChInfoListAM2

	Reason for change
	Same constraint present in MAC_r3_wk37_r1 and RAB_r3_wk37_r1  but performing different action

	Summary of change
	Proposed to rename to c_UL_AddReconfTransChInfoListAM2 _mac in MAC_r3  and modify the test steps where it is used.

	MCC160 Comments
	


2.16 ts_GMM_AuthenticationInit_InvalidSQN
	Constraint name
	ts_GMM_AuthenticationInit_InvalidSQN

	Reason for change
	Same constraint present in NAS_r3_wk37_r1 and RRC_r3_wk37_r1 but performing different action

	Summary of change
	Proposed to rename to ts_GMM_AuthenticationInit_InvalidSQN _NAS in NAS_r3  and modify the test steps where it is used.

	MCC160 Comments
	


2.17 ts_SendDef_sysInfo_MultiCell
	Constraint name
	ts_SendDef_sysInfo_MultiCell

	Reason for change
	Same constraint present in RRC_r3_ IR_U_r3_wk37 but performing different action

	Summary of change
	Proposed to rename to ts_SendDef_sysInfo_MultiCell _IRAT in   IR_U_r3and modify the test steps where it is used.

	MCC160 Comments
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