6.2.1.2
Downlink physical channels and physical signals

Power allocation of downlink physical channels for Signalling test cases is specified in table 6.2.1.2-1.

Table 6.2.1.2-1: Power allocation for OFDM symbols and reference signals for Signalling test cases
	Physical Channel
	EPRE Ratio
	Comment

	PBCH
	PBCH_RA = 0 dB
	

	
	PBCH_RB = 0 dB
	

	PSS
	PSS_RA = 0 dB
	

	SSS
	SSS_RA = 0 dB
	

	PCFICH
	PCFICH_RB = 0 dB
	

	PDCCH
	PDCCH_RA = 0 dB
	

	
	PDCCH_RB = 0 dB
	

	PDSCH (CCCH)
	PDSCH_RA = 0 dB
	To be consistent with default physical channel configuration acc. to TS 36.331 clause 9.2.4

	
	PDSCH_RB = 0 dB
	

	PDSCH (DTCH, DCCH, PCCH, BCCH)
	PDSCH_RA = -3 dB
	To reduce interference from PDSCH of intra-frequency neighbour cells

	
	PDSCH_RB = -3 dB
	To reduce interference from PDSCH of intra-frequency neighbour cells

	PHICH
	PHICH_RB = 0 dB
	


