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Introduction:

The COMP work item for signaling captures following in its status report [R5-144032]

>>>

2 Signalling CoMP UL TCs have been specified. They are considered 80% completed to allow one meeting cycle for review. No more Signalling TCs are planned for development.

<<<

The 2 signalling test cases defined are
7.1.10.1: Sending SR on PUCCH with DMRS generated by using virtual cell identity / nPUCCH-Identity
7.1.10.2: Transmitting data on PUSCH with DMRS generated by using virtual cell identity / nPUSCH-Identity

Both the defined test cases are UL CoMP test cases. As per work plan no further signalling test cases are planned i.e. no signalling test cases for DL CoMP are expected to be defined.
The IE’s needed for UL CoMP only are: 
· PUSCH_ConfigDedicated_v1130

· Pucch_ConfigDedicated_v1130

Both these IE’s are already included in the ASP’s. 

More IE’s will be needed for supporting DL-COMP:
· CQI_ReportConfig_v1130: already included in ASP’s, 
· Introduction of CSI signal configurations for DL-COMP:  
	type record CSI_RS_Config_Type {

    CSI_RS_Config_r10 R10,

  CSI_RS_ConfigNZPToReleaseList_r11   
CSI_RS_ConfigNZPToReleaseList  OPTIONAL, /* to be used when TM Mode 10, i.e. DL COMP is used */


  CSI_RS_ConfigNZPToAddModList_r11
CSI_RS_ConfigNZPToAddModList       OPTIONAL,
 /* to be used when TM Mode 10, i.e. DL COMP is used;  EUTRAN configures a maximum of one CSI-RS-ConfigNZP for a serving frequency on which the UE supports only one CSI process */

  CSI_RS_ConfigZPToReleaseList_r11
CSI_RS_ConfigZPToReleaseList       OPTIONAL,
/* to be used when TM Mode 10, i.e. DL COMP is used */

  CSI_RS_ConfigZPToAddModList_r11
CSI_RS_ConfigZPToAddModList        OPTIONAL
/* to be used when TM Mode 10, i.e. DL COMP is used */

  };


· Introduction PDSCH-ConfigDedicated_V1130 for DL-COMP: 
	type record PdschConfig_Type {

    PdschRelativeTxPower_Type   RelativeTxPower       optional,

   PDSCH_ConfigDedicated_v1130      Rel11  optional /* to be used when TM Mode 10, i.e. DL COMP is used */

  };


Proposal:

In addition to support of IE’s in ASP’s, DL comp test cases may require additional synchronization mechanisms between cells participating in DL COMP, simulated on SS. These can be accurately defined once test requirements are clear. But as per COMP status report there is no plan to add signaling DL-COMP test cases hence it is proposed to not update ASP’s to perform ASP changes specifically needed for DL-COMP support and revisit if signaling test cases for DL-COMP are planned/defined.
