3GPPRAN5 - SS vendors/TF160 Workshop #30                                   R5w150204

Sophia Antipolis, France, 03 July 2015
Agenda item:
LTE
Source: 
MCC TF160
Title: LTE Coverage Enhancements: Test Model
Document for:
Discussion and Endorsement

1. Introduction:

LTE coverage enhancements signalling test cases have been proposed in RAN5#67[7.1.4.23/24). These test case require UE to be configured with e-HARQ patter (e-HARQ-Pattern-r12). According to TS 36.213 clause 8.0, when HARQ-Pattern-r12 is set to TRUE, the UE shall upon detection of a PDCCH/EPDCCH with DCI format 0 in subframe n intended for the UE, and/or a PHICH transmission in subframe n-1(n-5 when e-HARQ patter is false) intended for the UE, adjust the corresponding first PUSCH transmission in the bundle in subframe n+4 according to the PDCCH/EPDCCH and PHICH information.

SS also needs to know if E-HARQ patter is configured along with UE.
2. Proposal
type union TTI_BundlingConfig_Type {

    boolean   R8,

   TTI_BundlingConfig_R8andLater_Type R8andLater
  };
type MAC_MainConfig.e_HARQ_Pattern_r12    E_HARQ_Pattern_r12_Type
type MAC_MainConfig.ul_SCH_Config.ttiBundling TTI_Bundling_Type

type record TTI_BundlingConfig_R8andLater_Type {

    TTI_Bundling_Type   TTI_BundlingEnabled,

    E_HARQ_Pattern_r12_Type  E_HARQ_Pattern

optional

}

