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1	Introduction
The present document provides the latest version of TS 38.523-3 clause 9 capturing the IXIT proforma. It is presented as a diff compared to TS 38.523-3 version 0.2.0. 


2	Running pCR
See below: 

[bookmark: _Toc511364760]9	IXIT proforma
[bookmark: _Toc511364761]9.1	Introduction
The partial IXIT proforma contained in the present document is provided for completion, when the related Abstract Test Suite(s) is(are) to be used against the Implementation Under Test (IUT).
The completed partial IXIT will normally be used in conjunction with the completed ICS, as it adds precision to the information provided by the ICS.
[bookmark: _Toc511364762]9.2	E-UTRA and EPC PIXIT
[bookmark: _GoBack]The PIXITs are specified in TS 36.523-3 [12] subclause 9.1. 
Table 9.2-1: EUTRA_NR PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_ENDC_BandCombination
	ENDC_BandCombination_Type
	DC_1A_n28A
	
	Band combination for EN-DC test case



[bookmark: _Toc511364763]9.3	NR and 5GC PIXIT 
Table 9.3-1: NR PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_ENDC_BandCombination
	ENDC_BandCombination_Type
	DC_1A_n28A
	
	Band combination for EN-DC test case

	px_nPrimaryFrequencyBand
	FreqBandIndicatorNR
	
	
	NR primary frequency band

	px_NR_CipheringAlgorithm
	CipheringAlgorithm
	nea2
	
	Ciphering Algorithm

	px_NR_IntegrityProtAlgorithm
	IntegrityProtAlgorithm
	Nia2
	
	Integrity Algorithm
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