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1. Introduction:

Progress was made during RAN5 5GAdhoc#3 meeting and e-mail discussions regarding SI scheduling in 38.508-1. 
The present document provides further details on NR Sysinfo SI broadcasting in the test model.  
2. Updates in 38.523-3

7.1.3
System information

TTCN provides the MIB message to the SS as a structured ASN.1 type using a control ASP (NR_SYSTEM_CTRL_REQ). The SS shall: 

-
set the systemFrameNumber in the MIB to the 6 MSBs of the current SFN. A dummy value is provided by TTCN. The SS shall convey the 4 LSBs of the current SFN in the PBCH transport block. The SS shall fulfil current SFN mod 80 = 0. 

-
encode the MIB ASN.1 message as specified in Table 8.1-1. 

-
transmit the encoded MIB message periodically as specified in TS 38.331 [16]. For each transmission, the SS shall update systemFrameNumber value as specified above.
TTCN provides the complete system information and scheduling information to the SS as a structured ASN.1 type using a single control ASP (NR_SYSTEM_CTRL_REQ). The following rules apply: 

-
The system information is sent to SS using the asn.1 types. The SS shall encode each SI message as specified in Table 8.1-1 and add the necessary padding bits as specified in TS 38.331 [16], clause 8.5.

-
The SS shall start scheduling all system information from the same SFN.

-
The scheduling information sent to SS is the same as the scheduling information sent to the UE. For each SI message, the slotOffset in SYSTEM_CTRL_REQ indicates the exact point in time in the SI-window at which SS shall start the transmission of the related SI to the UE.
7.1.3.1
Scheduling information

The maximum number of resource blocks as defined in table 7.1.3.1-1 are used to broadcast the system information.

Table 7.1.3.1-1: Maximum number of resource blocks

	
	Maximum number of resource blocks assigned
	Number of symbols assigned

	SIB1
	5
	12

	for all SIs
	5
	12


The slot offset value 5 is used for all SI messages with their respective SI-Window.
All System Information messages are sent only once within the SI-window.

Tables 7.1.3.1-3 to 7.1.3.1-5 give the SFN's and subframe numbers in which the MIB, SIB1 and other SIs are actually scheduled as per default parameters for si-WindowLength s80 for FR1 and s160 for FR2, periodicity for SI are defined in TS 38.508-1 [5].

Table 7.1.3.1-3: MIB and Sysinfo scheduling for FR1: FDD and TDD, SCS=15kHz

	SFN
	Frame

	0
	Subframe 0
	Subframe 1
	Subrame 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	2
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	4
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	6
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	7
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	8
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI2
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	9
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	10
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	11
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	12
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	13
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	14
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	15
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	16
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	17
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	18
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	19
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	20
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	21
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	22
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	23
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	24
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI4
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	25
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	


Table 7.1.3.1-4: MIB and Sysinfo scheduling for FR1 TDD, SCS=30kHz
	SFN
	Frame

	0

	Subframe 0
	Subframe 1
	Subrame 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	SI1
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	2
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	4
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	SI2
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	6
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	7
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	8
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	SI3
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	9
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	10
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	11
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	12
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	SI4
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	13
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	14
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	15
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	


Table 7.1.3.1-5: MIB and Sysinfo scheduling for FR2: TDD, SCS=120kHz

	SFN
	Frame

	
	Subframe 0
	Subframe 1
	Subrame 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	0
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI1
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	2
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI2
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	4
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI3
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	6
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI4
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
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