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1. Introduction:

At RAN5#77, 2 new MAC test cases 7.1.2.1a & 7.1.2.3b were added by R5-176985 and R5-176984 for the Test Work Item LTE_high_speed-UEConTest. 
According to the associated TS 36.508 CR R5-173914, for the LTE High Speed Enhancements test cases, the SS shall send to the UE the IE’s HighSpeedConfig-r14 and PRACH-Config-v1430, to enable at the UE high speed measurement enhancements as specified in TS 36.133 and/or apply the advanced receiver in SFN scenario as specified in TS 36.101 and to use restricted parameter set for PRACH preambles as per 36.211 clause 5.7.2. Out of the 2 new IE’s, the IE HighSpeedConfig-r14 seems purely for UE Measurements and looks of no use for SS but the second new IE PRACH-Config-v1430 needs to be provided at SS. 

2. Discussion:

ASP change needed for high speed enhancements support to provide SS the restricted set PRACH preamble parameters:  
	type record PRACH_Config_R8andLater_Type{ /* SS shall ignore IE PRACH_Config  if    PRACH_Config_v1430 is present and preamble set to be used as per parameters in    PRACH_Config_v1430* /
    PRACH_Config          prach_Config,
    PRACH_Config_v1310    prach_Config_v1310  optional,
    PRACH_Config_v1430      prach_Config_v1430 optional
  };




