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1. Introduction:

Correct HARQ process handling in Layer 2 Latency Redundancy Test Case 7.1.4.11a, introduced at RAN5#69, envisages sps-Configuratiton in UL enabled with fixedRV-NonAdaptive configured and also configures MAC to skipUplinkTX-r14. Under the circumstances, UE when receiving a NACK for the next TTI corresponding to the HARQ process will set redundancy version RV to 0 for the retransmission of the MAC PDU. In the current test model there is no mechanism to to inform the SS that the SS shall expect UE to use the same RV=0 for non-adaptive retransmissions. The present document provides details on the ASP change needed to enable such functionality in SS.
2. ASP update proposals:
Update to UL_TransRetransmission_Type
	type union UL_TransRetransmission_Type {

    Null_Type NewTransmission,                          /* new transmission of data with redundancy version RV=0 (acc. to TS 36.321 clause 5.4.2.2); NDI is toggled */

    RedundancyVersion_Type ReTransmissionAdaptive,      /* SS assigns grant to request retransmission of data with given redundancy version; NDI is not toggled */

    Null_Type ReTransmissionNonAdaptive,                /* non-adaptive retransmission; SS does not send any grant; SS shall use redundancy version acc. to sequence in TS 36.321 clause 5.4.2.2 */

    Null_Type ReTransmissionNonAdaptiveFixedRV,   /* non-adaptive retransmission ; SS does not send any grant, SS shall use redundancy version RV=0 */       

    RetransmissionAsynchronous_Type RetransmissionAsynchronous /* Used to schedule time controlled asynchronous UL grant for BL/CE UEs */

  };
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