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1
Introduction
The MFBI test case 6.1.2.23 has been added to 38.523-1. A discussion is ongoing to define MFBI frequencies in 38.508-1. A new PIXIT and the execution guideline will need to be documented in 38.523-3. 
2
Frequency addition in 38.508-1

CATT and Datang are planning to raise a prose CR on 38.508-1 to add the MFBI frequencies in clause 4 and in clause 6.2.3.5 for signalling test cases. 

3
Test model

A new PIXIT px_NR_OverlappingNotSupportedBand_MFBI will be added in 38.523-3 clause 9.2, the execution guideline will be documented in clause 11.3.3.
9.2
E-UTRA and NR PIXIT

Table 9.2-1: EUTRA and NR PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_ENDC_BandCombination
	ENDC_BandCombination_Type
	DC_1A_n28A
	
	Band combination for EN-DC test case

	px_ENDC_SecondayBandCombination
	ENDC_BandCombination_Type
	DC_1A_n77A
	
	Secondary band combination for EN-DC test case

	px_NR_CipheringAlgorithm
	CipheringAlgorithm
	nea2
	
	Ciphering Algorithm (see Note 1)

	px_NR_IntegrityProtAlgorithm
	IntegrityProtAlgorithm
	nia2
	
	Integrity Algorithm (see Note 1)

	px_NR_OverlappingNotSupportedBand_MFBI
	integer
	1
	
	A not supported NR band that is overlapping with a supported band (px_NR_PrimaryBand). Applied to MFBI test case scenario.

	px_NR_PrimaryBand
	integer
	1
	
	NR primary band

	px_NR_PrimaryBandDeltaNRf1
	integer
	0
	
	Delta(f) in dB for NR primary band test frequency NRf1 (see Note 2)

	px_NR_PrimaryBandDeltaNRf2
	integer
	0
	
	Delta(f) in dB for NR primary band test frequency NRf2 (see Notes 2, 3)

	px_NR_PrimaryBandDeltaNRf3
	integer
	0
	
	Delta(f) in dB for NR primary band test frequency NRf3 (see Notes 2, 3)

	px_NR_PrimaryBandDeltaNRf4
	integer
	0
	
	Delta(f) in dB for NR primary band test frequency NRf4 (see Notes 2, 3)

	px_NR_SecondaryBand
	integer
	2
	
	NR secondary band

	px_NR_SecondaryBandDeltaNRf1
	integer
	0
	
	Delta(f) in dB for NR secondary band test frequency NRf1 (see Note 2)

	px_NR_SecondaryBandDeltaNRf2
	integer
	0
	
	Delta(f) in dB for NR primary band test frequency NRf2 (see Notes 2, 3)

	px_NR_SecondaryBandDeltaNRf3
	integer
	0
	
	Delta(f) in dB for NR secondary band test frequency NRf3 (see Notes 2, 3)

	px_NR_SecondaryBandDeltaNRf4
	integer
	0
	
	Delta(f) in dB for NR secondary band test frequency NRf4 (see Notes 2, 3)

	NOTE 1:
Unless specified otherwise in the test case prose, the null algorithm shall not be used for verification.

NOTE 2:
Delta(f) is defined in TS 38.508-1 [5] subclause 6.1.3.4.

NOTE 3:
For some NR bands, the associated test frequency may not exist, see TS 38.508-1 [5] subclause 6.2.3.


11.3.3
NR MFBI

The following NR MFBI test case shall be executed using the combinations specified in Table 11.3.3-1 and in Table 11.3.3-2 for px_NR_OverlappingNotSupportedBand_MFBI and px_NR_PrimaryBand:

6.1.2.23

Table 11.3.3-1: NR MFBI bands combinations in FR1

	px_NR_OverlappingNotSupportedBand_MFBI
	px_NR_PrimaryBand (Note)

	1
	2, 25, 66

	2
	1, 3, 25, 39

	3
	2, 25, 66

	5
	8, 20

	7
	41

	8
	5 

	12
	28

	20
	 5, 28

	25
	1, 2, 3, 39

	28
	12, 20

	34
	70

	38
	41

	39
	2, 25

	 41
	7, 38

	50
	74 

	51
	74 

	66
	1, 3

	70
	34

	74
	50, 51 

	77
	78

	78
	77

	Note: 
The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.


Table 11.3.3-2: NR MFBI bands combinations in FR2
	px_NR_OverlappingNotSupportedBand_MFBI
	px_NR_PrimaryBand (Note)

	257
	258, 261

	258
	257

	261
	257

	Note: 
The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.
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