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1	Introduction
SS configuration to start/stop reporting of UL received MAC CE for Recommended bit rate is missing in NR_System_IndicationControl_Type. This is required for the TTCN implementation of Rel-15 NR MAC TC 7.1.1.10.2.




2	NR ASP update proposal
In records for NR_System_IndicationControl_Type  Recommended bit rate control is added.
	  type record NR_System_IndicationControl_Type {                /* Initially all indications apart from "Error" are disabled in SS
                                                                   (i.e. it shall not be necessary in 'normal' test cases to use this primitive but only if a specific indication is needed);
                                                                   omit means indication mode is not changed.
                                                                   TimingInfo : 'Now' (in general)
                                                                 */
    IndicationAndControlMode_Type       RLC_Discard           optional, /* To enable/disable reporting of discarded RLC PDUs */
    IndicationAndControlMode_Type       MAC_BSR               optional, /* To enable/disable reporting of short/long BSR */
    IndicationAndControlMode_Type       MAC_PHR               optional, /* To enable/disable reporting of short/long PHR */
    IndicationAndControlMode_Type       RachPreamble          optional, /* To enable/disable reporting of PRACH preamble */
    IndicationAndControlMode_Type       SchedReq              optional, /* To enable/disable reporting of Scheduling Request */
    IndicationAndControlMode_Type       UL_HARQ               optional, /* To enable/disable reporting of reception of HARQ ACK/NACK */
    IndicationAndControlMode_Type       HarqError             optional,  /* To enable/disable reporting of HARQ errors */
    IndicationAndControlMode_Type       RecommendedBitRate             optional  /* To enable/disable reporting of Recommended bit rate MAC CE received in UL MAC PDU */
  };




