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1	Introduction
In TS 38.523-3 D.6 NR_PDCP_TypeDefs, D.6.1 NR_PDCP_DRB_Config_Parameters_Type, the boolean OutOfOrderDelivery should be introduced to handle MAC test case 7.1.1.3.2b where at Step 3, Step 12 and Step 8, the expectation for DRB 2 (Step 3, Step 12) and DRB 1 (Step 8) is total number of octets received is 0. However, in the DL, Data has been transmitted on DRB 1 and DRB 2 and this would cause PDCP SN issues unless OutOfOrderDelivery is not ENABLED.
2	Proposed changes in 38.523-3 D.6.1NR_PDCP_DRB_Config_Parameters_Type
NR_PDCP_DRB_Config_Parameters_Type
	TTCN-3 Record Type

	[bookmark: NR_PDCP_DRB_Config_Parameters_Type]Name
	NR_PDCP_DRB_Config_Parameters_Type

	Comment
	parameters corrsponding to NR ASN.1 PDCP-Config.drb;
the following parameter are not included and may be added if needed:
- integer DiscardTimer   (timer value in milliseconds)
- boolean StatusReportRequired
- boolean OutOfOrderDelivery

	SN_SizeUL
	NR_PDCP_SN_Size_Type
	
	PDCP-Config.drb.pdcp-SN-SizeUL

	SN_SizeDL
	NR_PDCP_SN_Size_Type
	
	PDCP-Config.drb.pdcp-SN-SizeDL

	HeaderCompression
	NR_PDCP_DRB_HeaderCompression_Type
	
	PDCP-Config.drb.headerCompression

	IntegrityProtectionEnabled
	boolean
	
	PDCP-Config.drb.integrityProtection

	OutOfOrderDelivery
	boolean
	
	PDCP-Config.drb.OutOfOrderDelivery
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