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1	Introduction
MUSIM UE Assistance Information test cases 8.1.5.10.2 and 8.5.10.3 specify two alternative paths, depending on the UE support of PICS pc_Set_MUSIM_UAI_Info_NR:
If pc_Set_MUSIM_UAI_Info_NR is TRUE, then the test mode control messages defined in 38.509 clause 6.13 are sent/received.
The SET MUSIM UAI REQUEST message is defined as:
	Information Element
	Reference
	Presence
	Format
	Length

	Protocol discriminator
	TS 24.007 [5], sub clause 11.2.3.1.1
	M
	V
	½

	Skip indicator
	TS 24.007 [5], sub clause 11.2.3.1.2
	M
	V
	½

	Message type
	
	M
	V
	1

	musim-PreferredRRC-State
	
	M
	V
	1

	musim-GapPreferenceList
	
	CV-musimGap
	TLV
	5*(NC+1)+2



The last parameter of the SET MUSIM UAI REQUEST message is optional and consists of a list of up to 4 elements, each of which contains 5 parameters:
	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	A9
	A8
	A7
	A6
	A5
	A4
	A3
	A2
	octet 1

	A1
	A0
	B3
	B2
	B1
	B0
	Reserved
	octet 2

	C2
	C1
	C0
	D3
	D2
	D1
	D0
	Reserved
	octet 3

	E13
	E12
	E11
	E10
	E9
	E8
	E7
	E6
	octet 4

	E5
	E4
	E3
	E2
	E1
	E0
	Reserved
	octet 5



ELSE, the UE shall be triggered to send UE Assistance Information. 
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Add an MMI command to provide the UE with all the same information as included in the SET MUSIM UAI REQUEST message.  
Document the optional parameters in the new MMI command using a NOTE, as shown:
Table 6.1-1: MMI commands
	Command
	Parameters

	
	Name
	Value

	"CAPABILIBTY_ENQUIRY"
	"Freq. Band List"
	<charstring>

	
	"Two-Way"
	"TRUE" / "FALSE"

	"CHANGE_RAC_ID"
	(none)

	"CLEAR_RSNPN"
	(none)

	"NO_PRECONDITIONS"
	(none)

	"PERIODICAL_ MEASUREMENT_PSBCH_RSRP"
	"Report Interval"
	<charstring>

	"SET_MUSIM_UAI"

	"RRC_STATE"
	"idle” / "inactive" / "outOfConnected"

	
	"STARTING_SFN"
NOTE 1
	<integer>

	
	"STARTING_SUBFRAME"
NOTE 1
	<integer>

	
	"GAP_LENGTH"
NOTE 1
	“ms3” / “ms4” / “ms6” / “ms10” / “ms20” 

	
	"GAP_REPETITION"
NOTE 1
	“ms20” / “ms40” / “ms80” / “ms160” / “ms320” / “ms640” / “ms1280” / “ms2560” / “ms5120”

	
	"GAP_OFFSET"
NOTE 1
	<integer>

	"SL_CSI_RS_CONFIGURATION"

	"Freq. allocation One antenna Port"
	<charstring>

	
	“First symbol"
	<charstring>

	
	"Latency Bound"
	<charstring>

	"SL_CSI_REPORT"
	(none)

	"SNPN_AUTOMATIC"
	(none)

	"SNPN_MANUAL"
	"PLMN"
	<PLMN ID>

	
	"N_ID"
	<N ID>

	"SNPN_SUBSCRIBER_DATA"
	"PLMN"
	<PLMN ID>

	
	"N_ID"
	<N ID>

	
	"ACCESS_ID"
	"ACCESS_ID"

	"UEAI"
	"SL-QoS Flow ID"
	<charstring>

	"UNICAST_SLDRB"
	"Action"
	"ESTABLISH" / "MODIFY" / "RELEASE"

	NOTE 1: These 5 parameters make up one instance of musim-GapInfo.  Up to 4 instances of musim-GapInfo make up the musim-GapPreferenceList, which is itself optional.  Each of these parameters is therefore also optional.
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