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1	Introduction

There is requirement in MAC test case 7.1.1.3.10 to handle multiple CoresetPoolIndex. In this, the UE will be monitoring multiple Coresets and hence multiple PDCCHs carrying multiple DCI commands and its associated PDSCH/PUSCH reception/transmission is possible.


2	Proposed changes in 38.523-3


type  ControlResourceSet.coresetPoolIndex_r16  NR_ASN1_CoresetPoolIndex_Type;
type record NR_DcchDtchConfigDL_Type {                                /* … */
    NR_SearchSpaceDlDciAssignment_Type  SearchSpaceAndDci     optional,  /* … */
    NR_ASN1_CoresetPoolIndex_Type            CoresetPoolIndex        optional /* Present if multiple CORESETPoolIndex are configured. If the field is absent, the value 0 applies. */
  };

  type record NR_DcchDtchConfigUL_Type {                                /* …*/
    NR_SearchSpaceUlDciAssignment_Type  SearchSpaceAndDci     optional, /* … */
    NR_UplinkTimeAlignment_Synch_Type   PUCCH_Synch           optional, /* …*/
    UL_GrantConfig_Type                 GrantConfig           optional,  /* … */
   NR_ASN1_CoresetPoolIndex_Type                          CoresetPoolIndex  optional /* Present if multiple CORESETPoolIndex are configured. If the field is absent, the value 0 applies. */
  };

type record NR_DcchDtchConfig_Type {
    NR_DcchDtchConfigDL_Type            DL                    optional, /* … */
    NR_DcchDtchConfigUL_Type            UL                    optional, /* … */
    NR_DrxCtrl_Type                     DrxCtrl               optional, /* … */
    NR_MeasGapCtrl_Type                 MeasGapCtrl           optional,  /* … */
    NR_DcchDtchConfigDL_Type            DL2                    optional, /* Present if multiple CORESETPoolIndex are configured. Scheduling parameters related to DCCH and DTCH in DL. If present, then both DL2 and DL the explicit mode is used in Downlink Scheduling */
    NR_DcchDtchConfigUL_Type            UL2                   optional /* Present if multiple CORESETPoolIndex are configured. Scheduling parameters related to DCCH and DTCH in UL */
  };
