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1	Introduction
The NR/5GC test model needs to be clarified when RA-SDT or CG-SDT procedures are tested.


2	Proposal
This proposal shows changes to be done in TS 38.523-3.
-----------------------------------------------------------
[bookmark: _Toc27473512][bookmark: _Toc29377783][bookmark: _Toc29378156][bookmark: _Toc36040489][bookmark: _Toc43923563][bookmark: _Toc51925532][bookmark: _Toc52278622][bookmark: _Toc58250734][bookmark: _Toc68072500][bookmark: _Toc75372629][bookmark: _Toc90561807][bookmark: _Toc90578688][bookmark: _Toc100003926][bookmark: _Toc106705497][bookmark: _Toc155206276]7.3.2	Physical layer aspects
[bookmark: _Toc155206277][bookmark: _Toc27473513][bookmark: _Toc29377784][bookmark: _Toc29378157][bookmark: _Toc36040490][bookmark: _Toc43923564][bookmark: _Toc51925533][bookmark: _Toc52278623][bookmark: _Toc58250735][bookmark: _Toc68072501][bookmark: _Toc75372630][bookmark: _Toc90561808][bookmark: _Toc90578689][bookmark: _Toc100003927][bookmark: _Toc106705498]7.3.2.1	General
The physical layer aspects specified in clause 7.1.2 apply, unless explicitly specified differently in the present clause 7.3.2.
[bookmark: _Toc155206278]7.3.2.2	RedCap
[…]
7.3.2.3	Small Data Transmission
7.3.2.3.1	RA-SDT
For SDT procedure over RACH, SDT DTCH data is expected together with CCCH/RRCResumeRequest: 
-	in Msg3 when 4-step RA type is configured, 
-	or in MSGA when 2-step RA type is configured. 
When configuring UE to RRC_INACTIVE state, in addition to the SRBs, all DRBs are configured in SS and security is activated.
7.3.2.3.2	CG-SDT
For SDT procedure over CG resources, TTCN configures the SS with the initial UL and DL BWP with the PUSCH-Config, PDCCH-Config and PDSCH-Config parameters provided to UE in SDT-MAC-PHY-CG-Config-r17. When the CG-SDT procedure is completed, the initial UL and DL BWP are reconfigured in the SS as per default values provided to UE in RRCSetup/RRCResume. 
SS is configured with the grant allocation type 2, as per clause 7.1.2.3.1.2.3.
When configuring UE to RRC_INACTIVE state, in addition to the SRBs, all DRBs are configured in SS and security is activated.
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