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Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	
	IDLE MODE
	
	
	
	
	
	

	…
	
	
	
	
	
	
	

	6.1.1.1a
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN; Automatic mode; between FDD and TDD
	Rel-8
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD
	pc_eFDD and pc_eTDD
	
	

	…
	
	
	
	
	
	
	

	6.1.1.3a
	Cell reselection of ePLMN in manual mode / between FDD and TDD
	Rel-9
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD
	pc_eFDD and pc_eTDD
	
	

	…
	
	
	
	
	
	
	

	6.1.1.4a
	PLMN selection in shared network environment / Automatic mode / Between FDD and TDD
	Rel-8
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD
	pc_eFDD and pc_eTDD
	
	

	…
	
	
	
	
	
	
	

	6.1.2.15a
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs / Between FDD and TDD
	Rel-9
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD
	pc_eFDD and pc_eTDD
	
	

	6.1.2.16
	Cell reselection / interband operation / Between FDD and TDD
	Rel-9
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD
	pc_eFDD and pc_eTDD
	
	

	…
	
	
	
	
	
	
	

	8
	RADIO RESOURCE CONTROL
	
	
	
	
	
	

	…
	
	
	
	
	
	
	

	8.1.3.11a
	RRC connection release / Redirection to another E-UTRAN band / Inter-band / Between FDD and TDD
	Rel-9
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD
	pc_eFDD AND pc_eTDD
	
	

	8.1.3.12a
	RRC connection release / Success / With priority information / Inter-band / Between FDD and TDD
	Rel-9
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD
	pc_eFDD AND pc_eTDD
	
	

	…
	
	
	
	
	
	
	

	8.2.4.10
	RRC connection reconfiguration / Handover / Between FDD and TDD
	Rel-8
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 30
	pc_eFDD AND pc_eTDD
	
	

	…
	
	
	
	
	
	
	

	8.2.4.13a
	RRC connection reconfiguration / Handover / Success (with measurement) / Inter-band /  Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 30
	pc_eFDD AND pc_eTDD
	
	

	8.2.4.14a
	RRC connection reconfiguration / Handover / Failure / Re-establishment successful / Inter-band /  Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 30
	pc_eFDD AND pc_eTDD
	
	

	8.2.4.15a
	RRC connection reconfiguration / Handover / Failure / Re-establishment failure / Inter-band /  Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 30
	pc_eFDD AND pc_eTDD
	
	

	…
	
	
	
	
	
	
	

	8.3.1.12a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (inter-band measurements) / Between FDD and TDD
	Rel-9
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD 
	pc_eFDD AND pc_eTDD
	
	

	8.3.1.13a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra-frequency and inter-band measurements) / Between FDD and TDD
	Rel-9
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD 
	pc_eFDD AND pc_eTDD
	
	

	8.3.1.14a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-band measurements) / Between FDD and TDD
	Rel-9
	R
	UEs supporting E-UTRA FDD and E-UTRA TDD
	pc_eFDD AND pc_eTDD
	
	

	8.3.1.15a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-band handover / IE measurement configuration not present / Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 30
	pc_eFDD AND pc_eTDD
	
	

	8.3.1.16a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment / Inter-band / Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 30
	pc_eFDD AND pc_eTDD
	
	

	…
	
	
	
	
	
	
	

	13
	Multi-layer Procedures
	
	
	
	
	
	

	…
	
	
	
	
	
	
	

	13.4.1.3
	Intra-system mobility / E-UTRA FDD to E-UTRA TDD to E-UTRA FDD packet
	Rel-8
	C63
	UEs supporting E-UTRA FDD and TDD and Feature Group Indicator 30
	pc_eFDD AND pc_eTDD
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF A.4.4-2/1 THEN R ELSE N/A

	C05
IF A.4.1-1/7 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	C08
IF A.4.5-1/5 THEN R ELSE N/A

	C09
Void

	C10
IF A.4.5-1/25 THEN R ELSE N/A

	C11
IF A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C12
Void

	C13
IF A.4.1-1/6 AND A.4.5-1/16 AND A.4.5-1/22 THEN R ELSE N/A

	C14
IF A.4.5-1/5 AND A.4.5-1/17 THEN R ELSE N/A

	C15
IF A.4.5-1/3 AND A.4.5-1/7 THEN R ELSE N/A

	C16
IF A.4.5-1/7 THEN R ELSE N/A

	C17
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C18
Void

	C19
IF A.4.5-1/6 AND A.4.5-1/7 THEN R ELSE N/A

	C20
IF A.4.1-1/7  AND A.4.5-1/16 AND A.4.5-1/23 THEN R ELSE N/A

	C21
IF A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A

	C22
IF A.4.4-1/3 THEN R ELSE N/A

	C23
IF A.4.4-1/4 THEN R ELSE N/A

	C24
IF A.4.1-1/3 AND A.4.5-1/16 AND A.4.5-1/26 THEN R ELSE N/A

	C25
IF A.4.1-1/4 AND A.4.5-1/16 AND A.4.5-1/24 THEN R ELSE N/A

	C26
IF A.4.2.1.1-1/1 THEN R ELSE N/A

	C27
IF (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-1/5 THEN R ELSE N/A

	C28
IF A.4.5-1/1 THEN R ELSE N/A

	C29
IF A.4.5-1/7 AND (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) THEN R ELSE N/A

	C30
IF A.4.5-1/20 AND (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) THEN R ELSE N/A

	C31
IF (A.4.5-1/7 AND A.4.5-1/20 AND (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5)) THEN R ELSE N/A

	C32
IF (A.4.5-1/7 AND A.4.5-1/20) THEN R ELSE N/A

	C33
IF A.4.5-1/20 THEN R ELSE N/A

	C34
IF A.4.4-1/6 AND A.4.4-1/7 THEN R ELSE N/A

	C35
IF A.4.4-1/6 THEN R ELSE N/A

	C36
IF A.4.1-1/6 AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C37
IF A.4.1-1/6 AND (A.4.4-1/8 OR A.4.4-1/53) AND A.4.5-2/2 THEN R ELSE N/A

	C38
IF A.4.1-1/7 AND A.4.5-1/10 AND A.4.5-1/23 THEN R ELSE N/A

	C39
IF A.4.1-1/6 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/22 THEN R ELSE N/A

	C40
IF A.4.1-1/7 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/23 THEN R ELSE N/A

	C41
IF A.4.1-1/4 AND A.4.2.1.1-1/3 THEN R ELSE N/A

	C42
IF A.4.1-1/3 AND A.4.5-1/12 AND A.4.5-1/26 THEN R ELSE N/A

	C44
IF A.4.1-1/3 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/26 THEN R ELSE N/A

	C45
IF A.4.1-1/4 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/24 THEN R ELSE N/A

	C46
IF A.4.1-1/1 OR A.4.1-1/2 AND( NOT A.4.4-1/9) THEN R ELSE N/A

	C47
IF A.4.4-1/2 AND A.4.4-2/1THEN R ELSE N/A

	C48
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND [8]A.2/1 THEN R ELSE N/A

	C49
IF A.4.4-1/6 AND A.4.4-1/10 THEN R ELSE N/A

	C50
Void

	C51
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/9 AND (A.4.4-1/12 OR A.4.4-1/13 OR A.4.4-1/14 OR A.4.4-1/15) THEN R ELSE N/A

	C52
IF A.4.1-1/4 AND A.4.4-1/16 THEN R ELSE N/A

	C53
IF A.4.4-1/17 THEN R ELSE N/A

	C54
IF A.4.4-1/18 THEN R ELSE N/A

	C55
IF A.4.4-1/19 AND A.4.4-1/54 THEN R ELSE N/A

	C56
IF (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) THEN R ELSE N/A

	C57
IF (A4.1-1/1 OR A.4.1-1/2) AND A4.1-1/7 AND A.4.2.1.1-1/1 AND [8]A.2/1 THEN R ELSE N/A

	C58
IF A.4.5-1/21 THEN R ELSE N/A

	C59
IF A.4.1-1/6 AND A.4.4-1/5 AND NOT (A.4.2.1.1-1/1) THEN R ELSE N/A

	C60
IF A.4.1-1/7 AND A.4.2.1.1-1/1 AND [8]A.2/1 THEN R ELSE N/A

	C61
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/16 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C62
Void

	C63
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.5-1/30 THEN R ELSE N/A

	C64
IF A.4.4-1/20 THEN R ELSE N/A

	C65
Void

	C66
IF [8]A.1/4 AND A.4.4-1/21 THEN R ELSE N/A

	C67
Void

	C68
IF A.4.4-1/6 AND A.4.4-1/22 THEN R ELSE N/A

	C69
IF A.4.4-1/6 AND A.4.4-1/23 THEN R ELSE N/A

	C70
Void

	C71
IF A.4.2.1.1-1/4 THEN R ELSE N/A

	C72
Void

	C73
Void

	C74
IF A.4.4-1/26 THEN R ELSE N/A

	C75
IF A.4.1-1/6 AND A.4.4-1/2 THEN R ELSE N/A

	C76
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.4-1/49 THEN R ELSE N/A

	C77
IF A.4.1-1/6 AND A.4.5-2/1THEN R ELSE N/A

	C78
Void

	C79
Void

	C80
IF A.4.4-1/2 AND A.4.4-1/49 THEN R ELSE N/A

	C81
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C82
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-2/1THEN R ELSE N/A

	C83
Void

	C84
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C85
Void

	C86
IF A.4.1-1/6 AND A.4.4-2/2 AND  A.4.2.1.1-1/1 AND A.4.4-2/4 THEN R ELSE N/A

	C87
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.2.1.1-1/1 AND A.4.4-2/5 THEN R ELSE N/A

	C88
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3) AND  A.4.2.1.1-1/4 AND (A.4.1-1/6 OR A.4.1-1/7) THEN R ELSE N/A

	C89
IF A.4.1-1/7 AND A.4.4-1/29 THEN R ELSE N/A

	C90
IF A.4.1-1/7  AND A.4.5-1/23 THEN R ELSE N/A

	C91
IF A.4.1-1/6 AND A.4.5-1/22 THEN R ELSE N/A

	C92
IF A.4.1-1/3 AND A.4.5-1/26 THEN R ELSE N/A

	C93
IF A.4.1-1/4 AND A.4.5-1/24 THEN R ELSE N/A

	C94
Void

	C95
IF A.4.1-1/7 AND A.4.4-1/2 AND A.4.4-1/49 THEN R ELSE N/A

	C96
IF A.4.5-1/10 AND A.4.1-1/7 AND A.4.2.1.1-1/1 AND [8]A.2/1 THEN R ELSE N/A

	C97
IF A.4.4-1/30 THEN R ELSE N/A

	C98
IF (A.4.4-1/18  AND A.4.4-1/30) THEN R ELSE N/A

	C99
IF A.4. 4-1/51 AND A.4.5-1/7 THEN R ELSE N/A

	C100
IF A.4. 4-1/50 AND A.4.5-1/7 THEN R ELSE N/A

	C101
Void

	C102
Void

	C103
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.2-1/1 THEN R ELSE N/A

	C104
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND A.4.4-1/31 THEN R ELSE N/A

	C105
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND A.4.5-1/8 AND [8]A.2/1 THEN R ELSE N/A

	C106
IF A.4.4-1/34 THEN R ELSE N/A

	C107
IF A.4.1-1/7 AND A.4.4-1/52 AND A.4.5-1/23 THEN R ELSE N/A

	C108
Void

	C109
IF A.4.2.1.1-1/4 AND (4.4-1/35 OR 4.4-1/36 OR A.4.4-1/37) THEN R ELSE N/A

	C110
IF A.4.4-1/52 AND A.4.5-1/23 AND A.4.1-1/7 AND A.4.2.1.1-1/1 AND [8]A.2/1 THEN R ELSE N/A

	C111
IF A.4.4-1/38 AND A.4.4-1/52 AND A.4.5-1/23 AND A.4.1-1/7 AND A.4.2.1.1-1/1 AND [8]A.2/1 THEN R ELSE N/A

	C112
IF A.4.1-1/6 AND A.4.5-1/7 AND A.4.5-1/8 AND A.4.5-1/22 AND A.4.5-1/27 AND A.4.4-1/32 AND A.4.4-1/33 THEN R ELSE N/A

	C113
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.2.1.1-1/5 THEN R ELSE N/A

	C114
IF A.4.1-1/7 AND A.4.4-1/39 THEN R ELSE N/A

	C115
IF ( A.4.1-1/7 AND NOT  A.4.4-2/5 ) THEN R ELSE N/A

	C116
IF A.4.1-1/4 AND A.4.2.1.1-1/6 THEN R ELSE N/A

	C117
IF A.4.1-1/6 AND (([8]A.18a/14 AND [8]A.18a/18) OR  ([8]A.18b/10 AND [8]A.18b/14))  AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C118
IF A.4.4-1/2 AND A.4.5-1/25 THEN R ELSE N/A

	C119
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-1/22 THEN R ELSE N/A

	C120
IF A.4.5-1/3 AND A.4.5-1/7 AND A.4.4-1/40 AND A.4.4-1/41 THEN R ELSE N/A

	C121
IF A.4.4-2/2 AND A.4.1-1/6 THEN R ELSE N/A

	C122
Void

	C123
IF A.4.4-1/2 AND A.4.4-2/2THEN R ELSE N/A

	C124
IF (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-1/5 AND A.4.4-2/1 THEN R ELSE N/A

	C125
IF A.4.4-2/2 AND (A.4.4-2/5 or (A.4.4-2/4 AND A.4.4-1/33)) THEN R ELSE N/A

	C126
IF A.4.1-1/6 AND A.4.4-1/56 THEN R ELSE N/A

	C127
IF A.4.1-1/6 AND A.4.4-1/57 THEN R ELSE N/A

	C128
IF A.4.4-2/2 AND (A.4.1-1/6 OR A.4.1-1/7) THEN R ELSE N/A

	C129
IF A.4.4-1/58 THEN R ELSE N/A

	C130
Void

	C131
IF A.4.1-1/6 AND (NOT A.4.4-1/59) THEN R ELSE N/A

	C132
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/61 THEN R ELSE N/A

	C133
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/61 AND A.4.5-1/25 THEN R ELSE N/A

	C134
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/61 AND A.4.5-1/25 AND A.4.5-3/111 THEN R ELSE N/A

	C135
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/61 AND A.4.5-1/13 AND A.4.5-3/25 THEN R ELSE N/A

	C136
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/61 AND A.4.5-1/13 AND A.4.5-3/25 AND A.4.5-3/112 THEN R ELSE N/A

	C137
IF A.4.4-1/62 THEN R ELSE N/A
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