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1
Introduction
Some Carrier Aggregation test cases are part of Rel-10 CA work plan RP-120052. However some very important signaling aspects of CA are mising from this work plan.

2
Proposal
RRC Measurements and Mobility is importanat part of Carrier Aggregation process. It allows the Pcell and Scell to be added or removed in order to do Carrier Aggregation or not. 
Upon change of Psecll due to handover procedure, the SCell may not change as specified in TS 36.331. As per the current Carrier Aggregation test plan, this UE siganling aspect cannot be verified. 
Upon intra frequency handover, the Scell may release at the same time as specified in TS 36.331. As per the current Carrier Aggregation test plan, this UE siganling aspect cannot be verified. 

IRAT Handover to E-UTRAN is importnant aspect of Carrier Aggregation when RRCConnectionReconfiguration indicates to add Scell during handover as specified in TS 36.331 which is not present in current Carrier Aggregation test plan. Hence, this UE siganling aspect cannot be verified. 

Upon A6 event, after removal of the associated Scell, new Scell with better RSRP measurement may be added as specified in TS 36.331 clause 5.3.10.3b and 5.4.2. As per the current Carrier Aggregation test plan, this UE siganling aspect cannot be verified. 

Therefore, we suggest adding four test cases for CA to section 8.2.4, and 8.4.2.
	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	8 RRC
	
	
	
	
	
	
	

	8.2.4 Handover
	
	
	
	
	
	
	

	
	36.523-1
	8.2.4.x
	Rel-10
	CA / RRC connection reconfiguration / Handover / Success / SCell release
	To verify that UE performs an intra-frequency handover with SCell release at the same time
	NTT DOCOMO
	RP#56
	0%
	
	TS 36.331 clauses 5.3.5.4 and 5.3.10.3a

	
	36.523-1
	8.2.4.y
	Rel-10
	CA / RRC connection reconfiguration / Handover / Success / PCell Change/ Scell no Change
	To verify that UE performs a handover to change the PCell while maintaining the  target Scell(s) same as source Scell(s). To verify that the UE deactivates unchanged  Scell(s).
	Qualcomm 
	RP#57
	0%
	
	Reference  TS36.331 clause 5.3.5.4

	
	
	
	
	
	
	
	

	
	36.523-1
	8.2.4.z
	Rel-10
	CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A6/ Scell Change
	To verify that the UE transmits a MeasurementReport upon fulfilling entering condition for event A6 and Scell change

	Qualcomm
	RP#57
	0%
	
	Reference [36.331, clause 5.5.4.6a, and 5.3.10.3b.]

	8.4.2 Inter-RAT handover UTRA to E-UTRA

	
	36.523-1
	8.4.2.w
	Rel-10
	CA / RRC connection reconfiguration / Handover UTRAN to E-UTRAN/ Success / SCell addition 
	To verify that UE performs a handover from UTRAN to E-UTRAN with SCell addition
	Qualcomm 
	RP#58
	0%
	
	Reference TS 36.331 Table C.1-1, clause 5.4.2, and 5.3.10.3b]


3
Conclusion

We propose to add these test cases to 36.523-1 Rel-10 Carrier Aggregation for LTE work plan.
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