3GPP TSG-RAN WG5 Meeting #56
(
R5-123414r1
QuingDao, CN, 13-17 Aug., 2012

	CR-Form-v10

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	CRnum
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Update of BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication

	
	

	Source to WG:
(

	Fujitsu

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI8-TEST
	
	Date: (

	2012-08-14

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	TC of 8.1.10.2 expects that the UE under the test re-reads the Master information block by only receiving of SYSTEM INFORMATION CHANGE INDICATION. However since there is no restriction when to re-read master information block in TS25.331, the UE may read the modified Master information block without indicating SYSTEM INFORMATION CHANGE INDICATION. Therefore some UE may fail in STEP16 because it can know the modified asterinformation block in step 12 and receive the UE CAPABILITY ENQUIRY in step15.

	
	

	Summary of change:
(

	


 Exclude UEs from the test case in 8.1.10.2, which UEs receive Master information block value tag autonomously before receiving SYSTEM INFORMATION CHANGE INDICATION in SYSTEM INFORMATION BLOCK TYPE 5 / SYSTEM INFORMATION BLOCK TYPE 5bis.

	
	

	Consequences if 
(

not approved:
	UE implemented with an allowable implementation is requested to tested under a test case in which its behaviour is different from the assumed scenario there and may fail to pass the test.

	
	

	Clauses affected:
(

	8.1.10.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	 Rev-1: Excluding UEs which receives MIS autonomously before receiving SIB5/SIB5bis, rather to modifying the test cases as in the original version of the CR. 


8.1.10.2
BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication

8.1.10.2.1
Definition

All UEs which support FDD and HS-PDSCH in CELL_FACH, except UEs that receive Master information block value tag autonomously before or parallel to receiving SYSTEM INFORMATION CHANGE INDICATION in SYSTEM INFORMATION BLOCK TYPE 5 / SYSTEM INFORMATION BLOCK TYPE 5bis.
8.1.10.2.2 Conformance requirement

Upon modifications of system information blocks using value tags, UTRAN should notify the new value tag for the master information block in the IE "BCCH modification info", transmitted in the following way:

…

1>
for FDD and 1.28 Mcps TDD, to reach UEs in CELL_FACH state with HS-DSCH assigned and in CELL_PCH with HS-DSCH and dedicated H-RNTI assigned, the IE "BCCH modification info" is contained in a SYSTEM INFORMATION CHANGE INDICATION message transmitted on the BCCH mapped on the HS-PDSCH indicated with the first indexed HS-SCCH code by the BCCH specific H-RNTI.

Upon reception of a PAGING TYPE 1 message or a SYSTEM INFORMATION CHANGE INDICATION message containing the IE "BCCH modification info" containing the IE "MIB value tag" but not containing the IE "BCCH modification time", the UE shall perform actions as specified in subclause 8.1.1.7.3
…

The UE shall:

1>
compare the value of IE "MIB value tag" in the IE "BCCH modification info" with the value tag stored for the master information block in variable VALUE_TAG.

1>
if the value tags differ:

2>
read the master information block on BCH;

2>
if the value tag of the master information block in the system information is the same as the value in IE "MIB value tag" in "BCCH modification info" but different from the value tag stored in the variable VALUE_TAG:

3>
perform actions as specified in subclause 8.1.1.5.

2>
if the value tag of the master information block in the system information is the same as the value tag stored in the variable VALUE_TAG:

3>
for the next occurrence of the master information block:

4>
perform actions as specified in subclause 8.1.1.7.3 again.

2>
if the value tag of the master information block in the system information is different from the value tag stored in the variable VALUE_TAG, and is different from the value in IE "MIB value tag" in "BCCH modification info":

3>
perform actions as specified in subclause 8.1.1.5;

3>
if (VTCI-VTMIB) mod 8 < 4, where VTCI is the value tag in the IE "MIB value tag" in "BCCH modification info" and VTMIB is the value tag of the master information block in the system information:

4>
for the next occurrence of the master information block:

5>
perform actions as specified in subclause 8.1.1.7.3 again.

…

Whenever the variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE, the UE shall:

…

1>
and for FDD, for BCCH reception perform HS-DSCH reception procedures by listening to the first indexed HS-SCCH code listed in the IE "HS-SCCH channelisation code" with "BCCH specific H-RNTI" as received in IE "HS-DSCH common system information".
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