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A.3.2.3
LTE / FTP Downlink / PDSCH Open Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)

A.3.2.3.1
Definition
The UE application layer downlink performance for FTP under different multi-path fading environments is determined by the UE application layer FTP throughput T.

A.3.2.3.2
Test Purpose
To measure the performance of the UE while downloading TCP based data within both static and multi path faded environments.

A.3.2.3.3
Test Parameters

Test parameters are defined in Table A.3.2.3-1 and A.3.2.3-2.
Table A.3.2.3.3-1: Test Parameters for Open Loop Spatial Multiplexing Downlink Testing

	Parameter
	Unit
	All Tests

	Downlink power allocation
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	Transmission mode
	
	3

	Reporting interval
	ms
	5

	CQI delay
	ms
	8

	Reporting mode
	
	PUCCH 1-0

	CodeBookSubsetRestriction bitmap
	
	11
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 is applied to only Test Number 1 in Table A.3.2.3.3-2: Test points for Open Loop Spatial Multiplexing Downlink Testing


Table A.3.2.3.3-2: Test points for Open Loop Spatial Multiplexing Downlink Testing
	Initial conditions

	Channel bandwidth
	Note1

	Test parameters for each bandwidth

	Test Number
	Reference test point

Note 2
	Propagation Conditions

Note 2
	SNR (dB)

Note 2
	Correlation

	1
	LTE-1
	Static
	No interference

Note 3
	N/A

	2
	LTE-2
	EPA5
	20
	Low

	3
	LTE-3
	EVA5
	10
	Low

	4
	LTE-4
	ETU70
	0
	Low

	5
	LTE-5
	ETU300
	0
	Low

	Note 1: 
See Annex B.3 for the recommended channel bandwidth
Note 2: 
The test points is according to Table B.1.2-1in Annex B.1.2.

Note 3:
In the performance report, the tester shall indicate for the ‘No Interference’ condition, the following note: In case of 'no interference', the throughput is expected to be maximal. This may be the maximum theoretical throughput or below. In the latter case it cannot be distinguished, whether UE limitations, or signal generator limitations with respect to EVM, or both contribute to this.


A.3.2.3.4
Test Description
A.3.2.3.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2 of TS 36.521-1 [2].
Test Environment: Normal, as defined in TS 36.508 [11] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [11] clause 4.3.1.1 for FDD and 4.3.1.2 for TDD.

1)
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [11] Annex A, Figure A.10 for antenna configuration 2x2.

2)
Connect an application server to the IP output of the SS configured with a FTP server.

3)
For a tethered configuration, tether the UE to a laptop configured with FTP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers. For an embedded configuration, ensure that the UE has an FTP client test application available.
4)
The parameter settings for the cell are set up according to Tables A.3.1-2, A.3.1-3 and A.3.2.3.3-1 as appropriate.

5)
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 in TS 36.521-1 [2] and uplink signals according to Annex H.1 and H.3.2 in TS 36.521-1 [2].

6)
Propagation conditions are set according to Annex B.0 in TS 36.521-1 [2].

A.3.2.3.4.2
Procedure
1)
SS transmits PDSCH via PDCCH DCI format 2A for C_RNTI to transmit the DL data using the transport format and transport block size determined based on UE reported CQI as described in subclause B.2.2.1.
2)
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table A. 3.2.3.3-2, as appropriate.

3)
Using the FTP client, begin FTP download from the application server of a file sufficient in size for the test duration outlined in Table A.3.1-1 and record Throughput T result. (This is iteration 1)

4)
Repeat transfer for iterations 2-5 within the same call as the first iteration.

5)
Calculate and record the average throughput of the five iterations.

6)
Count and record the overall number of ACK and NACK/DTX on the PUSCH/PUCCH during the test interval.

7)
If the RRC connection setup needs to be re-established after the subtest, perform the initial call setup in accordance with the initial conditions in clause A.3.2.3.4.1.

8)
Repeat steps 1 to 6 for each subtest in Table A.3.2.3.3-2, as appropriate.

9)
Record the IP address type (IPv4 or IPv6) used during the file transfers.
A.3.2.4
LTE / FTP Downlink / PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)

A.3.2.4.1
Definition
The UE application layer downlink performance for FTP under different multi-path fading environments is determined by the UE application layer FTP throughput T.

A.3.2.4.2
Test Purpose
To measure the performance of the UE while downloading TCP based data within both static and multi path faded environments.

A.3.2.4.3
Test Parameters

Test parameters are defined in Table A.3.2.4.3-1 and A.3.2.4.3-2.
Table A.3.2.4.3-1: Test Parameters for Closed Loop Spatial Multiplexing Downlink Testing

	Parameter
	Unit
	All Tests

	Downlink power allocation
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	Transmission mode
	
	4

	Reporting interval
	ms
	5

	CQI delay
	ms
	8

	Reporting mode
	
	PUCCH 1-1

	CodeBookSubsetRestriction bitmap
	
	111111
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 is applied to only Test Number 1 in Table A.3.2.4.3-2: Test points for Closed Loop Spatial Multiplexing Downlink Testing


Table A.3.2.4.3-2: Test points for Closed Loop Spatial Multiplexing Downlink Testing
	Initial conditions

	Channel bandwidth
	Note1

	Test parameters for each bandwidth

	Test Number
	Reference test point

Note 2
	Propagation Conditions

Note 2
	SNR (dB)

Note 2
	Correlation

	1
	LTE-1
	Static
	No interference

Note 3
	N/A

	2
	LTE-2
	EPA5
	20
	Low

	3
	LTE-3
	EVA5
	10
	low

	4
	LTE-4
	ETU70
	0
	Low

	5
	LTE-5
	ETU300
	0
	Low

	Note 1:
See Annex B.3 for the recommended channel bandwidth
Note 2:
The test points is according to Table B.1.2-1in Annex B.1.2.

Note 3:
In the performance report, the tester shall indicate for the ‘No Interference’ condition, the following note: In case of 'no interference', the throughput is expected to be maximal. This may be the maximum theoretical throughput or below. In the latter case it cannot be distinguished, whether UE limitations, or signal generator limitations with respect to EVM, or both contribute to this.


A.3.2.4.4
Test Description
A.3.2.4.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2 of TS 36.521-1 [2].
Test Environment: Normal, as defined in TS 36.508 [11] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [11] clause 4.3.1.1 for FDD and 4.3.1.2 for TDD.

1)
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [11] Annex A, Figure A.10 for antenna configuration 2x2.

2)
Connect an application server to the IP output of the SS configured with a FTP server.

3)
For a tethered configuration, tether the UE to a laptop configured with FTP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers. For an embedded configuration, ensure that the UE has an FTP client test application available.
4)
The parameter settings for the cell are set up according to Tables A.3.1-2, A.3.1-3 and A.3.2.4.3-1 as appropriate.

5)
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 in TS 36.521-1 [2] and uplink signals according to Annex H.1 and H.3.2 in TS 36.521-1 [2].

6)
Propagation conditions are set according to Annex B.0 in TS 36.521-1 [2].

A.3.2.4.4.2
Procedure
1)
SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL data using the transport format and transport block size determined based on UE reported CQI as described in subclause B.2.2.1.

2)
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table A.3.2.4.3-2, as appropriate.

3)
Using the FTP client, begin FTP download from the application server of a file sufficient in size for the test duration outlined in Table A.3.1-1 and record Throughput T result. (This is iteration 1)

4)
Repeat transfer for iterations 2-5 within the same call as the first iteration.

5)
Calculate and record the average throughput of the five iterations.

6)
Count and record the overall number of ACK and NACK/DTX on the PUSCH/PUCCH during the test interval.

7)
If the RRC connection setup needs to be re-established after the subtest, perform the initial call setup in accordance with the initial conditions in clause A.3.2.4.4.1.

8)
Repeat steps 1 to 6 for each subtest in Table A.3.2.3.4-2, as appropriate.

9)
Record the IP address type (IPv4 or IPv6) used during the file transfers.
------------- there are many sections skipped here --------------
A.3.3.3
LTE / UDP Downlink / PDSCH Open Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)

A.3.3.3.1
Definition
The UE application layer downlink performance for UDP under different multi-path fading environments is determined by the UE application layer UDP throughput T.

A.3.3.3.2
Test Purpose
To measure the performance of the UE while downloading TCP based data within both static and multi path faded environments.

A.3.3.3.3
Test Parameters

Test parameters are defined in Table A.3.3.3-1 and A.3.3.3-2.
Table A.3.3.3.3-1: Test Parameters for Open Loop Spatial Multiplexing Downlink Testing

	Parameter
	Unit
	All Tests

	Downlink power allocation
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	-3 (Note 1)
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	Transmission mode
	
	3

	Reporting interval
	ms
	5

	CQI delay
	ms
	8

	Reporting mode
	
	PUCCH 1-0

	CodeBookSubsetRestriction bitmap
	
	11

	Note 1:
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 is applied to only Test Number 1 in Table A.3.3.3.3-2: Test points for Open Loop Spatial Multiplexing Downlink Testing


Table A.3.3.3.3-2: Test points for Open Loop Spatial Multiplexing Downlink Testing
	Initial conditions

	Channel bandwidth
	Note1

	Test parameters for each bandwidth

	Test Number
	Reference test point

Note 2
	Propagation Conditions

Note 2
	SNR (dB)

Note 2
	Correlation

	1
	LTE-1
	Static
	No interference

Note 3
	N/A

	2
	LTE-2
	EPA5
	20
	Low

	3
	LTE-3
	EVA5
	10
	Low

	4
	LTE-4
	ETU70
	0
	Low

	5
	LTE-5
	ETU300
	0
	Low

	Note 1:
See Annex B.3 for the recommended channel bandwidth
Note 2:
The test points is according to Table B.1.2-1in Annex B.1.2.

Note 3:
In the performance report, the tester shall indicate for the ‘No Interference’ condition, the following note: In case of 'no interference', the throughput is expected to be maximal. This may be the maximum theoretical throughput or below. In the latter case it cannot be distinguished, whether UE limitations, or signal generator limitations with respect to EVM, or both contribute to this.


A.3.3.3.4
Test Description
A.3.3.3.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2 of TS 36.521-1 [2].
Test Environment: Normal, as defined in TS 36.508 [11] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [11] clause 4.3.1.1 for FDD and 4.3.1.2 for TDD.

1)
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [11] Annex A, Figure A.10 for antenna configuration 2x2.

2)
Connect an application server to the IP output of the SS configured with a UDP server.

3)
For a tethered configuration, tether the UE to a laptop configured with UDP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers. For an embedded configuration, ensure that the UE has an UDP client test application available.
4)
The parameter settings for the cell are set up according to Tables A.3.1-2, A.3.1-3 and A.3.3.3.3-1 as appropriate.

5)
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 in TS 36.521-1 [2] and uplink signals according to Annex H.1 and H.3.2 in TS 36.521-1 [2].

6)
Propagation conditions are set according to Annex B.0 in TS 36.521-1 [2].

A.3.3.3.4.2
Procedure
1)
SS transmits PDSCH via PDCCH DCI format 2A for C_RNTI to transmit the DL data using the transport format and transport block size determined based on UE reported CQI as described in subclause B.2.2.1.
2)
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table A.3.3.3.3-2, as appropriate.

3)
Using the UDP client, begin UDP download from the application server of a file sufficient in size for the test duration outlined in Table A.3.1-1 and record Throughput T result. (This is iteration 1)

4)
Repeat transfer for iterations 2-5 within the same call as the first iteration.

5)
Calculate and record the average throughput of the five iterations.

6)
Count and record the overall number of ACK and NACK/DTX on the PUSCH/PUCCH during the test interval.

7)
If the RRC connection setup needs to be re-established after the subtest, perform the initial call setup in accordance with the initial conditions in clause A.3.3.3.4.1.

8)
Repeat steps 1 to 6 for each subtest in Table A.3.3.3.3-2, as appropriate.

9)
Record the IP address type (IPv4 or IPv6) used during the file transfers.
A.3.3.4
LTE / UDP Downlink / PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)

A.3.3.4.1
Definition
The UE application layer downlink performance for UDP under different multi-path fading environments is determined by the UE application layer UDP throughput T.

A.3.3.4.2
Test Purpose
To measure the performance of the UE while downloading TCP based data within both static and multi path faded environments.

A.3.3.4.3
Test Parameters

Test parameters are defined in Table A.3.3.4.3-1 and A.3.3.4.3-2.
Table A.3.3.4.3-1: Test Parameters for Closed Loop Spatial Multiplexing Downlink Testing

	Parameter
	Unit
	All Tests

	Downlink power allocation
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	dBm/15kHz
	-85 (Note 2)

	[image: image22.wmf]oc

N

at antenna port
	dBm/15kHz
	-98

	Transmission mode
	
	4

	Reporting interval
	Ms
	5

	CQI delay
	Ms
	8

	Reporting mode
	
	PUCCH 1-1

	CodeBookSubsetRestriction bitmap
	
	111111
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 is applied to only Test Number 1 in Table A.3.3.4.3-2: Test points for Closed Loop Spatial Multiplexing Downlink Testing


Table A.3.3.4.3-2: Test points for Closed Loop Spatial Multiplexing Downlink Testing
	Initial conditions

	Channel bandwidth
	Note1

	Test parameters for each bandwidth

	Test Number
	Reference test point

Note 2
	Propagation Conditions

Note 2
	SNR (dB)

Note 2
	Correlation

	1
	LTE-1
	Static
	No interference

Note 3
	N/A

	2
	LTE-2
	EPA5
	20
	Low

	3
	LTE-3
	EVA5
	10
	Low

	4
	LTE-4
	ETU70
	0
	Low

	5
	LTE-5
	ETU300
	0
	Low

	Note 1:
See Annex B.3 for the recommended channel bandwidth
Note 2:
The test points is according to Table B.1.2-1in Annex B.1.2.

Note 3:
In the performance report, the tester shall indicate for the ‘No Interference’ condition, the following note: In case of 'no interference', the throughput is expected to be maximal. This may be the maximum theoretical throughput or below. In the latter case it cannot be distinguished, whether UE limitations, or signal generator limitations with respect to EVM, or both contribute to this.


A.3.3.4.4
Test Description
A.3.3.4.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2 of TS 36.521-1 [2].
Test Environment: Normal, as defined in TS 36.508 [11] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [11] clause 4.3.1.1 for FDD and 4.3.1.2 for TDD.

1)
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [11] Annex A, Figure A.10 for antenna configuration 2x2.

2)
Connect an application server to the IP output of the SS configured with a UDP server.

3)
For a tethered configuration, tether the UE to a laptop configured with UDP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers. For an embedded configuration, ensure that the UE has an UDP client test application available.
4)
The parameter settings for the cell are set up according to Tables A.3.1-2, A.3.1-3 and A.3.3.4.3-1 as appropriate.

5)
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 in TS 36.521-1 [2] and uplink signals according to Annex H.1 and H.3.2 in TS 36.521-1 [2].

6)
Propagation conditions are set according to Annex B.0 in TS 36.521-1 [2].

A.3.3.4.4.2
Procedure
1)
SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL data using the transport format and transport block size determined based on UE reported CQI as described in subclause B.2.2.1.

2)
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table A.3.3.4.3-2, as appropriate.

3)
Using the UDP client, begin UDP download from the application server of a file sufficient in size for the test duration outlined in Table A.3.1-1 and record Throughput T result. (This is iteration 1)

4)
Repeat transfer for iterations 2-5 within the same call as the first iteration.

5)
Calculate and record the average throughput of the five iterations.

6)
Count and record the overall number of ACK and NACK/DTX on the PUSCH/PUCCH during the test interval.

7)
If the RRC connection setup needs to be re-established after the subtest, perform the initial call setup in accordance with the initial conditions in clause A.3.3.4.4.1.

8)
Repeat steps 1 to 6 for each subtest in Table A.3.3.4.3-2, as appropriate.

9)
Record the IP address type (IPv4 or IPv6) used during the file transfers.
------------ there are many sections skipped here -----------------
A.3.8.2
LTE / UDP Downlink vs. SNR Performance / PDSCH Open Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)

A.3.8.2.1
Definition
The UE application layer downlink performance for UDP under different multi-path fading environments is determined by the UE application layer UDP throughput T.

A.3.8.2.2
Test Purpose
To measure the performance of the UE while downloading UDP based data within both static and multi path faded environments.

A.3.8.2.3
Test Parameters

Test parameters are defined in Table A.3.8.2.3-1 and A.3.8.2.3-2.
Table A.3.8.2.3-1: Test Parameters for Open Loop Spatial Multiplexing Downlink Testing

	Parameter
	Unit
	All Tests

	Downlink power allocation
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	[image: image27.wmf]oc

N

at antenna port
	dBm/15kHz
	As needed per Test No

	Transmission mode
	
	3

	Reporting interval
	ms
	5

	CQI delay
	ms
	8

	Reporting mode
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Table A.3.8.2.3-2: Test points for Open Loop Spatial Multiplexing Testing
	Initial conditions

	Channel bandwidth
	Note1

	Test pramaters for each bandwidth

	Test No
	Propagation Conditions
	Ior

(dBm)
	SNR (dB)
	Correlation

	1

Note 3
	Static
	-50
	No Interference

Note 2
	N/A

	2
	Static
	-55
	25
	N/A

	3
	Static
	-60
	20
	N/A

	4
	Static
	-65
	15
	N/A

	5
	Static
	-70
	10
	N/A

	6
	Static
	-75
	5
	N/A

	7
	Static
	-80
	0
	N/A

	8
	EPA5
	-50
	 No External Noise
	[Low]

	9
	EPA5
	-55
	25
	[Low]

	10
	EPA5
	-60
	20
	[Low]

	11
	EPA5
	-65
	15
	[Low]

	12
	EPA5
	-70
	10
	[Low]

	13
	EPA5
	-75
	5
	[Low]

	14
	EPA5
	-80
	0
	[Low]

	15
	EVA70
	-50
	No External Noise
	[Low]

	16
	EVA70
	-55
	25
	[Low]

	17
	EVA70
	-60
	20
	[Low]

	18
	EVA70
	-65
	15
	[Low]

	19
	EVA70
	-70
	10
	[Low]

	20
	EVA70
	-75
	5
	[Low]

	21
	EVA70
	-80
	0
	[Low]

	Note 1:
See Annex B.3 for the recommended channel bandwidth.

Note 2:
In the performance report, the tester shall indicate for the ‘No Interference’ condition, the following note: In case of ‘No Interference’, the throughput is expected to be maximal. This may be the maximum theoretical throughput or below. In the latter case it cannot be distinguished, whether UE limitations, or signal generator limitations with respect to EVM, or both contribute to this.

Note 3:
If this test point is part of another test there is no need to repeat.The previous result can be used.


A.3.8.2.4
Test Description
A.3.8.2.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2 of TS 36.521-1 [2].
Test Environment: Normal, as defined in TS 36.508 [11] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [11] clause 4.3.1.1 for FDD and 4.3.1.2 for TDD.

1)
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [11] Annex A, Figure A.10 for antenna configuration 2x2.

2)
Connect an application server to the IP output of the SS configured with a UDP server.

3)
For a tethered configuration, tether the UE to a laptop configured with UDP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers. For an embedded configuration, ensure that the UE has an UDP client test application available.
4)
The parameter settings for the cell are set up according to Tables A.3.1-2, A.3.1-3 and A.3.8.2.3-1 as appropriate.

5)
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 in TS 36.521-1 [2] and uplink signals according to Annex H.1 and H.3.2 in TS 36.521-1 [2].

6)
Propagation conditions are set according to Annex B.0 in TS 36.521-1 [2].

A.3.8.2.4.2
Procedure
1)
SS transmits PDSCH via PDCCH DCI format 2A for C_RNTI to transmit the DL data using the transport format and transport block size determined based on UE reported CQI as described in subclause B.2.2.1.
2)
Set the parameters of the bandwidth, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table A.3.8.2.3-2, as appropriate. 

3)
Using the UDP client, begin UDP download from the application server of a file sufficient in size for the test duration outlined in Table A.3.1-1 and record Throughput T result.

4)
Count and record the overall number of ACK and NACK/DTX on the PUSCH/PUCCH during the subtest interval.

5)
Repeat steps 3 and 4 for each subtest in Table A.3.8.2.3-2.

6)
If the RRC connection setup needs to be re-established after the subtest, perform the initial call setup in accordance with the initial conditions in clause A.3.8.2.4.1.

7)
Record the IP address type (IPv4 or IPv6) used during the file transfers.
A.3.8.3
LTE / UDP Downlink vs. SNR Performance / PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)

A.3.8.3.1
Definition
The UE application layer downlink performance for UDP under different multi-path fading environments is determined by the UE application layer UDP throughput T.

A.3.8.3.2
Test Purpose
To measure the performance of the UE while downloading UDP based data within both static and multi path faded environments.

A.3.8.3.3
Test Parameters

Test parameters are defined in Table A.3.8.3.3-1 and A.3.8.3.3-2.
Table A.3.8.3.3-1: Test Parameters for Closed Loop Spatial Multiplexing Downlink Testing

	Parameter
	Unit
	All Tests

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)
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at antenna port
	dBm/15kHz
	As needed per Test No

	Transmission mode
	
	4

	Reporting interval
	ms
	5

	CQI delay
	ms
	8

	Reporting mode
	
	PUSCH 1-2
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Table A.3.8.3.3-2: Test points for Closed Loop Spatial Multiplexing Testing
	Initial conditions

	Channel bandwidth
	Note1

	Test pramaters for each bandwidth

	Test No
	Propagation Conditions
	Ior 

(dBm)
	SNR (dB)
	Correlation

	1

Note 3
	Static
	-50
	No Interference

Note 2
	N/A

	2
	Static
	-55
	25
	N/A

	3
	Static
	-60
	20
	N/A

	4
	Static
	-65
	15
	N/A

	5
	Static
	-70
	10
	N/A

	6
	Static
	-75
	5
	N/A

	7
	Static
	-80
	0
	N/A

	8
	EPA5
	-50
	No External Noise
	[Low]

	9
	EPA5
	-55
	25
	[Low]

	10
	EPA5
	-60
	20
	[Low]

	11
	EPA5
	-65
	15
	[Low]

	12
	EPA5
	-70
	10
	[Low]

	13
	EPA5
	-75
	5
	[Low]

	14
	EPA5
	-80
	0
	[Low]

	15
	EVA70
	-50
	No External Noise
	[Low]

	16
	EVA70
	-55
	25
	[Low]

	17
	EVA70
	-60
	20
	[Low]

	18
	EVA70
	-65
	15
	[Low]

	19
	EVA70
	-70
	10
	Low

	20
	EVA70
	-75
	5
	[Low]

	21
	EVA70
	-80
	0
	[Low]

	Note 1:
See Annex B.3 for the recommended channel bandwidth.

Note 2:
In the performance report, the tester shall indicate for the ‘No Interference’ condition, the following note: In case of ‘No Interference’, the throughput is expected to be maximal. This may be the maximum theoretical throughput or below. In the latter case it cannot be distinguished, whether UE limitations, or signal generator limitations with respect to EVM, or both contribute to this.

Note 3:
If this test point is part of another test there is no need to repeat.The previous result can be used.


A.3.8.3.4
Test Description
A.3.8.3.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2 of TS 36.521-1 [2].
Test Environment: Normal, as defined in TS 36.508 [11] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [11] clause 4.3.1.1 for FDD and 4.3.1.2 for TDD.

1)
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [11] Annex A, Figure A.10 for antenna configuration 2x2.

2)
Connect an application server to the IP output of the SS configured with a UDP server.

3)
For a tethered configuration, tether the UE to a laptop configured with UDP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers. For an embedded configuration, ensure that the UE has an UDP client test application available.
4)
The parameter settings for the cell are set up according to Tables A.3.1-2, A.3.1-3 and A.3.8.3.3-1 as appropriate.

5)
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 in TS 36.521-1 [2] and uplink signals according to Annex H.1 and H.3.2 in TS 36.521-1 [2].

6)
Propagation conditions are set according to Annex B.0 in TS 36.521-1 [2].

A.3.8.3.4.2
Procedure
1)
SS transmits PDSCH via PDCCH DCI format 2 for C_RNTI to transmit the DL data using the transport format and transport block size determined based on UE reported CQI as described in subclause B.2.2.1. The PMI used by the SS is determined as described in subclause B.2.2.6. The transmission rank used by the SS is determined as described in subclause B.2.2.7.
2)
Set the parameters of the bandwidth, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Table A.3.8.3.3-2, as appropriate.

3)
Using the UDP client, begin UDP download from the application server of a file sufficient in size for the test duration outlined in Table A.3.1-1 and record Throughput T result.

4)
Count and record the overall number of ACK and NACK/DTX on the PUSCH/PUCCH during the test interval.

5)
Repeat steps 3 and 4 for each subtest in Table A.3.8.3.3-2.

6)
If the RRC connection setup needs to be re-established after the subtest, perform the initial call setup in accordance with the initial conditions in clause A.3.8.3.4.1.

7)
Record the IP address type (IPv4 or IPv6) used during the file transfers.

------------- there are many sections skipped here ---------

B.2.2.7
Mapping of UE reported RI

In Transmission Modes 3 and 4 the SS shall follow UE RI reports and apply reported rank even when retransmissions are required.
The following guidelines are provided to clarify the operation in regard to retransmissions based on the proposal above. This guidance is based on the 2 downlink antenna ports case. In the following RI change means a change of the UE RI reported value between initial transmission / first retransmission or retransmission / next retransmission of a codeword.
a. 
If RI =1 and does not change, rank = 1 transmission consists of retransmitting one codeword.

b.
If RI = 2 and does not change, it depends on how many codewords need to be retransmitted:

- If both codewords need to be retransmitted, rank = 2 transmission consists of retransmitting both codewords.

- If only one codeword needs to be retransmitted, rank = 2 transmission consists of retransmitting one codeword + transmitting another new codeword.

c. If RI changes from 1 to 2, rank = 2 transmission consists of retransmitting one codeword + transmitting another new codeword.

d. If RI changes from 2 to 1, it depends on how many codewords need to be retransmitted:

- If both codewords need to be retransmitted, rank =1 transmission consists of retransmitting each of the codewords alternately in different TTI-s.

- If only one codeword needs to be retransmitted, rank =1 transmission consists of retransmitting one codeword.
NOTE: 
Follow RI functionality has been added as of RAN5#58. To allow for test system availability of the new functionality, the SS may use fixed RI as specified in TR 37.901 v11.5.0 until RAN5 #61.
B.2.3
Network, Transport and Application Layers reference system configurations
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1268730447.unknown

