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	As per TS 24.008 cl. 6.1.2A.1.1, during PDP context activation, UE may request IPv6 stateless address autoconfiguration. 
Currently, there is no handling for ICMPv6 address allocation in the U-plane defined in TS 34.108. In order to give UE sufficient time to start ICMPv6 signalling a delay of 1.2 seconds is required.

	
	

	Summary of change:
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	Added new section of 7.2.6 for Procedure for IP address allocation in the U-plane.
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not approved:
	Handling for ICMPv6 address allocation in U-Plane will remain missing in TS 34.108
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	Associated with TTCN CR R5s130384 & R5s130385
r1 modified text for ICMPv6 in cl 7.2.6


7.2
Generic setup procedures
<< Text skipped here >>

7.2.6
IP address allocation
UE IP address is allocated during the mobile originating packet switched sessions procedure referred to 7.2.4.2.
If UE supports IPv4/IPv6 or IPv6, a full IPv6 address is allocated to UE via NAS signalling in the PDP CONTEXT ACCEPT message. Once the PDP context is established, if the UE supports IPv6 it may perform IPv6 Stateless Address Autoconfiguration. The UE sends an ICMPv6 Router Solicitation message; as response the network sends an ICMPv6 Router Advertisement message.

Depending on the UE configuration there may be unpredictable delay in the start of the Stateless Address Auto configuration procedure. A guarding time of 1.2 sec is granted within which the procedure is expected to start. If the timer expires then the test shall advance to the next specified step in the test sequence.
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