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4.2.4.2
Configuration of Sockets

The following configurations are controlled by the IP_PTC (IP_SOCKET_REQ). The socket configuration and the sending/receiving of data are done with the same ASP on the system port IP_SOCK.

4.2.4.2.1
Socket Establishment

TCP server

TCP socket configured as server: the socket 'listens' to a 'connect' from the UE. The socket can be configured by using the following system calls of the Berkeley Sockets API:

-
socket (AF_INET | AF_INET6, SOCK_STREAM, 0);

-
setsockopt;

-
bind (local IP address Port);

-
listen.

NOTE:
Currently the only socket option being defined is SO_BROADCAST

When the UE connects to the server the connection is accepted with the 'accept' system call.

TCP client

A TCP connection is established to an existing TCP server at the UE side. This can be done with the following system calls:

-
socket (AF_INET|AF_INET6, SOCK_STREAM, 0);

-
setsockopt;

-
connect (remote Server Addr of the UE = IP-Addr + Port).

UDP socket

A UDP socket can be established with the system calls

-
socket (AF_INET|AF_INET6, SOCK_DGRAM, 0);

-
setsockopt;

-
bind (local IP address, Port);

-
connect.

NOTE 1:
'setsockopt' can be used to set the option SO_BROADCAST to allow broadcast messages (e.g. for DHCP).

NOTE 2:
Usage of 'connect' depends on implementation of the system adaptor.

4.2.4.2.2
Socket Release

A socket is released:

-
in case of TCP when the remote entity closes the connection;

-
when it is closed explicitly by the IP_PTC (system call 'close') ); this includes when the SS closes an existing TCP connection before the RRC connection is released (NOTE 2)..

NOTE 1:
In general the sockets are independent from the configuration of the DRBs. Especially in case of UDP or ICMP the sockets can exist even without any DRB being configured.
NOTE 2:
If the TCP connection is not closed before the RRC connection is released, the UE may timeout and try to release the TCP connection itself, even if this requires a new RRC connection to be configured.  This may cause unexpected behaviour in a test case.
<End of Modified Section>

<Start of Next Modified Section>
5
Upper Tester Interface

This clause describes the handling of AT commands and MMI Commands at the system interface. The internal handling of those commands in TTCN is out of scope.

In the TTCN, the Upper Tester is located at the MTC; therefore there is one interface to the system adaptor common for all RATs.
There is one primitive defined carrying either an MMI or an AT command to be sent to the system adaptor and one common confirmation primitive to be sent by the system adaptor.
	TTCN-3 ASP Definition

	Type Name
	UT_SYSTEM_REQ

	TTCN-3 Type
	Record

	
Cmd
	TTCN-3 Type
	union

	

AT
	charstring carrying the AT command as defined in TS 27.007 [32], TS 27.005 [31] and TS 27.060 [33]

	

MMI
	· Cmd (charstring)

· List of parameters:

· Name (charstring)

· Value (charstring)

	
CnfRequired
	TTCN-3 Type
	Ut_CnfReq_Type

	
	CNF_REQUIRED: system adaptor shall reply with confirmation received from the UE

NO_CNF_REQUIRED: SS shall swallow any confirmation generated by the UE

LOCAL_CNF_REQUIRED: SS shall immediately send confirmation when the command is submitted to the UE i.e. in case of MMI when the operator has confirmed the command, but SS shall not wait for the UE responding.
NOTE:
In the TTCN, a confirmation shall only be requested in cases when there is no signalling from the UE being triggered by the MMI/AT command


	TTCN-3 ASP Definition

	Type Name
	UT_COMMON_CNF

	TTCN-3 Type
	Record

	
Result
	TTCN-3 Type
	boolean

	
	true: success

false: failure

	
ResultString
	TTCN-3 Type
	charstring

	
	response by the UE for commands which request the UE to return a result, optional


All mandatory and optional AT commands are sent as AT command strings as defined above. If an optional AT command is not implemented in the UE, the system adaptor needs to parse the AT command and map it to an appropriate MMI command (which is out of scope for this document).
The following MMI commands are defined.
Table 5.1: MMI commands

	Command
	Parameters

	
	Name
	Value

	"SWITCH_ON"
	(none)

	"SWITCH_OFF"
	(none)

	"POWER_ON"
	(none)

	"POWER_OFF"
	(none)

	"INSERT USIM"
	"USIM"
	<USIM>

	"REMOVE_USIM"
	(none)

	"CHECK_PLMN"
	"PLMN"
	<PLMN ID>

	"CHECK_ETWS_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	“CHECK_ETWS_ALERT”
	(none)

	“CHECK_ETWS_NO_ALERT”
	(none)

	"CHECK_CMAS_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	“CHECK_CMAS_ALERT”
	(none)

	“CHECK_CMAS_NO_ALERT”
	(none)

	"HRPD_PDN_CONNECTION”
	(none)

	“CHECK_MESSAGE_DISPLAYED”
	"Length"
	<Length>

	
	"Msg"
	<Msg>

	“CHECK_SMS_LENGTH_CONTENTS"
	"Length"
	<Length>

	
	"Msg"
	<Msg>

	"DISABLE EPS CAPABILITY"
	(none)

	"DETACH_NON_EPS"
	(none)

	"CLEAR_STORED_ASSISTANCE_DATA"
	(none)

	"CHECK_DTCH_THROUGHCONNECTED"
	(none)

	"GERAN_UPLINK_DATA"
	(none)

	"SELECT_CSG"
	"PLMN" 
	<PLMN ID>

	
	"CSG"
	< CSG ID >

	“TRIGGER_USER_RESELECTION”
	(none)

	"REQUEST_NON_CALL_RELATED_SS"
	(none)

	“LOCATION_INFO”
	(none)

	 "MBMS_SERVICE_INTEREST"
	"PLMN"
	<PLMN ID>

	
	"Service"
	<MBMS Service ID>

	
	"Interest"
	<ON ; OFF>

	"CHECK_ETWS_NO_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	"CHECK_CMAS_NO_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>


The following AT commands are applied in TTCN.

Table 5.2: AT Commands

	Command
	Reference

	ATD
	TS 27.007 [32]

	ATA
	TS 27.007 [32]

	ATH
	TS 27.007 [32]

	AT+CGEQOS
	TS 27.007 [32]

	AT+CGTFT
	TS 27.007 [32]

	AT+CGDSCONT
	TS 27.007 [32]

	AT+CGACT
	TS 27.007 [32]

	AT+CGCMOD
	TS 27.007 [32]

	AT+CGDCONT
	TS 27.007 [32]

	AT+CMGD
	TS 27.005 [31]

	AT+CSMS
	TS 27.005 [31]

	AT+CPMS
	TS 27.005 [31]

	AT+CMGF
	TS 27.005 [31]

	AT+CSCS
	TS 27.007 [32]

	AT+CSCA
	TS 27.005 [31]

	AT+CMGW
	TS 27.005 [31]

	AT+CMSS
	TS 27.005 [31]

	AT+CSMP
	TS 27.005 [31]

	AT+CGEQREQ
	TS 27.007 [32]

	AT+CCLK
	TS 27.007 [32]

	AT+COPS
	TS 27.007 [32]

	AT+CGATT
	TS 27.007 [32]

	
	

	AT+CEMODE
	TS 27.007 [32]

	AT+CEN
	TS 27.007 [32]

	AT+CLIP
	TS 27.007 [32]

	AT+CLIR
	TS 27.007 [32]

	AT+COLP
	TS 27.007 [32]

	AT+CCFCU
	TS 27.007 [32]

	AT+CHLD
	TS 27.007 [32]

	AT+CEPPI
	TS 27.007 [32]

	AT+CDU
	TS 27.007 [32]

	AT+CHCCS
	TS 27.007 [32]

	AT+COLR
	TS 27.007 [32]

	AT+CCWA
	TS 27.007 [32]

	AT+CNAP
	TS 27.007 [32]

	AT+CLCK
	TS 27.007 [32]

	AT+CPWD
	TS 27.007 [32]


AT commands are referred to TS 27.005 [31], TS 27.007 [32] and TS 27.060 [33].
<End of Modified Section>

<Start of Next Modified Section>
7.1.1
PDCCH Candidate Selection

In this clause following abbreviations are used:

-
Common search Space Aggregation: CS_Agr.

-
UE-Specific Search Space Aggregation: UE_Agr.

-
Total number of CCEs available in a subframe: Max_CCE.

SS shall apply defined rules below in a DL subframe for PDCCH candidates' selection.

-
Scheduled transmissions on SI-RNTI / P-RNTI / RA-RNTI/M-RNTI, use Common Search Space. UL and DL Scheduled transmissions on C-RNTI/ SPS C-RNTI, and DL Scheduled transmissions on Temp. C-RNTI, use UE-Specific Search Space. Transmissions on TPC-PUCCH-RNTI / TPC-PUSCH-RNTI and UL Scheduled transmissions on Temp. C-RNTI is not considered for default CCE management.

-
If a transmission on SI-RNTI is scheduled, PDCCH candidate corresponding to CCEs between 0 and (CS_Agr-1) is used. For FDD, this PDCCH candidate is reserved for SI-RNTI, and left vacant if no SI-RNTI transmission is scheduled. For TDD the default UL/DL configuration type 1, this PDCCH candidate is reserved for SI-RNTI in subframes 0 & 5 (i.e. subframes where PDCCH for UL grant for C-RNTI/SPS-RNTI is not scheduled).

-
PDCCH candidates corresponding to CCEs between CS_Agr and (2*CS_Agr-1) can be used for the transmission on P-RNTI, RA-RNTI or M-RNTI. In conformance test cases with single UE, there is no requirement for transmissions scheduled for more than one of P-RNTI, RA-RNTI or M-RNTI in one DL subframe. As per 36.331[19] clause5.8.1.3, the MCCH change notification indicator shall be transmitted on MBSFN subframes only.

For FDD:

-
For DL transmission for C-RNTI/SPS-RNTI/Temp C-RNTI the lowest value of m =m' which has a PDCCH available from CCEs between 2*CS_Agr and (Max_CCE-1) shall be used. 'm' is defined in TS 36.213 [30], clause 9.1.1.

-
For UL transmission for C-RNTI/SPS-RNTI the lowest value of m =m">m' which has a PDCCH available from CCEs between 2*CS_Agr and (Max_CCE-1) shall be used, irrespective of PDCCH candidate corresponding to m' is used or not.

For TDD:


-
For DL transmission, for C-RNTI/SPS-RNTI/Temp C-RNTI the lowest value of m =m' which has a PDCCH available from CCEs between 1*CS_Agr and (Max_CCE-1) shall be used.  'm' is defined in TS 36.213 [30] clause 9.1.1. It is further assumed that in a typical conformance testing environment, there will not be a requirement to schedule DL transmission for C-RNTI/SPS-RNTI/Temp C-RNTI, P=RNTI and RA-RNTI in one DL sub frame.

-
For UL transmission, for C-RNTI/SPS-RNTI the lowest value of m =m"and if in the sub frame m' is also used, m"!=m' has a PDCCH available from CCEs between 0 and (Max_CCE-1) shall be used.

NOTE:
If m' or m'' cannot be allocated in any TTI, it is a TTCN error due to X-RNTI not properly allocated. The error shall be reported to TTCN. The TTCN will exit the test case assigning an inconclusive verdict.

7.1.1.1
FDD candidates selection

Table 7.1.1.1-1 gives the CCE resources utilized for m' and m'' for default values of common search space aggregation level =4, UE-specific search space aggregation L=2 resulting in 6 PDCCH candidates m=0..5 and channel Bandwidth of 5 MHz. This give Max_CCE =20 for FDD. The table also gives the corresponding CCE start indices of PDCCH candidates for m' and m''.

Table 7.1.1.1-1: CCE Start indices(m' & m'' to be used for various C-RNTIs (5 MHz)

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	tsc_C_RNTI_Def
	'1001'H

4097
	m'
	0
	1
	0
	0
	0
	3
	4
	0
	0
	0

	
	
	CCE_St_Ind'
	12
	8
	14
	8
	12
	8
	8
	8
	14
	10

	
	
	m''
	1
	2
	1
	1
	1
	4
	5
	1
	1
	1

	
	
	CCE_St_Ind''
	14
	10
	16
	10
	14
	10
	10
	10
	16
	12

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	0
	2
	0
	0
	4
	4
	1
	0
	0

	
	
	CCE_St_Ind'
	12
	16
	8
	14
	10
	8
	8
	8
	18
	16

	
	
	m''
	1
	1
	3
	1
	1
	5
	5
	2
	5
	1

	
	
	CCE_St_Ind''
	14
	18
	10
	16
	12
	10
	10
	10
	8
	18

	tsc_C_RNTI_Def3
	'1111'H

4369
	m'
	0
	0
	0
	2
	3
	0
	0
	0
	0
	4

	
	
	CCE_St_Ind'
	16
	10
	14
	8
	8
	10
	14
	8
	18
	8

	
	
	m''
	1
	1
	1
	3
	4
	1
	1
	1
	5
	5

	
	
	CCE_St_Ind''
	18
	12
	16
	10
	10
	12
	16
	10
	8
	10

	tsc_C_RNTI_Def4
	'1FF1'H

8177
	m'
	0
	0
	0
	0
	3
	0
	0
	0
	2
	4

	
	
	CCE_St_Ind'
	12
	12
	18
	16
	8
	18
	18
	18
	8
	8

	
	
	m''
	1
	1
	5
	1
	4
	5
	5
	5
	3
	5

	
	
	CCE_St_Ind''
	14
	14
	8
	18
	10
	8
	8
	8
	10
	10

	tsc_C_RNTI_Def5
	'04D2'H

1234
	m'
	0
	2
	0
	4
	0
	2
	3
	0
	1
	0

	
	
	CCE_St_Ind'
	10
	8
	10
	8
	14
	8
	8
	14
	8
	10

	
	
	m''
	1
	3
	1
	5
	1
	3
	4
	1
	2
	1

	
	
	CCE_St_Ind''
	12
	10
	12
	10
	16
	10
	10
	16
	10
	12

	tsc_C_RNTI_Def6
	'0929'H

2345
	m'
	4
	0
	4
	0
	0
	1
	3
	3
	4
	2

	
	
	CCE_St_Ind'
	8
	10
	8
	12
	14
	8
	8
	8
	8
	8

	
	
	m''
	5
	1
	5
	1
	1
	2
	4
	4
	5
	3

	
	
	CCE_St_Ind''
	10
	12
	10
	14
	16
	10
	10
	10
	10
	10

	tsc_C_RNTI_Def7
	'0D80'H

3456
	m'
	2
	0
	2
	0
	0
	0
	3
	0
	0
	2

	
	
	CCE_St_Ind'
	8
	16
	8
	18
	14
	14
	8
	16
	14
	8

	
	
	m''
	3
	1
	3
	5
	1
	1
	4
	1
	1
	3

	
	
	CCE_St_Ind''
	10
	18
	10
	8
	16
	16
	10
	18
	16
	10

	tsc_C_RNTI_Def8
	'11D7'H

4567
	m'
	0
	0
	0
	2
	0
	0
	3
	2
	0
	2

	
	
	CCE_St_Ind'
	8
	16
	8
	8
	14
	16
	8
	8
	8
	8

	
	
	m''
	1
	1
	1
	3
	1
	1
	4
	3
	1
	3

	
	
	CCE_St_Ind''
	10
	18
	10
	10
	16
	18
	10
	10
	10
	10

	tsc_C_RNTI_Def9
	'162E'H

5678
	m'
	0
	3
	0
	0
	0
	2
	0
	0
	3
	2

	
	
	CCE_St_Ind'
	12
	8
	12
	16
	8
	8
	16
	18
	8
	8

	
	
	m''
	1
	4
	1
	1
	1
	3
	1
	5
	4
	3

	
	
	CCE_St_Ind''
	14
	10
	14
	18
	10
	10
	18
	8
	10
	10

	tsc_C_RNTI_Def10
	'1A85'H

6789
	m'
	0
	0
	0
	3
	0
	1
	0
	1
	3
	2

	
	
	CCE_St_Ind'
	16
	8
	16
	8
	8
	8
	16
	8
	8
	8

	
	
	m''
	1
	1
	1
	4
	1
	2
	1
	2
	4
	3

	
	
	CCE_St_Ind''
	18
	10
	18
	10
	10
	10
	18
	10
	10
	10


Table 7.1.1.1-1a gives the CCE resources utilized for m' and m'' for default values of common search space aggregation level =4, UE-specific search space aggregation L=2 resulting in 6 PDCCH candidates m=0..5 and channel Bandwidth of 5 MHz and CFI=2, suitable for eMBMS test cases. This give Max_CCE =12 for FDD. The table also gives the corresponding CCE start indices of PDCCH candidates for m' and m''.

Table 7.1.1.1-1a: CCE Start indices(m' & m'' to be used for various C-RNTIs with CFI=2 (5 MHz)

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	tsc_C_RNTI_Def
	'1001'H

4097
	m'
	4
	3
	3
	0
	2
	1
	2
	0
	3
	1

	
	
	CCE_St_Ind'
	8
	8
	8
	8
	8
	8
	8
	8
	8
	8

	
	
	m''
	5
	4
	4
	1
	3
	2
	3
	1
	4
	2

	
	
	CCE_St_Ind''
	10
	10
	10
	10
	10
	10
	10
	10
	10
	10

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	4
	0
	0
	3
	4
	0
	0
	1
	0

	
	
	CCE_St_Ind'
	8
	8
	8
	10
	8
	8
	8
	10
	8
	8

	
	
	m''
	1
	5
	1
	5
	4
	5
	1
	5
	2
	1

	
	
	CCE_St_Ind''
	10
	10
	10
	8
	10
	10
	10
	8
	10
	10

	tsc_C_RNTI_Def3
	'1111'H

4369
	m'
	2
	0
	0
	4
	0
	0
	0
	2
	0
	2

	
	
	CCE_St_Ind'
	8
	10
	10
	8
	10
	10
	10
	8
	10
	8

	
	
	m''
	3
	5
	5
	5
	5
	5
	5
	3
	5
	3

	
	
	CCE_St_Ind''
	10
	8
	8
	10
	8
	8
	8
	10
	8
	10


Tables 7.1.1.1-2, 7.1.1.1-3 and 7.1.1.1-4 give the CCE resources utilized for m' and m'' for default values of common search space aggregation level =4, UE-specific search space aggregation L=2 resulting in 6 PDCCH candidates m=0..5 and bandwidths of 10/15/20 MHz respectively. This gives Max_CCE =25(10 MHz)/37(15 MHz)/50(20 MHz) for FDD. The tables also give the corresponding CCE start indices of PDCCH candidates for m' and m''. These are in general to be applied in MAC Transport block size test cases defined in clause 7.1.7 of TS 36.523-1 [1].

Table 7.1.1.1-2: CCE Start indices (m' & m'') to be used for default C-RNTI (10 MHz)

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	tsc_C_RNTI_Def
	'1001'H

4097
	m'
	0
	3
	3
	0
	0
	0
	0
	0
	0
	0

	
	
	CCE_St_Ind'
	12
	8
	8
	20
	16
	18
	16
	8
	14
	18

	
	
	m''
	1
	4
	4
	1
	1
	1
	1
	1
	1
	1

	
	
	CCE_St_Ind''
	14
	10
	10
	22
	18
	20
	18
	10
	16
	20

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	4
	0
	0
	0
	4
	0
	0
	0
	0

	
	
	CCE_St_Ind'
	8
	8
	20
	10
	14
	8
	20
	22
	18
	8

	
	
	m''
	1
	5
	1
	1
	1
	5
	1
	5
	1
	1

	
	
	CCE_St_Ind''
	10
	10
	22
	12
	16
	10
	22
	8
	20
	10

	tsc_C_RNTI_Def3
	'1111'H

4369
	m'
	0
	0
	0
	4
	0
	0
	0
	2
	0
	0

	
	
	CCE_St_Ind'
	16
	10
	10
	8
	22
	22
	22
	8
	10
	16

	
	
	m''
	1
	1
	1
	5
	5
	5
	5
	3
	1
	1

	
	
	CCE_St_Ind''
	18
	12
	12
	10
	8
	8
	8
	10
	12
	18

	tsc_C_RNTI_Def4
	'1FF1'H

8177
	m'
	2
	0
	0
	4
	0
	0
	3
	0
	2
	0

	
	
	CCE_St_Ind'
	8
	20
	14
	8
	10
	18
	8
	22
	8
	12

	
	
	m''
	3
	1
	1
	5
	1
	1
	4
	5
	3
	1

	
	
	CCE_St_Ind''
	10
	22
	16
	10
	12
	20
	10
	8
	10
	14

	tsc_C_RNTI_Def5
	'04D2'H

1234
	m'
	3
	0
	0
	0
	0
	2
	3
	3
	1
	0

	
	
	CCE_St_Ind'
	8
	16
	22
	12
	22
	8
	8
	8
	8
	22

	
	
	m''
	4
	1
	5
	1
	5
	3
	4
	4
	2
	5

	
	
	CCE_St_Ind''
	10
	18
	8
	14
	8
	10
	10
	10
	10
	8

	tsc_C_RNTI_Def6
	'0929'H

2345
	m'
	0
	0
	2
	2
	0
	1
	0
	0
	0
	2

	
	
	CCE_St_Ind'
	20
	18
	8
	8
	18
	8
	18
	22
	12
	8

	
	
	m''
	1
	1
	3
	3
	1
	2
	1
	5
	1
	3

	
	
	CCE_St_Ind''
	22
	20
	10
	10
	20
	10
	20
	8
	14
	10

	tsc_C_RNTI_Def7
	'0D80'H

3456
	m'
	4
	0
	0
	1
	0
	0
	0
	0
	0
	4

	
	
	CCE_St_Ind'
	8
	20
	20
	8
	14
	22
	10
	8
	18
	8

	
	
	m''
	5
	1
	1
	2
	1
	5
	1
	1
	1
	5

	
	
	CCE_St_Ind''
	10
	22
	22
	10
	16
	8
	12
	10
	20
	10

	tsc_C_RNTI_Def8
	'11D7'H

4567
	m'
	2
	0
	0
	0
	0
	4
	3
	2
	4
	0

	
	
	CCE_St_Ind'
	8
	8
	12
	8
	10
	8
	8
	8
	8
	20

	
	
	m''
	3
	1
	1
	1
	1
	5
	4
	3
	5
	1

	
	
	CCE_St_Ind''
	10
	10
	14
	10
	12
	10
	10
	10
	10
	22

	tsc_C_RNTI_Def9
	'162E'H

5678
	m'
	0
	0
	2
	4
	0
	0
	2
	0
	1
	0

	
	
	CCE_St_Ind'
	8
	10
	8
	8
	16
	16
	8
	14
	8
	16

	
	
	m''
	1
	1
	3
	5
	1
	1
	3
	1
	2
	1

	
	
	CCE_St_Ind''
	10
	12
	10
	10
	18
	18
	10
	16
	10
	18

	tsc_C_RNTI_Def10
	'1A85'H

6789
	m'
	0
	0
	0
	3
	0
	0
	0
	0
	3
	0

	
	
	CCE_St_Ind'
	12
	12
	20
	8
	12
	18
	20
	10
	8
	12

	
	
	m''
	1
	1
	1
	4
	1
	1
	1
	1
	4
	1

	
	
	CCE_St_Ind''
	14
	14
	22
	10
	14
	20
	22
	12
	10
	14


Table 7.1.1.1-3: CCE Start indices (m' & m'') to be used for default C-RNTI (15 MHz)

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	tsc_C_RNTI_Def
	'1001'H

4097


	m'
	4
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	CCE_St_Ind'
	8
	14
	14
	20
	16
	18
	28
	20
	26
	30

	
	
	m''
	5
	1
	1
	1
	1
	1
	1
	1
	1
	1

	
	
	CCE_St_Ind''
	10
	16
	16
	22
	18
	20
	30
	22
	28
	32

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	0
	0
	0
	0
	4
	0
	0
	0
	0

	
	
	CCE_St_Ind'
	32
	12
	20
	34
	14
	8
	8
	10
	30
	32

	
	
	m''
	1
	1
	1
	5
	1
	5
	1
	1
	1
	1

	
	
	CCE_St_Ind''
	34
	14
	22
	8
	16
	10
	10
	12
	32
	34

	tsc_C_RNTI_Def3
	'1111'H

4369
	m'
	0
	0
	0
	4
	0
	0
	0
	0
	0
	0

	
	
	CCE_St_Ind'
	16
	22
	22
	8
	10
	22
	34
	28
	34
	28

	
	
	m''
	1
	1
	1
	5
	1
	1
	5
	1
	5
	1

	
	
	CCE_St_Ind''
	18
	24
	24
	10
	12
	24
	8
	30
	8
	30


Table 7.1.1.1-4: CCE Start indices (m' & m'') to be used for default C-RNTI (20 MHz)

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	tsc_C_RNTI_Def
	'1001'H

4097
	m'
	3
	0
	0
	0
	0
	0
	0
	0
	2
	0

	
	
	CCE_St_Ind'
	8
	36
	34
	38
	42
	22
	10
	8
	8
	20

	
	
	m''
	4
	1
	1
	1
	1
	1
	1
	1
	3
	1

	
	
	CCE_St_Ind''
	10
	38
	36
	40
	44
	24
	12
	10
	10
	22

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	0
	2
	0
	0
	0
	0
	0
	0
	1

	
	
	CCE_St_Ind'
	12
	46
	8
	34
	20
	10
	10
	26
	28
	8

	
	
	m''
	1
	1
	3
	1
	1
	1
	1
	1
	1
	2

	
	
	CCE_St_Ind''
	14
	48
	10
	36
	22
	12
	12
	28
	30
	10

	tsc_C_RNTI_Def3
	'1111'H

4369
	m'
	1
	0
	0
	0
	3
	0
	2
	0
	0
	0

	
	
	CCE_St_Ind'
	8
	20
	24
	34
	8
	10
	8
	38
	48
	20

	
	
	m''
	2
	1
	1
	1
	4
	1
	3
	1
	5
	1

	
	
	CCE_St_Ind''
	10
	22
	26
	36
	10
	12
	10
	40
	8
	22


7.1.1.2
TDD candidates selection

The default TDD subframe configuration 1 is applied to this clause. By default no DL data is scheduled in special subframes 1 and 6.

Considering that each TDD subframe having different PHICH group number, and only two symbols being present for PDCCH in the special subframes 1 and 6 for bandwidth of 5 MHz, two symbols for PDCCH in all subframes for bandwidth of 10/15/20 MHz (TS 36.508 [3]), each subframe has, therefore, different number of MAX_CCE.
Table 7.1.1.2-1 gives the PDCCH candidates of m' and m'' for default values of common search space aggregation level =8, UE-specific search space aggregation L=8 resulting in 2 PDCCH candidates m=0,1 and the corresponding CCE start indices for channel bandwidth of 5MHz. SF0 and SF5 cannot be used for UL grant. SF1 and SF6 are not used for DL assignment. SF2, SF3, SF7 and SF8 are not applicable to PDCCH CCE allocation since they are uplink subframes.

Table 7.1.1.2-1: CCE Start indices (m' & m'') to be used for various C-RNTIs (5 MHz)

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	21
	12
	-
	-
	20
	21
	12
	-
	-
	20

	tsc_C_RNTI_Def
	'1001'H

4097


	m'
	1
	-
	-
	-
	1
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	1
	-
	-
	-
	0
	1
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def3
	'1111'H

4369
	m'
	1
	-
	-
	-
	0
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def4
	'1FF1'H

8177
	m'
	1
	-
	-
	-
	0
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def5
	'04D2'H

1234
	m'
	0
	-
	-
	-
	0
	1
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def6
	'0929'H

2345
	m'
	1
	-
	-
	-
	0
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	10
	-
	-
	0

	tsc_C_RNTI_Def7
	'0D80'H

3456
	m'
	1
	-
	-
	-
	0
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def8
	'11D7'H

4567
	m'
	1
	-
	-
	-
	0
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def9
	'162E'H

5678
	m'
	1
	-
	-
	-
	0
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def10
	'1A85'H

6789
	m'
	1
	-
	-
	-
	0
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0


Table 7.1.1.2-1a gives the PDCCH candidates of m' and m'' for default values of common search space aggregation level =4, UE-specific search space aggregation L=4 resulting in 2 PDCCH candidates m=0,1 and the corresponding CCE start indices for channel bandwidth of 5MHz and CFI=2, suitable for eMBMS test cases. SF0 and SF5 cannot be used for UL grant. SF1 and SF6 are not used for DL assignment. SF2, SF3, SF7 and SF8 are not applicable to PDCCH CCE allocation since they are uplink subframes.
Note: With Max-CCE=13 or 12, aggregation level of 8 results in only 1 PDCCH candidate. Hence aggregation level of 4 is used.
Table 7.1.1.2-1a: CCE Start indices (m' & m'') to be used for various C-RNTIs with CFI=2  (5 MHz)

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	13
	12 
	-
	-
	12
	13
	12
	-
	-
	12

	tsc_C_RNTI_Def
	'1001'H

4097


	m'
	1
	-
	-
	-
	0
	1
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	4
	-
	-
	-
	8
	4
	-
	-
	-
	4

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	4
	-
	-
	0
	-
	8
	-
	-
	0

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	-
	-
	-
	0
	1
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	4
	-
	-
	-
	4
	4
	-
	-
	-
	4

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	8
	-
	4
	-
	-
	8

	tsc_C_RNTI_Def3
	'1111'H

4369
	m'
	0
	-
	-
	-
	0
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	8
	-
	-
	0
	-
	8
	-
	-
	0


Tables 7.1.1.2-2, 7.1.1.2-3 and 7.1.1.2-4 give the PDCCH candidates of m' and m'' for default values of common search space aggregation level =8, UE-specific search space aggregation L=8 resulting in 2 PDCCH candidates m=0,1 and the corresponding CCE start indices for bandwidths of 10/15/20 MHz respectively, with the different Max_CCE number for each subframe.

Table 7.1.1.2-2: CCE Start indices (m' & m'') to be used for default C-RNTI (10 MHz)
	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	27
	25
	-
	-
	25
	27
	25
	-
	-
	25

	tsc_C_RNTI_Def
	'1001'H

4097


	m'
	1
	-
	-
	-
	0
	1
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	16
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	8
	-
	-
	0
	-
	16
	-
	-
	0

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	-
	-
	-
	0
	1
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	16
	-
	8
	-
	-
	16

	tsc_C_RNTI_Def3
	'1111'H

4369
	m'
	0
	-
	-
	-
	0
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	16
	-
	-
	-
	16
	16
	-
	-
	-
	16

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	16
	-
	-
	0
	-
	16
	-
	-
	0


Table 7.1.1.2-3: CCE Start indices (m' & m'') to be used for default C-RNTI (15 MHz)
	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	41
	37
	-
	-
	37
	41
	37
	-
	-
	37

	tsc_C_RNTI_Def
	'1001'H

4097


	m'
	0
	-
	-
	-
	1
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	8
	-
	-
	0
	-
	0
	-
	-
	16

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	-
	-
	-
	0
	1
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	24
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	16
	-
	-
	0

	tsc_C_RNTI_Def3
	'1111'H

4369
	m'
	0
	-
	-
	-
	0
	1
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	24
	-
	-
	-
	24
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	8
	-
	-
	0
	-
	24
	-
	-
	0


Table 7.1.1.2-4: CCE Start indices (m' & m'') to be used for default C-RNTI (20 MHz)
	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	55
	50
	-
	-
	50
	55
	50
	-
	-
	50

	tsc_C_RNTI_Def
	'1001'H

4097


	m'
	1
	-
	-
	-
	0
	0
	
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	16
	24
	
	-
	-
	24

	
	
	m''
	-
	0
	-
	-
	1
	
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	8
	-
	-
	24
	
	16
	-
	-
	32

	tsc_C_RNTI_Def2
	‘1034'H

4148
	m'
	0
	-
	-
	-
	0
	1
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	32
	-
	-
	-
	8
	8
	-
	-
	-
	32

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	16
	-
	32
	-
	-
	40

	tsc_C_RNTI_Def3
	‘1111'H

4369
	m'
	0
	-
	-
	-
	0
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	16
	-
	-
	-
	40
	40
	-
	-
	-
	16

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	40
	-
	-
	0
	-
	40
	-
	-
	24

	tsc_C_RNTI_Def4
	‘1FF1'H

8177
	m'
	0
	-
	-
	-
	0
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	16
	-
	-
	-
	40
	24
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	32
	-
	-
	0
	-
	8
	-
	-
	0

	tsc_C_RNTI_Def5
	‘04D2'H

1234
	m'
	0
	-
	-
	-
	0
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	40
	16
	-
	-
	-
	40

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	16
	-
	-
	0
	-
	8
	-
	-
	0

	tsc_C_RNTI_Def6
	‘0929'H

2345
	m'
	0
	-
	-
	-
	0
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	32
	-
	-
	-
	24
	24
	-
	-
	-
	16

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	24
	-
	-
	32
	-
	24
	-
	-
	24

	tsc_C_RNTI_Def7
	‘0D80'H

3456
	m'
	1
	-
	-
	-
	0
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	40
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	32
	-
	-
	16
	-
	40
	-
	-
	0

	tsc_C_RNTI_Def8
	‘11D7'H

4567
	m'
	0
	-
	-
	-
	0
	1
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	16
	-
	-
	-
	40
	8
	-
	-
	-
	32

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	32
	-
	-
	0
	-
	8
	-
	-
	40

	tsc_C_RNTI_Def9
	‘162E'H

5678
	m'
	0
	-
	-
	-
	0
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	32
	-
	-
	-
	16
	16
	-
	-
	-
	16

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	40
	-
	-
	24
	-
	16
	-
	-
	24

	tsc_C_RNTI_Def10
	‘1A85'H

6789
	m'
	1
	-
	-
	-
	1
	0
	-
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	-
	-
	-
	8
	24
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	32
	-
	-
	0


7.1.1.2.1
TDD candidates selection in special subframes
In test cases (7.1.3.12/13) testing DL data transmission in special subframes following CCE tables will be used

Table 7.1.1.2.1-1: CCE Start indices (m' & m'') to be used for various default C-RNTI (5 MHz)

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	21
	12
	-
	-
	20
	21
	12
	-
	-
	20

	tsc_C_RNTI_Def
	'1001'H

4097
	m'
	1
	1
	-
	-
	1
	0
	1
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	0
	-
	-
	8
	8
	0
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def2
	‘1034'H

4148
	m'
	1
	1
	-
	-
	0
	1
	1
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	0
	-
	-
	8
	8
	0
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0


NOTE:
Special subframes with Max CCE =12 and aggregation of 8 result in only 1 PDCCH. Hence either only UL grant or DL allocation is possible. 

Table 7.1.1.2.1-2: CCE Start indices (m' & m'') to be used for default C-RNTI (20 MHz)
	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	55
	50
	-
	-
	50
	55
	50
	-
	-
	50

	tsc_C_RNTI_Def
	'1001'H

4097
	m'
	1
	0
	-
	-
	0
	0
	0
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	8
	-
	-
	16
	24
	16
	-
	-
	24

	
	
	m''
	-
	1
	-
	-
	1
	-
	1
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	16
	-
	-
	24
	-
	24
	-
	-
	32

	tsc_C_RNTI_Def2
	‘1034'H

4148
	m'
	0
	1
	-
	-
	0
	1
	0
	-
	-
	0

	
	
	CCE_St_Ind'
	32
	8
	-
	-
	8
	8
	32
	-
	-
	32

	
	
	m''
	-
	0
	-
	-
	1
	-
	1
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	16
	-
	40
	-
	-
	40


<End of Modified Section>

<Start of Next Modified Section>

7.3.3
General DL scheduling scheme

The rules in the present clause, unless particularly specified, are applied to both default DCI combinations.

The bandwidth of 5/10/15/20 MHz makes 25/50/75/100 available physical resource blocks respectively. The 25/50/75/100 resource blocks are divided into three distinct sets. Exact set sizes and the elements contained in the individual sets depend upon the DCI combination to be applied.

-
The first set is reserved for BCCH mapped to DL-SCH (SI-RNTI).

-
The second set is reserved for PCCH mapped to DL-SCH (P-RNTI).

-
The third set is used for one of mutually exclusive transmissions of:

-
'Random Access Response' mapped to DL-SCH (RA-RNTI); or

-
UE-dedicated scheduling mapped to DL-SCH (C-RNTI/ SPS C-RNTI/ Temp C-RNTI).

For each subframe for which data of one or more types is scheduled, the SS shall select a Transport Block Size (TBS), independently for each type of data scheduled, such that:

-
All the scheduled data is transmitted respecting the timing information.  More details on the timing information can be found in clause 7.8.

-
Not more than MaxRbCnt resource blocks are used, for DCI format 1C, NPRB = MaxRbCnt.

-
Minimum MAC Padding is performed.

-
If all scheduled Data cannot be transmitted in the indicated subframe, for example due to TDD and half duplex configuration, it shall be transmitted in the next available subframe.

7.3.3.1
Additional rules for BCCH scheduling scheme

This scheme is applicable for Data transmission on logical channel BCCH mapped to DL-SCH, PDCCH scrambled by SI-RNTI. For both DCI combinations 4 physical resource blocks are reserved for BCCH transmission. The maximum modulation scheme is restricted to QPSK.

Following additional rules are applied for TBS selection:

-
The Max TBS, the maximum TBS allowed for the scheduling scheme, is restricted to 600. (nearest value achievable for ITBS = 9 and NPRB = 4, as per table 7.1.7.2.1-1 of TS 36.213 [30]).

-
If the scheduled Data cannot fit into a TBS smaller or equal to Max TBS, SS generates an error (it's a TTCN error). TTCN should gracefully exit the test case as a fatal error, assigning inconclusive verdict.
-
Rules in clause 7.3.3.1.1 for DCI combination 1 and in clause 7.3.3.1.2 for DCI combination 2 shall be applied.

7.3.3.1.1
BCCH with DCI combination 1

TS 36.213 [30], table 7.1.7.2.1-1, rows with ITBS =0..26 and columns with NPRB =2 (corresponding to TPC LSB =0) and NPRB =3 (corresponding to TPC LSB =1), TBS <=Max TBS are applicable.

Distinct TBSs and all (TPC LSB, ITBS) combinations for each distinct TBS are listed in the sheet.

If a TBS can have two (TPC LSB, ITBS) combinations, the combination with TPC LSB =0 is selected.

RIV indicates 4 PRBs with index 0..3 allocated.
7.3.3.1.2
BCCH with DCI combination 2

TS 36.213 [30], table 7.1.7.2.3-1 , ITBS  =0..17 with TBS ≤Max TBS are applicable.

RIV indicates 4 virtual RBs with index 0..3 allocated. These virtual RBs correspond to the physical RBs

-
with index 0, 6, 12, 18 in even slots and 12, 18, 0, 6 in odd slots for 5 MHz bandwidth;

-
with index 0, 12, 27, 39 in even slots and 27, 39, 0, 12 in odd slots for 10 MHz bandwidth;

-
with index 0, 16, 48, 64 in even slots and 48, 64, 0, 16  in odd slots for 15 MHz bandwidth;

-
with index 0, 24, 48, 72 in even slots and 48, 72, 0, 24 in odd slots for 20 MHz bandwidth.

7.3.3.2
Additional rules for PCCH specific scheduling scheme

This scheme is applicable for Data transmission on logical channel PCCH mapped to DL-SCH, PDCCH scrambled by P-RNTI. For DCI combination 1, one physical resource block is reserved. For DCI combination 2, two physical resource blocks are reserved for 5 MHz bandwidth, and four physical resource blocks are reserved for 10 MHz, 15 MHz or 20 MHz bandwidth. The maximum modulation scheme is restricted to QPSK.

Following additional rules are applied for TBS selection:

-
If the scheduled Data cannot fit into Max TBS, SS generates an error (it's a TTCN error). TTCN should gracefully exit the test case as a fatal error, assigning inconclusive verdict.

-
Rules in clause 7.3.3.2.1 for DCI combination 1 and clause 7.3.3.2.2 for DCI combination 2 shall be applied.

7.3.3.2.1
PCCH with DCI combination 1

TS 36.213 [30], table 7.1.7.2.1-1, rows with ITBS =0..26 and columns with NPRB =2 (corresponding to TPC LSB =0) and NPRB =3 (corresponding to TPC LSB =1) TBS < =Max TBS are applicable.

The Max TBS is restricted to 120 (nearest value achievable for ITBS = 9 and NPRB =1, as per table 7.1.7.2.1-1 of TS 36.213 [30]).

Distinct TBSs and all (TPC LSB, ITBS) combinations for each distinct TBS are listed in the sheet.

If a TBS can have two (TPC LSB, ITBS) combinations, the combination with TPC LSB =0 is selected.

RIV indicates 1 PRBs with index 4 allocated.
7.3.3.2.2
PCCH with DCI combination 2

TS 36.213 [30], table 7.1.7.2.3-1, ITBS =0..11 for 5 MHz/ ITBS =0..17 for 10, 15 or 20 MHz  with TBS ≤ Max TBS  are applicable.

The Max TBS is restricted to

296 bits (nearest value achievable for ITBS = 9 and NPRB =2) for 5 MHz bandwidth,

600 bits (nearest value achievable for ITBS = 9 and NPRB = 4) for 10, 15 or 20 MHz bandwidth.

RIV indicates either two virtual RBs with index 4 and 5 allocated, or four virtual RBs with index 4 to 7 allocated. These virtual RBs correspond to physical RBs:

with index 1 and 7 in even slots and 13 and 19 in odd slots for 5 MHz bandwidth;

with index 1, 13, 28, 40 in even slots and 28, 40, 1, 13in odd slots for 10 MHz bandwidth;

with index 1, 17, 49, 65 in even slots and 49, 65, 1, 17 in odd slots for 15 MHz bandwidth;

with index 1, 25, 49, 73 in even slots and 49, 73, 1, 25 in odd slots for 20 MHz bandwidth.

7.3.3.3
Additional rules for RAR specific scheduling scheme

This scheme is applicable for transmission of Random Access Response mapped to DL-SCH, PDCCH scrambled by RA-RNTI. For both DCI combinations four physical resource blocks are reserved. The maximum modulation scheme is restricted to QPSK.

Following additional rules are applied for TBS selection:

-
The Max TBS is restricted to 600 bits (nearest value achievable for ITBS = 9 and NPRB =4, as per table 7.1.7.2.1-1 of TS 36.213 [30]).

-
If the scheduled Data cannot fit into Max TBS, SS generates an error (it's a TTCN error). TTCN should gracefully exit the test case as a fatal error, assigning inconclusive verdict.
-
Rules in clause 7.3.3.3.1 for DCI combination 1 and clause 7.3.3.3.2 for DCI combination 2 shall be applied.

7.3.3.3.1
RAR with DCI combination 1

TS 36.213 [30], table 7.1.7.2.1-1, rows with ITBS = 0..26 and columns with NPRB = 2 (corresponding to TPC LSB = 0) and 3 (corresponding to TPC LSB = 1) TBS ≤ Max TBS  are applicable

Distinct TBSs and all (TPC LSB, ITBS ) combinations for each distinct TBS are listed in the sheet.

If a TBS can have two (TPC LSB, ITBS ) combinations, the combination with TPC LSB = 0 is selected.

RIV indicates 4 PRBs with index 5..8 allocated.
7.3.3.3.2
RAR with DCI combination 2

TS 36.213 [30], table 7.1.7.2.3-1, ITBS = 0..17 with TBS <= Max TBS are applicable.

RIV indicates 4 virtual RBs are allocated. These corresponds to physical RB

with index 13, 19, 2, 8 in even slots and 1, 7, 14, 20 in odd slots for 5 MHz bandwidth;

with index 2, 14, 29, 41 in even slots and 29, 41, 2, 14 in odd slots for 10 MHz bandwidth;

with index 2, 18, 50, 66 in even slots and 50, 66, 2, 18 in odd slots for 15 MHz bandwidth;

with index 2, 26, 50, 74 in even slots and 50, 74, 2, 26 in odd slots for 20 MHz bandwidth.

7.3.3.4
Additional rules for UE-dedicated scheduling scheme in normal mode

The UE-dedicated DL scheduling can work in the normal mode or in the explicit mode. The two resource allocation schemes shall be reconfigurable from each other when the UE and SS are not sending and receiving data, for instance, at end of the test preamble and before the beginning of the test body.

The present clause is specified for the use of the normal mode. The explicit mode is referred to clause 7.3.3.6.

The scheme specified in the present clause is applicable for transmission of data dedicated to a UE in a DL subframe, mapped to DL‑SCH, PDCCH scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI when spatial multiplexing MIMO mode is not configured. The maximum modulation scheme is restricted to 64QAM. For the DCI combination 1, 20 physical resource blocks (5 to 24), and for the DCI combination 2, 17 physical resource blocks are reserved. In the case when three intra frequency cells are applied to the test in the DCI combination 1, for the purpose of interference reduction, only 9 PRBs (16 to 24) are reserved.

In TDD normal TBS selection mode, no data is transmitted in DwPTS of the special subframe. For FDD, data can be transmitted in any subframe.

The following additional rules are applied for TBS selection:

-
Multiple ASPs can also carry same explicit timing information; indicating different ASP payloads, eventually needs to be transmitted in 1 TTI.

-
The Max TBS is restricted to 10296 bits (Max supported by UE category type 1).

For 5 MHz bandwidth and the DCI combination 1 with 20 PRBs or DCI combination 2, the TBS 8248, 8760, and 9528 are blocked as they result in coding rates higher than 0.93.

For 5 MHz bandwidth and special DCI combination 1 with 9 PRBs, the TBS 2216, 5992 and 6712 are blocked as they result in coding rates higher than 0.93.

For 10 MHz, 15 MHz and 20 MHz bandwidths none of TBSs are blocked as any TBS combination result in coding rates higher than 0.93.

The blocked TBS are considered to be not available for selection.

-
Data pending for transmission in a given sub-frame consists of (listed in transmission priority order):

-
MAC Control Elements that the SS needs to send.

-
AMD STATUS PDU(s) that the SS needs to send.

-
Data not sent in previous subframe(s).

-
Fresh Data scheduled for transmission in this subframe for all logical channels.

-
Distinct TBSs and all (NPRB, ITBS) combinations for each distinct TBS are listed in the sheet.

-
If a TBS size can be achieved with more than one combination of IMCS (ITBS) and NPRB:

-
Select combination with lowest delta between NPRB and IMCS.

-
If still more than one combination remain, select combination with highest NPRB.

-
Not more than one RLC Data PDU shall be placed in a MAC PDU per logical channel (i.e. minimize RLC segmentation).

-
In a subframe, in case there is data pending for transmission from more than one logical channel, for each type of data pending for transmission as defined above, priority shall be given to the logical channel with the lowest logical channel priority value. In case of more than one logical channel with the same logical channel priority value, these logical channels should be served equally. Data pending for transmission from more than one logical channel will rarely happen for the signalling and protocol test.

-
Data not transmitted within a subframe is scheduled as pending for transmission in the next available subframe according to the priorities given above. Pending data for transmission will rarely happen for the signalling and protocol test.

-
TBS selected in a context by various platforms shall be within an allowed deterministic tolerance of:

-
2 bytes for potential Timing Advance Command MAC Control Element (1 byte data + 1 byte MAC sub header).

-
4 bytes each for AMD STATUS PDU (2 bytes data + 2 bytes MAC subheader).

-
Therefore in the worst case the SS may add up to (2 + 4 x NAMRB ) bytes to the data scheduled for transmission in a certain subframe, where NAMRB is the number of AM radio bearers (SRB or DRB) actively sending DL data in the test, in any subframe.

-
For DCI combination 1 RIV is calculated based on physical resource blocks corresponding to NPRB of the selected TBS and (NPRB, ITBS) combination. The physical resource blocks that can be allocated are the first NPRB resources of index range 

-
5..24 for 5 MHz bandwidth,

-
28..49 for 10 MHz bandwidth,

-
9..30 for 15 & 20 MHz bandwidth.
-
For DCI combination 2, RBG assignment is calculated based on physical resource blocks corresponding to NPRB of the selected TBS and (NPRB, ITBS) combination. The size of  RBG is 2 for 5 MHz, 3 for 10 MHz and 4 for 15 & 20 MHz. The available physical resource blocks for allocation are:

-
For 5 MHz bandwidth, RBG1(2,3), RBG2(4,5), RBG4(8,9), RBG5(10,11), RBG7(14,15), RBG8(16,17), RBG10(20,21), RBG11(22,23) and RBG12(24). If NPRB is even, the first NPRB /2 available RBGs are allocated. If NPRB is odd, then first (NPRB -1)/2 RBGs and RBG 12 are allocated.

-
For 10 MHz bandwidth, RBG1(3,4,5), RBG2(6,7,8), RBG3(9,10,11), RBG5(15,16,17), RBG6(18,19,20), RBG10(30,31,32), RBG11(33,34,35), RBG12(36,37,38) and RBG16(48,49). If NPRB mod 3 is 0, the first NPRB /3 RBGs are allocated. If NPRB mod 3 is 2, then first (NPRB -2)/3 available RBGs and RBG 16 are allocated.

-     For 15 MHz bandwidth, RBG1(4,5,6,7), RBG2(8,9,10,11), RBG3(12,13,14,15), RBG5(20,21,22,23), RBG6(24,25,26,27), RBG7(28,29,30,31), RBG11(44,45,46,47), RBG13(52,53,54,55), RBG14(56,57,58,59), RBG15(60,61,62,63), RBG17(68,69,70,71), RBG18(72.73.74). If NPRB mod 4 is 0, the first NPRB /4 RBGs are allocated. If NPRB mod 4 is 3, then first (NPRB -3)/4 available RBGs and RBG 18 are allocated.

-
For 20 MHz bandwidth, RBG1(4,5,6,7), RBG2(8,9,10,11), RBG3(12,13,14,15), RBG4(16,17,18,19), RBG5(20,21,22,23), RBG7(28,29,30,31), RBG8(32,33,34,35), RBG9(36,37,38,39), RBG10(40,41,42,43), RBG14(56,57,58,59), RBG15(60,61,62,63), RBG16(64,65,66,67), RBG17(68,69,70,71), RBG19(76.77.78.79) and RBG20(80,81,82,83). The first NPRB /4 RBGs are allocated.
7.3.3.5
DL Resource allocation bitmaps

7.3.3.5.1
DCI combination 1

Table 7.3.3.5.1-1: Physical resource allocation bitmap
for DCI combination 1 (5 MHz) with 20 PRBs

	NPRB
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19
	20
	21
	22
	23
	24

	BCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Dedicated
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 7.3.3.5.1-2: Physical resource allocation bitmap
for DCI combination 1 (5 MHz) with 9 PRBs

	NPRB
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19
	20
	21
	22
	23
	24

	BCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Dedicated
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 7.3.3.5.1-3 (columns 0–34): Physical resource allocation bitmap
for DCI combination 1 (10 MHz)

	NPRB
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9..22
	23..27
	28
	29
	30
	31
	32
	33
	34

	BCCH
	
	
	
	
	
	
	
	
	
	Not Used
	Used for PBCH and other common signals
	
	
	
	
	
	
	

	PCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 7.3.3.5.1-3 (columns 35–49): Physical resource allocation bitmap
for DCI combination 1 (10 MHz)

	NPRB
	35
	36
	37
	38
	39
	40
	41
	42
	43
	44
	45
	46
	47
	48
	49

	BCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 7.3.3.5.1-3A (columns 0–20): Physical resource allocation bitmap
for DCI combination 1 (15 MHz)

	NPRB
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19
	20

	BCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 7.3.3.5.1-3B (columns 21-74): Physical resource allocation bitmap
for DCI combination 1 (15 MHz)

	NPRB
	21
	22
	23
	24
	25
	26
	27
	28
	29
	30
	31..33
	34..41
	42..74

	BCCH
	
	
	
	
	
	
	
	
	
	
	Not Used
	Used for PBCH and other common signals
	Not Used

	PCCH
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 7.3.3.5.1-4 (columns 0–20): Physical resource allocation bitmap
for DCI combination 1 (20 MHz)

	NPRB
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19
	20

	BCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 7.3.3.5.1-5 (columns 21-99): Physical resource allocation bitmap
for DCI combination 1 (20 MHz)

	NPRB
	21
	22
	23
	24
	25
	26
	27
	28
	29
	30
	31..46
	47..52
	53..99

	BCCH
	
	
	
	
	
	
	
	
	
	
	Not Used
	Used for PBCH and other common signals
	Not Used

	PCCH
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	
	
	
	
	
	



7.3.3.5.2
DCI combination 2

Table 7.3.3.5.2-1: Physical resource allocation bitmap
for DCI combination 2 (5 MHz)

	NPRB
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19
	20
	21
	22
	23
	24

	BCCH-Even
	0
	 
	 
	 
	 
	 
	1
	 
	 
	 
	 
	 
	2
	 
	 
	 
	 
	 
	3
	 
	 
	
	
	
	

	BCCH-Odd
	2
	 
	 
	 
	 
	 
	3
	 
	 
	 
	 
	 
	0
	 
	 
	 
	 
	 
	1
	 
	 
	
	
	
	

	PCCH-Even
	 
	4
	 
	 
	 
	 
	 
	5
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	
	
	

	PCCH-Odd
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	4
	 
	 
	 
	 
	 
	5
	 
	
	
	
	

	RAR-Even
	 
	 
	8
	 
	 
	 
	 
	 
	9
	 
	 
	 
	 
	6
	 
	 
	 
	 
	 
	7
	 
	
	
	
	

	RAR-Odd
	 
	6
	 
	 
	 
	 
	 
	7
	 
	 
	 
	 
	 
	 
	8
	 
	 
	 
	 
	 
	9
	
	
	
	

	UE-Dedicated
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 


Table 7.3.3.5.2-2 (columns 0-20): Physical resource allocation bitmap
for DCI combination 2 (10 MHz)

	NPRB
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19
	20

	BCCH-Even
	0
	 
	 
	
	
	
	
	
	
	
	
	
	1
	 
	 
	
	
	
	
	
	

	BCCH-Odd
	2
	 
	 
	
	
	
	
	
	
	
	
	
	3
	 
	 
	
	
	
	
	
	

	PCCH-Even
	 
	4
	 
	
	
	
	
	
	
	
	
	
	 
	5
	 
	
	
	
	
	
	

	PCCH-Odd
	 
	6
	 
	
	
	
	
	
	
	
	
	
	 
	7
	 
	
	
	
	
	
	

	RAR-Even
	 
	 
	8
	
	
	
	
	
	
	
	
	
	 
	 
	9
	
	
	
	
	
	

	RAR-Odd
	 
	
	10
	
	
	
	
	
	
	
	
	
	 
	
	11
	
	
	
	
	
	

	UE-Specific
	x
	x
	 
	
	
	
	
	
	
	
	
	
	x
	x
	 
	
	
	
	
	
	

	RBGs
	0
	1
	2
	3
	4
	5
	6


Table 7.3.3.5.2-2 (columns 21-41): Physical resource allocation bitmap
for DCI combination 2 (10 MHz)

	NPRB
	21
	22
	23
	24
	25
	26
	27
	28
	29
	30
	31
	32
	33
	34
	35
	36
	37
	38
	39
	40
	41

	BCCH-Even
	
	
	
	
	
	
	2
	 
	 
	
	
	
	
	
	
	
	
	
	3
	 
	 

	BCCH-Odd
	
	
	
	
	
	
	0
	 
	 
	
	
	
	
	
	
	
	
	
	1
	 
	 

	PCCH-Even
	
	
	
	
	
	
	 
	6
	 
	
	
	
	
	
	
	
	
	
	 
	7
	 

	PCCH-Odd
	
	
	
	
	
	
	 
	4
	 
	
	
	
	
	
	
	
	
	
	 
	5
	 

	RAR-Even
	
	
	
	
	
	
	 
	
	10
	
	
	
	
	
	
	
	
	
	 
	
	11

	RAR-Odd
	
	
	
	
	
	
	 
	 
	8
	
	
	
	
	
	
	
	
	
	 
	 
	9

	UE-Specific
	 
	x
	x
	x
	x
	x
	x
	x
	 
	
	
	
	
	
	
	
	
	
	x
	x
	 

	RBGs
	7
	8
	9
	10
	11
	12
	13


Table 7.3.3.5.2-2 (columns 42-49): Physical resource allocation bitmap
for DCI combination 2 (10 MHz)

	NPRB
	42
	43
	44
	45
	46
	47
	48
	49

	BCCH-Even
	
	
	
	
	Not Used

	BCCH-Odd
	
	
	
	
	

	PCCH-Even
	
	
	
	
	

	PCCH-Odd
	
	
	
	
	

	RAR-Even
	
	
	
	
	

	RAR-Odd
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	

	RBG's
	14
	15
	16


Table 7.3.3.5.2-2a (columns 0-19): Physical resource allocation bitmap
for DCI combination 2 (15 MHz)
	nprb
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19

	BCCH-Even
	0
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	1
	 
	 
	 

	BCCH-Odd
	2
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	3
	 
	 
	 

	PCCH-Even
	 
	4
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	5
	 
	 

	PCCH-Odd
	 
	6
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	7
	 
	 

	RAR-Even
	 
	 
	8
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	9
	 

	RAR-Odd
	 
	 
	10
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	11
	 

	UE-Specific
	x
	x
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	x
	x
	 
	 

	RBG's
	0
	1
	2
	3
	4


Table 7.3.3.5.2-2a (columns 20-39): Physical resource allocation bitmap
for DCI combination 2 (15 MHz)

	nprb
	20
	21
	22
	23
	24
	25
	26
	27
	28
	29
	30
	31
	32
	33
	34
	35
	36
	37
	38
	39

	BCCH-Even
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	BCCH-Odd
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	PCCH-Even
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	PCCH-Odd
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	RAR-Even
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	RAR-Odd
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	UE-Specific
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	RBG's
	5
	6
	7
	8
	9


Table 7.3.3.5.2-2a (columns 40-59): Physical resource allocation bitmap
for DCI combination 2 (15 MHz)
	nprb
	40
	41
	42
	43
	44
	45
	46
	47
	48
	49
	50
	51
	52
	53
	54
	55
	56
	57
	58
	59

	BCCH-Even
	 
	 
	 
	 
	 
	 
	 
	 
	2
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	BCCH-Odd
	 
	 
	 
	 
	 
	 
	 
	 
	0
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	PCCH-Even
	 
	 
	 
	 
	 
	 
	 
	 
	 
	6
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	PCCH-Odd
	 
	 
	 
	 
	 
	 
	 
	 
	 
	4
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	RAR-Even
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	10
	 
	 
	 
	 
	 
	 
	 
	 
	 

	RAR-Odd
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	8
	 
	 
	 
	 
	 
	 
	 
	 
	 

	UE-Specific
	 
	 
	 
	 
	 
	 
	 
	 
	x
	x
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	RBG's
	10
	11
	12
	13
	14


Table 7.3.3.5.2-2a (columns 60-74): Physical resource allocation bitmap
for DCI combination 2 (15 MHz)
	nprb
	60
	61
	62
	63
	64
	65
	66
	67
	68
	69
	70
	71
	72
	73
	74

	BCCH-Even
	 
	 
	 
	 
	3
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	BCCH-Odd
	 
	 
	 
	 
	1
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	PCCH-Even
	 
	 
	 
	 
	 
	7
	 
	 
	 
	 
	 
	 
	 
	 
	 

	PCCH-Odd
	 
	 
	 
	 
	 
	5
	 
	 
	 
	 
	 
	 
	 
	 
	 

	RAR-Even
	 
	 
	 
	 
	 
	 
	11
	 
	 
	 
	 
	 
	 
	 
	 

	RAR-Odd
	 
	 
	 
	 
	 
	 
	9
	 
	 
	 
	 
	 
	 
	 
	 

	UE-Specific
	 
	 
	 
	 
	x
	x
	 
	 
	 
	 
	 
	 
	 
	 
	 

	RBG's
	15
	16
	17
	18


Table 7.3.3.5.2-3 (columns 0-19): Physical resource allocation bitmap
for DCI combination 2 (20 MHz)

	NPRB
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19

	BCCH-Even
	0
	 
	 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	BCCH-Odd
	2
	 
	 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH-Even
	 
	4
	 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH-Odd
	 
	6
	 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR-Even
	 
	 
	8
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR-Odd
	 
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Specific
	x
	x
	 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RBGs
	0
	1
	2
	3
	4


Table 7.3.3.5.2-3 (columns 20-39): Physical resource allocation bitmap
for DCI combination 2 (20 MHz)

	NPRB
	20
	21
	22
	23
	24
	25
	26
	27
	28
	29
	30
	31
	32
	33
	34
	35
	36
	37
	38
	39

	BCCH-Even
	
	
	
	
	1
	 
	 
	
	
	
	
	
	
	
	
	
	
	
	
	

	BCCH-Odd
	
	
	
	
	3
	 
	 
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH-Even
	
	
	
	
	 
	5
	 
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH-Odd
	
	
	
	
	 
	7
	 
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR-Even
	
	
	
	
	 
	 
	9
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR-Odd
	
	
	
	
	 
	 
	11
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Specific
	
	
	
	
	x
	x
	 
	
	
	
	
	
	
	
	
	
	
	
	
	

	RBGs
	5
	6
	7
	8
	9


Table 7.3.3.5.2-3 (columns 40-59): Physical resource allocation bitmap
for DCI combination 2 (20 MHz)

	NPRB
	40
	41
	42
	43
	44
	45
	46
	47
	48
	49
	50
	51
	52
	53
	54
	55
	56
	57
	58
	59

	BCCH-Even
	
	
	
	
	
	
	
	
	2
	 
	 
	
	
	
	
	
	
	
	
	

	BCCH-Odd
	
	
	
	
	
	
	
	
	0
	 
	 
	
	
	
	
	
	
	
	
	

	PCCH-Even
	
	
	
	
	
	
	
	
	 
	6
	 
	
	
	
	
	
	
	
	
	

	PCCH-Odd
	
	
	
	
	
	
	
	
	 
	4
	 
	
	
	
	
	
	
	
	
	

	RAR-Even
	
	
	
	
	
	
	
	
	 
	 
	10
	
	
	
	
	
	
	
	
	

	RAR-Odd
	
	
	
	
	
	
	
	
	 
	 
	8
	
	
	
	
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	
	x
	x
	x
	
	
	
	
	
	
	
	
	

	RBG's
	10
	11
	12
	13
	14


Table 7.3.3.5.2-3 (columns 60-79): Physical resource allocation bitmap
for DCI combination 2 (20 MHz)

	NPRB
	60
	61
	62
	63
	64
	65
	66
	67
	68
	69
	70
	71
	72
	73
	74
	75
	76
	77
	78
	79

	BCCH-Even
	
	
	
	
	
	
	
	
	
	
	
	
	3
	
	
	
	
	
	
	

	BCCH-Odd
	
	
	
	
	
	
	
	
	
	
	
	
	1
	
	
	
	
	
	
	

	PCCH-Even
	
	
	
	
	
	
	
	
	
	
	
	
	
	7
	
	
	
	
	
	

	PCCH-Odd
	
	
	
	
	
	
	
	
	
	
	
	
	
	5
	
	
	
	
	
	

	RAR-Even
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	11
	
	
	
	
	

	RAR-Odd
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	9
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	
	
	
	
	
	x
	x
	
	
	
	
	
	

	RBGs
	15
	16
	17
	18
	19


Table 7.3.3.5.2-3 (columns 80-99): Physical resource allocation bitmap
for DCI combination 2 (20 MHz)

	NPRB
	80
	81
	82
	83
	84
	85
	86
	87
	88
	89
	90
	91
	92
	93
	94
	95
	96
	97
	98
	99

	BCCH-Even
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	Not Used

	BCCH-Odd
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH-Even
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PCCH-Odd
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR-Even
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RAR-Odd
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	UE-Specific
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	RBGs
	20
	21
	22
	23
	24


NOTE:
Odd and even refer to slots.

7.3.3.6
UE-dedicated scheduling scheme in explicit mode

This scheme applies to:

1.
spatial multiplexing MIMO configurations or

2.
transmit diversity MIMO configurations and non-MIMO configuration where the normal mode scheduling scheme is inappropriate.

SS is configured with an exact TBS (modulation and coding scheme, Imcs, and number of resource blocks, Nprb) to use. Other parameters, such as the HARQ process number and redundancy version to use for each transmission, are also configured by the TTCN. SS shall use TBS sheets with matching DCI format and Resource allocation Type. If the parameter 'FirstRbIndex' is configured different than specified in respective TBS sheet, the resource block bit maps in TBS sheet s are shifted by ' FirstRbIndex' and applied, with an exception for Resource allocation type 0 where only the full size 'Resource block groups' are shifted by ' FirstRbIndex'; if the last Resource block group is not full size, and is part of resource block bitmap, it is applied without any shift.

All data scheduled for a certain subframe shall be transmitted in the single indicated subframe, using configured parameters. The TTCN shall ensure that the configured parameters are consistent, in particular that the scheduled data size and the configured TBS match each other. Data scheduled by the prose, and hence also by the TTCN, provides possible space for the Timing Advance MAC control element and the RLC Status PDU. The SS shall include one of these if so triggered, else the bits reserved for these are filled by MAC padding.

Additionally, in the case of MIMO data scheduled for transmission in a given sub-frame, this consists of (listed in transmission priority order):

-
MAC Control Elements that the SS needs to send (if triggered).

-
AMD STATUS PDU(s) that the SS needs to send (if triggered).

-
Fresh data scheduled for transmission in this subframe for one or more logical channels, as per logical channel priority [lower value = higher priority]; if data is available for more than one logical channel with the same priority, then the logical channel corresponding to the DRB-ID with the lower value has the higher priority.

-
MAC padding.

The following additional rules need to be applied on data scheduled for transmission to be mapped on two transport blocks corresponding to two code words:

-
Higher priority data (as stated above) maps on to Transport Block 1 and lower priority data maps on Transport Block 2 (if Transport Block 1 gets full); and

-
Minimum MAC padding is performed in Transport Block 1; and

-
If data from one logical channel needs to be mapped on to two transport blocks, the PDCP PDUs with lower PDCP sequence numbers get mapped on to Transport Block 1.

By default no data is scheduled in TDD special subframes (i.e. subframes 1 and 6 for default TDD subframe configuration). For testing DL data reception in TDD special subframe, explicit mode TBS selection shall be used. The TTCN shall ensure that the configured parameters are consistent, in particular that the scheduled data size and the configured TBS match each other. As per TS36.213 [30] clause 7.1.7, for special subframe configuration 9 with normal cyclic prefix or special subframe configuration 7 with extended cyclic prefix, the actual Nprb used for TB size calculation will be a max( floor{ Nprb in DCI command *0.375},1). Tables 7.3.3.6-1/2 give the mapping for Nprb in DCI command and Nprb used for TB size determination.

Table 7.3.3.6-1: Nprb DCI to Nprb TBS mapping for 20 Mhz

	Nprb in DCI command

(configured by TTCN)
	4
	8
	12
	16
	20
	24
	28
	32
	36
	40
	44
	48
	54
	60

	Nprb used for TBS determination
	1
	3
	4
	6
	7
	9
	10
	12
	13
	15
	16
	18
	20
	22


Table 7.3.3.6-1: Nprb DCI to Nprb TBS mapping for 5 Mhz

	Nprb in DCI command

(configured by TTCN)
	4
	6
	8
	12
	14
	16

	Nprb used for TBS determination
	1
	2
	3
	4
	5
	6


7.3.3.6.1
DL Scheduling in Transport Block Size Selection Test Cases

The MAC transport block size selection test cases defined in clause 7.1.7 of TS 36.523-1 [1], use bandwidths of 10/15/20MHz. For the preamble and post amble in these tests, the default scheduling rules defined in clauses 7.3.3.1 to 7.3.3.4 for 10/10/20 MHz and DCI combination 1A are applied respectively. During the test body, when the actual TB sizes with appropriate DCI and resource allocation formats needed are to be tested, the SS is configured in explicit mode for UE-dedicated scheduling.

7.3.3.7
Resource allocation sheets

Attached with this Technical Specification, the DL resource allocation tables can be found, providing physical resource allocations for various transport block sizes, developed as per rules specified in clause 7.3.3, in Microsoft Excel format. Each individual sheet in the workbook represents various scheduling schemes as per table 7.3.3.7-1.

Table 7.3.3.7-1: DL resource allocation sheets

	S. No
	Sheet Name
	Description

	1
	DCI-1A-PCCH
	DL Resource scheduling for DCI format 1A and PDCCH is scrambled by P-RNTI (5 MHz, 10 MHz, 15 MHz and 20 MHz)

	2
	DCI-1A-BCCH
	DL Resource scheduling for DCI format 1A and PDCCH is scrambled by SI-RNTI (5 MHz, 10 MHz, 15 MHz and 20 MHz)

	3
	DCI-1A-RAR
	DL Resource scheduling for DCI format 1A and PDCCH is scrambled by RA-RNTI (5 MHz, 10 MHz, 15 MHz and 20 MHz)

	4
	DCI-1A-UE-Specific
	DL Resource scheduling for DCI format 1A and PDCCH is scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI (5 MHz)

	5
	DCI-1A-3-IntraFreq-UE‑Specific
	DL Resource scheduling for DCI format 1A and PDCCH is scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI and three Intra Freq cells are configured (5 MHz)

	6
	DCI-1A-UE-Specific-10MHz
	DL Resource scheduling for DCI format 1A and PDCCH is scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI (10 MHz)

	6A
	DCI-1A-UE-Specific-15MHz
	DL Resource scheduling for DCI format 1A and PDCCH is scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI (15 MHz)

	7
	DCI-1A-UE-Specific-20MHz
	DL Resource scheduling for DCI format 1A and PDCCH is scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI (20 MHz)

Also in preamble/postamble phase of MAC TBS test cases with 15 MHz bandwidth configured

	8
	DCI-1C-PCCH
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by P-RNTI (5 MHz)

	9
	DCI-1C-BCCH
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by SI-RNTI (5 MHz)

	10
	DCI-1C-RAR
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by RA-RNTI (5 MHz)

	11
	DCI-1-UE-Specific
	DL Resource scheduling for DCI format 1, Resource allocation 0 and PDCCH is scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI (5 MHz)

	12
	DCI-1C-PCCH-10MHz-Gap1
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by P-RNTI (10 MHz)

	13
	DCI-1C-BCCH-10MHz-Gap1
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by SI-RNTI (10 MHz)

	14
	DCI-1C-RAR-10MHz-Gap1
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by RA-RNTI (10 MHz)

	15
	DCI-1-UE-Specific-10MHz‑Gap1
	DL Resource scheduling for DCI format 1, Resource allocation 0 and PDCCH is scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI (10 MHz)

	15A
	DCI-1C-PCCH-15MHz-Gap1
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by P-RNTI (15 MHz)

	15B
	DCI-1C-BCCH-15MHz-Gap1
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by SI-RNTI (15 MHz)

	15C
	DCI-1C-RAR-15MHz-Gap1
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by RA-RNTI (15 MHz)

	15D
	DCI-1-UE-Specific-15MHz‑Gap1
	DL Resource scheduling for DCI format 1, Resource allocation 0 and PDCCH is scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI (15 MHz)

	16
	DCI-1C-PCCH-20MHz-Gap1
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by P-RNTI (20 MHz)

	17
	DCI-1C-BCCH-20MHz-Gap1
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by SI-RNTI (20 MHz)

	18
	DCI-1C-RAR-20MHz-Gap1
	DL Resource scheduling for DCI format 1C and PDCCH is scrambled by RA-RNTI (20 MHz)

	19
	DCI-1-UE-Specific-20MHz-Gap1
	DL Resource scheduling for DCI format 1, Resource allocation 0 and PDCCH is scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI (20 MHz)

	20
	DCI-1-RA0-ExplicitConfig
	DL Resource scheduling for DCI format 1, Resource allocation 0 and PDCCH is scrambled by C-RNTI

	21
	DCI-1-RA1-ExplicitConfig
	DL Resource scheduling for DCI format 1, Resource allocation 1 and PDCCH is scrambled by C-RNTI

	22
	DCI1A-ExplicitConfig
	DL Resource scheduling for DCI format 1A, Resource allocation 2(localised & distributed) and PDCCH is scrambled by C-RNTI

	23
	DCI-2A-RA0-ExplicitConfig
	DL Resource scheduling for DCI format 2A, Resource allocation 0 and PDCCH is scrambled by C-RNTI

	24
	DCI-2A-RA1-ExplicitConfig
	DL Resource scheduling for DCI format 2A, Resource allocation 1 and PDCCH is scrambled by C-RNTI


<End of Modified Section>

<Start of Next Modified Section>
7.16.1a
Sequence of inter-cell CA handover (more than one CC before and after handover)

The Inter-Cell handover is done with activation time, i.e. the timing information for configuration of the SS and sending of the RRCConnectionReconfiguration is explicit. Time ‘T’ is set to 700 ms in advance of the handover and time T1 = T + 40 ms.

At Time T , steps 1-3:

1.
Source Pcell: Configure source primary cell for stop of automatic Time alignment MCE transmission by SS

2.
Target Pcell: Configure target pcell for no RACH response transmission

3.
Source Pcell: Schedule the transmission of RRC Connection Reconfiguration message to UE requesting Handover to target Pcell and Scell

At time T1, steps 4-12: 

4.
Target Pcell: If target Pcell is same as source Scell, configure SS for target Pcell to be converted from a Scell to Pcell

5.
Transfer of the PDCP Count for AM DRBs from source to target Pcell:

a)
Source PCell: Get PDCP COUNT.

b)
Target PCell: Set PDCP COUNT.

NOTE 1:
There shall be no further sending/receiving of AM DRB data before the HO has been done.

6.
Target PCell:
Inform the SS about the HO and about the source Pcell id.

7.
Target PCell:
Configure RACH procedure either dedicated or C-RNTI based.

8.
Target PCell:
Activate security.

NOTE 2:
For AM DRBs the PDCP count is maintained (for SRBs and UM DRBs the PDCP count is reset).

9.
Target PCell & Target Scell:
configure DRX and measurement gap configuration (if necessary).

NOTE 3:
As long as the DRX configuration is not modified by the RRCConnectionReconfiguration the target cell gets the same DRX configuration as the source cell.

NOTE 4:
According to TS 36.331 clause 5.5.6.1 the measurement gap configuration is released at the UE due to the handover, therefore nothing needs to be configured at the target cell regarding measurement gaps unless a new measurement gap configuration is explicitly given in the RRCConnnectionReconfiguration.

10.
Target PCell:
Configure UL grant configuration ("OnSR", periodic TA is not started).

11.
Target PCell:
Configure Target Pcell as Pcell.

12.
Target SCell:
Configure Target Scell for

12.1
Configure RACH procedure C-RNTI based.

12.2
Configure UL grant configuration ("OnSR", periodic TA is not started).

12.3
Configure target SCell as Scell with new Pcell association

13.
Target PCell:
Receive RRCConnectionReconfigurationComplete

14.Target PCell:
Start periodic TA.

15.
Target PCell:
Inform the SS about completion of the HO (e.g. to trigger PDCP STATUS PDU).

16.
Target PCell:
Re-configure RACH procedure as for initial access.

17.
Source PCell:
If source Pcell is not target  Scell, reset SRBs and DRBs.

18.
Source Pcell:
If source Pcell is not target  Scell, configure from Pcell to normal cell

19.
Source SCell:
If source Scell is neither target Pcell or Scell, Release DRX and MeasGapConfig configuration.

20.
Source Scell:
If source Scell is neither target Pcell or Scell, configure from Scell to normal cell

21.
Source Scell:
If source Scell is neither target Pcell or Scell, Configure UL grant configuration ("OnSR", periodic TA is not started).

<End of Modified Section>
<Start of Next Modified Section>
10.3
Postambles for E-UTRA test cases

This clause describes UE postamble states which can be used in the post condition of E-UTRA test cases defined in TS 36.523-1 [1]. The clause also specifies a set of procedures to bring the UE into these states.

10.3.1
UE postamble states and procedures for E-UTRA test cases

In order to bring the UE to switched/powered off state there are some procedures that need to be executed. The identified procedures are shown in figure 10.3.1-1.
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Figure 10.3.1-1: UE postamble states and procedures for E-UTRA

10.3.2
Switch/Power off procedure in State E1

10.3.2.1
Procedure

Table 10.3.2.1-1: Switch/Power off procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The UE is powered off or switched off, (see ICS)
	-
	-

	-
	EXCEPTION: Steps 2a1 to 2a4 specify behaviour if the UE supports pc_SwitchOnOff
	-
	-

	2a1
	UE transmits an RRCConnectionRequest message.
	-->
	RRC: RRCConnectionRequest

	2a2
	SS transmit an RRCConnectionSetup message.
	<--
	RRC: RRCConnectionSetup

	-
	EXCEPTION: Steps 2a3Aa1 to 2a3Aa6 specify optional behaviour if the UE has previously performed IMS registration
	-
	-

	2a3Aa1
	The UE transmits an RRCConnectionSetupComplete message to confirm the successful completion of the connection establishment and to initiate the IMS signalling procedure by including the SERVICE REQUEST message.
	-->
	RRC: RRCConnectionSetupComplete
NAS: SERVICE REQUEST

	2a3Aa2
	The SS transmits a SecurityModeCommand message to activate AS security.
	<--
	RRC: SecurityModeCommand

	2a3Aa3
	The UE transmits a SecurityModeComplete message and establishes the initial security configuration.
	-->
	RRC: SecurityModeComplete

	2a3Aa4
	The SS configures a new data radio bearer, associated with the default EPS bearer context.

The RRCConnectionReconfiguration message is using condition SRB2-DRB(1, 0). The DRB associated with default EPS bearer context obtained during the attach procedure is established
	<--
	RRC: RRCConnectionReconfiguration



	
	EXCEPTION: In parallel to the event described in step 2a3Aa5 below, the behaviour in TS 34.229-1[40] Annex C.30 may occur. (IMS de-registration)
	-
	-

	2a3Aa5
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new data radio bearer, associated with the default EPS bearer context.
	-->
	RRC: RRCConnectionReconfigurationComplete

	2a3Aa6
	The UE initiates the Detach procedure by sending DETACH REQUEST
	-->
	NAS: DETACH REQUEST

	
	EXCEPTION : Step 2a3Ba1 below specifies the behaviour if the UE has not previously performed IMS registration
	
	

	2a3 Ba1
	The UE transmits an RRCConnectionSetupComplete message to confirm the successful completion of the connection establishment and to initiate the Detach procedure by including the DETACH REQUEST message.
	-->
	RRC: RRCConnectionSetupComplete
NAS: DETACH REQUEST

	2a4
	The SS transmits an RRC CONNECTION RELEASE message
	<--
	RRC CONNECTION RELEASE


10.3.3
Switch/Power off procedure in State E2 and E3

10.3.3.1
Procedure for E2 and E3

Table 10.3.3.1-1: Switch/Power off procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The UE is powered off or switched off (see ICS)
	-
	-

	-
	EXCEPTION: Steps 2a1 to 2a2 specify behaviour if the UE supports pc_SwitchOnOff 
	-
	-

	-
	EXCEPTION : Step 2a1Aa1 to 2a1Aa2 below specifies optional behaviour if the UE has previously performed IMS registration
	-
	-

	2a1Aa1 – 2a1Aa2
	The UE may perform the procedure described in TS 34.229-1[40] Annex C.30 (IMS de-registration)
	-
	-

	2a1
	The UE transmits DETACH REQUEST
	-->
	DETACH REQUEST

	2a2
	The SS transmits an RRC CONNECTION RELEASE message
	<--
	RRC CONNECTION RELEASE


10.3.3.2
Procedure for E2_T3440

Table 10.3.3.2-1: RRC release and switch/power off procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS transmits an RRC CONNECTION RELEASE message
	<--
	RRC CONNECTION RELEASE

	2
	The SS waits for 5s to ensure that the UE goes to RRC_IDLE state.
	-
	

	3
	The UE is powered off or switched off (see ICS)
	-
	-

	-
	EXCEPTION: Steps 4a1 to 4a4 specify behaviour if the UE supports pc_SwitchOnOff 
	-
	-

	4a1
	UE transmits an RRCConnectionRequest message.
	-->
	RRC: RRCConnectionRequest

	4a2
	SS transmit an RRCConnectionSetup message.
	<--
	RRC: RRCConnectionSetup

	-
	EXCEPTION: Steps 4a3Aa1 to 4a3Aa6 specify optional behaviour is the UE has previously performed IMS registration
	-
	-

	4a3Aa1
	The UE transmits an RRCConnectionSetupComplete message to confirm the successful completion of the connection establishment and to initiate the IMS signalling procedure by including the SERVICE REQUEST message.
	-->
	RRC: RRCConnectionSetupComplete
NAS: SERVICE REQUEST

	4a3Aa2
	The SS transmits a SecurityModeCommand message to activate AS security.
	<--
	RRC: SecurityModeCommand

	4a3Aa3
	The UE transmits a SecurityModeComplete message and establishes the initial security configuration.
	-->
	RRC: SecurityModeComplete

	4a3Aa4
	The SS configures a new data radio bearer, associated with the default EPS bearer context.

The RRCConnectionReconfiguration message is using condition SRB2-DRB(1, 0). The DRB associated with default EPS bearer context obtained during the attach procedure is established
	<--
	RRC: RRCConnectionReconfiguration



	-
	EXCEPTION: In parallel to the event described in step 4a3Aa5 below, the behaviour in TS 34.229-1[40] Annex C.30 may occur. (IMS de-registration)
	-
	-

	4a3Aa5
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new data radio bearer, associated with the default EPS bearer context.
	-->
	RRC: RRCConnectionReconfigurationComplete

	4a3Aa6
	The UE initiates the Detach procedure by sending DETACH REQUEST
	-->
	NAS: DETACH REQUEST

	-
	EXCEPTION : Step 4a3Ba1 below specifies the behaviour if the UE has not previously performed IMS registration
	-
	

	4a3 Ba1
	The UE transmits an RRCConnectionSetupComplete message to confirm the successful completion of the connection establishment and to initiate the Detach procedure by including the DETACH REQUEST message.
	-->
	RRC: RRCConnectionSetupComplete
NAS: DETACH REQUEST

	4a4
	The SS transmits an RRC CONNECTION RELEASE message
	<--
	RRC CONNECTION RELEASE


10.3.4
Switch/Power off procedure in State E4

10.3.4.1
Procedure

Table 10.3.4.1-1: Switch/Power off procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The UE is powered off or switched off (see ICS)
	-
	-


10.4
Postambles for E-UTRA to HRPD test cases

<End of Modified Section>
<Start of Next Modified Section>
11
Guidelines on test execution

This clause provides the guidelines on test executions.

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth to accommodate the necessary number of radio frequencies for the specific operating Band as used by the test cases.

11.1
EUTRA single technology

This clause provides the guidelines for the test cases to be executed on the pure EUTRA test configuration.

A test case using more than one radio frequency, i.e. using the radio frequencies f2 or f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.11, 6.1.2.13, 6.1.2.15,  6.1.2.17, 6.1.2.18, 6.1.2.20, 6.3.1, 6.3.5, 6.3.6, 6.3.9, 6.3.10,

8.1.3.4, 8.1.3.5, 8.2.2.6.2, 8.2.4.6, 8.3.1.3, 8.3.1.3a, 8.3.1.4, 8.3.1.6, 8.3.1.9, 8.3.1.10, 8.3.1.11, 8.3.1.28, 8.3.4.2, 8.3.4.3, 8.3.4.5, 8.6.2.2, 8.6.2.3a, 8.6.2.8, 8.6.2.10, 8.6.2.11, 8.6.2.12, 8.6.2.13, 8.6.4.2, 8.6.4.3, 8.6.4.6, 8.6.4.8, 8.6.4.9, 8.6.4.10, 8.6.6.2, 8.6.6.3, 8.6.6.5, 8.6.6.6, 8.6.6.7, 8.6.8.2, 8.6.8.6,

9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.13, 9.2.1.1.15, 9.2.1.1.16, 9.2.1.2.1, 9.2.1.2.10, 9.2.1.2.12, 9.2.1.2.14, 9.2.3.2.1, 9.2.3.2.12,  9.2.3.2.15, 9.2.3.2.16,

11.2.6, 11.2.7,

13.4.1.2,

17.4.1, 17.4.2, 17.4.3.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4  specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6, 

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.15, 

8.1.3.5, 8.3.1.4, 8.6.2.13, 8.6.4.3,

9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.15.

A test case using more than three radio frequencies, i.e. using the radio frequency f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 12 with 5MHz bandwidth,

Band 19,

Band 20,

Band 21,

Band 27,

Band 34.

The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.6,

9.2.1.1.7.

11.1.1
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.1.1-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.1.1-1: Replacement of test cases

	Original test case
	Replacing test case

	6.1.1.1
	6.1.1.1b

	6.1.1.2
	6.1.1.2a

	6.1.1.3
	6.1.1.3b

	6.1.1.6
	6.1.1.6a

	6.1.2.7
	6.1.2.7a

	6.1.2.8
	6.1.2.8a

	6.1.2.9
	6.1.2.9a

	8.3.1.9
	8.3.1.9a

	8.3.1.11
	8.3.1.11a

	9.2.1.1.1a
	9.2.1.1.1b

	9.2.1.1.7
	9.2.1.1.7a

	9.2.1.1.13
	9.2.1.1.13a

	9.2.1.1.15
	9.2.1.1.15a

	9.2.1.1.16
	9.2.1.1.16a


11.2
EUTRA – UTRA - GERAN

This clause contains the guidelines for the EUTRA interRAT test cases to be executed on the different test configurations: with only UTRA configured, with only GERAN configured or with UTRA-GERAN both configured. Whether or not an EUTRA frequency band overlaps the UTRA band, the dependency will affect the restrictions of the test execution on this band.

Editor's note: an EUTRA band overlaps the GSM band is FFS.

11.2.1
 UTRA configured – GERAN not configured

This clause provides the guidelines for the EUTRA interRAT test cases where UTRA is configured, while GERAN is either not needed or not configured.

11.2.1.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band. A test case using more than one radio frequency, on the same EUTRA and UTRA band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3, 6.2.2.1, 6.2.2.5, 6.2.2.8, 6.2.3.3, 6.2.3.3a, 6.2.3.4, 6.2.3.4a, 6.2.3.5, 6.2.3.5a, 6.2.3.6, 6.2.3.13, 6.2.3.31, 6.2.3.32, 6.2.3.33, 6.3.3, 6.3.4, 6.3.7, 6.3.8, 6.3.11, 6.3.12,

8.1.3.6, 8.1.3.6a, 8.1.3.7, 8.3.2.3, 8.3.2.3a, 8.3.2.4, 8.3.3.2, 8.3.4.4, 8.4.1.2, 8.4.1.4, 8.4.1.5, 8.4.2.2, 8.4.2.4, 8.5.2.1, 8.6.3.1, 8.6.3.4, 8.6.5.1, 8.6.5.1a, 8.6.5.4, 8.6.7.1, 8.6.7.4, 8.6.9.1, 8.6.9.2, 8.6.10.1, 8.7.1,

9.2.1.1.11, 9.2.1.1.12, 9.2.1.2.1b, 9.2.1.2.1c, 9.2.1.2.1d, 9.2.1.2.5, 9.2.1.2.8, 9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.1.2.15, 9.2.2.1.3, 9.2.2.1.10, 9.2.3.1.6, 9.2.3.1.10, 9.2.3.1.11, 9.2.3.1.12, 9.2.3.1.15, 9.2.3.1.15a, 9.2.3.1.17, 9.2.3.1.18, 9.2.3.1.18a, 9.2.3.2.1a, 9.2.3.2.1b, 9.2.3.2.1c, 9.2.3.2.3, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.9, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14, 9.2.3.3.1, 9.2.3.3.2, 9.2.3.3.3, 9.2.3.3.4, 9.2.3.3.5, 9.2.3.3.5a, 9.2.3.3.6, 9.3.1.4, 9.3.1.5, 9.3.1.6,

11.2.10, 11.2.11,

13.1.2, 13.1.2a, 13.1.3, 13.1.4, 13.1.5, 13.1.15, 13.1.16, 13.3.2.1, 13.4.2.1, 13.4.2.4, 13.4.3.1, 13.4.3.2, 13.4.3.4, 13.4.3.6, 13.4.3.7, 13.4.3.8, 13.4.3.9, 13.4.3.10, 13.4.3.11, 13.4.3.12, 13.4.3.13, 13.4.3.14, 13.4.3.15, 13.4.3.16, 13.4.3.17, 13.4.3.18, 13.4.3.19, 13.4.3.20.

A test case using more than two radio frequencies on the same EUTRA and UTRA band shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38,

Band 39.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,

8.6.3.4, 8.6.5.1a, 8.6.74,

9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than three radio frequencies, on the same EUTRA and UTRA band shall avoid to be executed on operating

Band 12 with 5MHz bandwidth,

Band 19,

Band 20, 

Band 21,

Band 27,

Band 34.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.1.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,

8.6.3.4, 8.6.5.1a, 8.6.74,

9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14,

A test case using more than two radio frequencies shall avoid to be executed on E-UTRA operating

Band 6,

Band 11,

Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38,

Band 39.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.2
GERAN configured - UTRA not configured

This clause provides the guidelines for the EUTRA/GERAN test cases where UTRA is either not needed or not configured. The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. 

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31

The list containing such test cases is given below:

6.2.1.4, 6.2.3.17, 6.2.3.18,

8.3.2.2,

9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.3
Neither UTRA nor GERAN configured

Certain EMM test cases can be executed as EUTRA_Only configuration despite of UTRA or GERAN test branches included in the test cases. The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

9.2.3.1.15, 9.2.3.1.18.

11.2.4
Both UTRA and GERAN configured

This clause provides the guidelines for the EUTRA - UTRA - GERAN test cases where three RAT technologies are simultaneously configured.

11.2.4.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1, 8.3.2.5, 8.3.2.6,

9.2.1.2.6, 9.2.1.2.7, 11.2.8

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

6.2.1.1.

11.2.4.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1

11.2.5
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of te st cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.2.1.5-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.2.5-1: Replacement of interRAT test cases

	Original test case
	Replacing test case

	9.2.3.1.15
	9.2.3.1.15a

	9.2.3.1.18
	9.2.3.1.18a


11.3
Guidelines for EUTRA inter-band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA band accommodating the necessary number of EUTRA radio frequencies. The inter-band test includes also EUTRA FDD-TDD and inter-band carrier aggregation tests.

11.3.1
Primary operating band

A t est case using more than one radio frequency on the first operating band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.2.15a, 8.1.3.12.

11.3.2
Secondary operating band for inter-band cells

Test case using more than one radio frequency, on the second operating band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.1.1a, 6.1.1.3a, 6.1.1.4a, 6.1.2.16, 8.1.3.11a, 8.1.3.12b, 8.2.4.13a, 8.2.4.14a, 8.3.1.12a, 8.3.1.14a, 8.6.4.4.

11.3.3
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.3.3-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.3.3-1: Replacement of test cases

	Original test case
	Replacing test case

	8.1.3.12
	8.1.3.12b


11.4
Guidelines for EUTRA CA

The restriction on CA test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA CA band accommodating the necessary number of EUTRA radio frequencies.

11.4.1
CA contiguous Intra-band operation

Test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_38C.

The list containing such test cases is given below:

7.1.2.10.3, 7.1.2.11.3, 

8.2.2.7.3, 8.2.4.19.1, 8.2.4.21.1

11.4.2
CA Inter-band operation

Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_1A-18A,

CA_11A-18A.

The list containing such test cases is given below:

8.2.4.19.2

These test cases can be run with reverse allocation of PCell and SCell as specified in TS 36.508 [3] table 6.2.3.2-3.
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