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	Reason for change:
	RAN5 CR R5-134645 proposed removal of QuantityConfig IE in MeasConfig from RRC Connection Reconfiguration message which is used to configure UE for EUTRAN measurements.
From TS 36.331 Clause 5.5.2.3:

5.5.2.3 Measurement identity addition/ modification

E-UTRAN applies the procedure as follows:

- configure a measId only if the corresponding measurement object, the corresponding reporting configuration and  the corresponding quantity configuration, are configured;
The MeasConfig-DEFAULT in TS 36.508 currently has the quantityConfig ‘not present’ for E-UTRAN only scenario, which will result in quantityConfig not configured by NW by default, and hence cause compliant UEs to fail measurement test cases.



	
	

	Summary of change:
	Updated MeasConfig-DEFAULT with quantityConfig set to QuantityConfig-DEFAULT


	
	

	Consequences if not approved:
	A compliant UE will fail E-UTRA measurement test cases.
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	Table 4.6.6-1, Table 6.5.1-1
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	Other comments:
	R5s130965 TTCN CR raised

R5-140345->R5-140345r1
Deleted changes for Table 4.6.6-3A in R5-140345r1 as it is not required as in quantity config EUTRA the element mandatory with default value. 


4.6.6
Measurement information elements

-
MeasConfig-DEFAULT

Table 4.6.6-1: MeasConfig-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	
	ReportConfigToAddModList_DEFAULT
	
	eICIC

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	Not present
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	
	MeasIdToAddModList_DEFAULT
	
	eICIC

	
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	

	
	MeasGapConfig-GP1
	
	INTER-FREQ,

UTRAN

	
	MeasGapConfig-GP2
	
	GERAN, INTER-RAT

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	

	Note:
For signalling test, table 6.5.1-1 is applied.


	Condition
	Explanation

	INTER-FREQ
	For E-UTRA inter-freq measurements

	
	

	
	

	
	

	INTER-RAT
	For inter-RAT measurements with UTRAN and GERAN

	eICIC
	For eICIC measurements


<< Unchanged test skipped >>
<< Unchanged test skipped >>

6.5.1
Measurement information elements

-
MeasConfig-DEFAULT

Table 6.5.1-1: MeasConfig-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	Not present
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	

	
	MeasGapConfig-GP1
	
	INTER-FREQ,

UTRAN

	
	MeasGapConfig-GP2
	
	GERAN, INTER-RAT

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	INTER-FREQ
	For E-UTRA inter-freq measurements

	UTRAN
	For inter-RAT measurements with UTRAN

	GERAN
	For inter-RAT measurements with GERAN

	
	

	INTER-RAT
	For inter-RAT measurements with UTRAN and GERAN
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