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Conformance requirements (5.2.2):

- Core specs headers removed, hence “[TS X.Y subclause Z]” added when needed.

- ‘…’ removed when not within core specs extracts.

Test procedure sequence (5.2.3.2):

- Entities on the network side changed to ‘SS’.
- Arrows added.
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5.2
Configuration / Group Creation / Group Regroup Creation / Group Regroup Teardown
5.2.1
Test Purpose (TP)

(1)

with { UE (MCPTT Client) attached to EPS services }

ensure that {

  when { the MCPTT UE performs formation of a temporary MCPTT group and the MCPTT server activates and combines two groups }

    then { creation and combination of the two groups is successful }

            }
(2)

with { UE (MCPTT Client) having two MCPTT groups combined and activated }

ensure that {

  when { the MCPTT server requests release of one MCPTT group and creation of another groupp }

    then { release of one MCPTT group and creation of another MCPTT group is successful }

            }

5.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.481 clauses 6.3.2.2.1, 6.3.2.2.2, 6.3.5.2.1, 6.3.6.1, 6.3.6.2.1, 6.3.6.2.2, 6.3.7.1, 6.3.7.2.1, 6.3.7.2.2, 6.3.9.1, 6.3.9.2.1, 6.3.9.2.2, 6.3.10.1, 6.3.10.2.1, 6.3.10.2.2, 6.3.14.1, 6.3.14.2, 6.3.15.1 and 6.3.15.2. Unless otherwise stated these are Rel-13 requirements.
[TS 24.481 clause 6.3.2.2.1]

In order to create a group document, a GC shall create an XML document of the application usage specified in subclause 7.2.1 and shall send the XML document to the network according to procedures specified in IETF RFC 4825 [22] "Create or Replace a Document". The GC shall set the Request-URI of the HTTP PUT request to an XCAP URI in users tree where the XUI is set to a group creation XUI configuration parameter.
 [TS 24.481 clause 6.3.2.2.2]
In order to create a group document, a GMC shall perform the procedures in subclause 6.3.2.2.1 specified for GC.

[TS 24.481 clause 6.3.5.2.1]
In order to delete a group document, a GC shall send an HTTP DELETE request with the Request URI that references the document to be deleted to the network according to procedures specified in IETF RFC 4825 [22] "Delete a Document".
[TS 24.481 clause 6.3.6.1]

This procedure enables the GMC to create or replace an element of a group document from the GMS.

[TS 24.481 clause 6.3.6.2.1]
In order to create or replace an element of a group document, a GC shall send an HTTP PUT request with the Request URI that references the element of the document to be created or replaced to the network according to procedures specified in IETF RFC 4825 [22] "Create or Replace an Element".

[TS 24.481 clause 6.3.6.2.2]
In order to create or replace an element of a group document, a GMC shall perform the procedures in subclause 6.3.6.2.1 specified for a GC.

[TS 24.481 clause 6.3.7.1]

This procedure enables the GMC to delete an element of a group document from the GMS.

[TS 24.481 clause 6.3.7.2.1]
In order to delete an element of a group document, a GC shall send an HTTP DELETE request with the Request URI that references the element of the document to be deleted to the network according to procedures specified in IETF RFC 4825 [22] "Delete an Element".

[TS 24.481 clause 6.3.7.2.2]
In order to delete an element of a group document, a GMC shall perform the procedures in subclause 6.3.7.2.1 specified for a GC.
[TS 24.481 clause 6.3.9.1]
This procedure enables the GMC to create or replace an attribute of a group document from the GMS.

[TS 24.481 clause 6.3.9.2.1]
In order to create or replace an attribute of a group document, a GC shall send an HTTP PUT request with the Request URI that references the attribute of the document to be created or replaced to the network according to procedures specified in IETF RFC 4825 [22] "Create or Replace an Attribute".

[TS 24.481 clause 6.3.9.2.2]
In order to create or replace an attribute of a group document, a GMC shall perform the procedures in subclause 6.3.9.2.1 specified for a GC.
[TS 24.481 clause 6.3.10.1]
This procedure enables the GMC to delete an attribute of a group document from the GMS.

[TS 24.481 clause 6.3.10.2.1]
In order to delete an attribute of a group document, a GC shall send an HTTP DELETE request with the Request URI that references the attribute of the document to be deleted to the network according to procedures specified in IETF RFC 4825 [22] "Delete an Attribute".
[TS 24.481 clause 6.3.10.2.2]
In order to delete an attribute of a group document, a GMC shall perform the procedures in subclause 6.3.10.2.1 specified for a GC.

[TS 24.481 clause 6.3.14.1]
This procedure enables a GMC to initiate creation of a temporary MCPTT group by combining MCPTT groups.
[TS 24.481 clause 6.3.14.2]
In order to form a temporary MCPTT group, a GMC shall send a HTTP POST request according to procedures specified in IETF RFC 2616 [21] and subclause 6.2.3. In the HTTP POST request, the GMC:

a)
shall set the Request-URI to an XCAP URI:

1)
in users tree where the XUI is set to a group creation XUI configuration parameter; and

2)
with the document selector identifying the temporary MCPTT group to be created; and

b)
shall include an application/vnd.3gpp.GMOP+xml MIME body containing a GMOP document requesting group regroup creation specified in subclause 7.3.4.3, with a <group> element containing a group document for an MCPTT group. In the group document, the GMC shall include the <on-network-temporary> element according to subclause 7.2. In the <on-network-temporary> element, the GMC shall include <constituent-MCPTT-group-IDs> element according to subclause 7.2. In the <constituent-MCPTT-group-IDs> element, the GMC shall include one <constituent-MCPTT-group-ID> element according to subclause 7.2 for each MCPTT group to be combined.

Upon reception of an HTTP 2xx response to the sent HTTP POST request, the GMC shall consider the temporary MCPTT group formation as successful.

[TS 24.481 clause 6.3.15.1]
This procedure enables a GMC to initiate tear down of a temporary MCPTT group.

[TS 24.481 clause 6.3.15.2]
In order to tear down a temporary MCPTT group, the GMC shall send an HTTP DELETE request with Request-URI with an XCAP URI identifying a group document of the temporary MCPTT group according to procedures specified in IETF RFC 4825 [22] "Delete an Element".

5.2.3
Test description

5.2.3.1
Pre-test conditions

System Simulator

-
SS (MCPTT server)

UE

-
The MCPTT client is attached to EPS services.
Table 5.2.3.1-1: UE configuration (MO parameters)
	MO parameter
	Value

	TBD
	TBD


Preamble

-
The UE is in E-UTRA Registered, Idle Mode state.

5.2.3.2
Test procedure sequence

Table 5.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	UE (group management client) sends an HTTP POST message to the SS including a GMOP document requesting group regroup creation.
	-->
	HTTP POST
	1
	P

	2
	The SS sends HTTP 200 OK message to UE including GMOP document with group regroup creation response.
	<--
	HTTP 200 OK
	
	

	-
	TBD
	-
	-
	2
	P


5.2.3.3
Specific message contents

TBD.
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