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A.4.6.3
Inter-band CA Physical Layer Baseline Implementation Capabilities

Table A.4.6.3-1: Downlink Inter-band CA Bandwidth Class Combination capabilities (for one or more of the supported CA configurations in Table A.4.6.3-3)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	DL Inter-band CA BW Class Combination A-A
	36.101, 5.6A 36.331, 6.3.6
	

	2
	DL Inter-band CA BW Class Combination A-A-A (two bands)
	36.101, 5.6A 36.331, 6.3.6
	

	3
	DL Inter-band CA BW Class Combination A-A-A (three bands)
	36.101, 5.6A 36.331, 6.3.6
	

	4
	DL Inter-band CA BW Class Combination A-C/C-A or A-B/B-A (two bands)
	36.101, 5.6A 36.331, 6.3.6
	

	5
	DL Inter-band CA BW Class Combination A-A where one of the bands is DL-only
	36.101, 5.5
	

	6
	DL Inter-band CA BW Class Combination A-A-A-A (four bands)
	36.101, 5.6A 36.331, 6.3.6
	

	7
	DL Inter-band CA BW Class Combination A-A-C/C-A-A or A-A-B/B-A-A (three bands)
	36.101, 5.6A 36.331, 6.3.6
	

	8
	DL Inter-band CA BW Class Combination A-A-A-C (four bands)
	36.101, 5.6A 36.331, 6.3.6
	

	9
	DL Inter-band CA BW Class Combination A-D or C-C or C-B (two bands)
	36.101, 5.6A 36.331, 6.3.6
	

	10
	DL Inter-band CA BW Class Combination A-A-C or A-A-B (two bands)
	36.101, 5.6A 36.331, 6.3.6
	

	11
	DL Inter-band CA BW Class Combination A-A-A-A (two bands)
	36.101, 5.6A 36.331, 6.3.6
	

	12
	DL Inter-band CA BW Class Combination A-A-A-A (three bands)
	36.101, 5.6A 36.331, 6.3.6
	

	13
	DL Inter-band CA BW Class Combination A-A-A-C (three bands)
	36.101, 5.6A 36.331, 6.3.6
	

	14
	DL Inter-band CA BW Class Combination A-A-A-A-A (five bands)
	36.101, 5.6A 36.331, 6.3.6
	


