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	Other comments:
	1st revision:
Table for SA CA UE Radio Technologies is added

2nd revision:
Index of Table for SA CA UE radio technologies is changed to A.4.1-4A;

Mnemonic for SS-SINR measurement is changed to pc_ss_SINR_Meas.
UE Measurement Capabilities for event B triggered measurements is changed to “Support inter-RAT E-UTRA measurements and events B triggered reporting”, rather than “Support NR measurements and events B triggered reporting”.


<Change 1 Start>
A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR FDD 
	38.101-1,

38.101-2
	Rel-15
	pc_nrFDD
	

	2
	NR TDD 
	38.101-1,

38.101-2
	Rel-15
	pc_nrTDD
	


Table A.4.1-2: UE general functionality

	Item
	UE Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of multiple NR FDD bands
	38.101, 5.2
	Rel-15
	pc_nrFDD_MultiBand
	

	2
	Support of multiple NR TDD bands
	38.101, 5.2
	Rel-15
	pc_nrTDD_MultiBand
	


Table A.4.1-3: RAN-CN Interface Options
	Item
	UE support of RAN-CN Interface Options 
	Ref.
	Release
	Mnemonic
	Comments

	1
	NG-RAN NR 
	38.300
	Rel-15
	pc_NG_RAN_NR
	Option 2

	2
	EN-DC 
	37.340
	Rel-15
	pc_EN_DC
	Option 3

	3
	NE-DC 
	37.340
	Rel-15
	pc_NE_DC
	Option 4

	4
	NG-RAN E-UTRA 
	38.300
	Rel-15
	pc_NG_RAN_EUTRA
	Option 5

	5
	NGEN-DC 
	37.340
	Rel-15
	pc_NGEN_DC
	Option 7


Table A.4.1-4: NSA DC UE Radio Technologies

	Item
	NSA UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	Intra-Band Contiguous EN-DC
	38.101-3, 5.2B.2
	Rel-15
	pc_ IntraBand_Contiguous_ENDC
	

	2
	Intra-Band Non-Contiguous EN-DC
	38.101-3, 5.2B.3
	Rel-15
	pc_ IntraBand_Non_Contiguous_ENDC
	

	3
	Inter-Band EN-DC within FR1
	38.101-3, 5.2B.4
	Rel-15
	pc_ InterBand_ENDC_WithinFR1
	

	4
	Inter-Band EN-DC including FR2
	38.101-3, 5.2B.5
	Rel-15
	pc_ InterBand_ENDC_IncludingFR2
	

	5
	Inter-band EN-DC including both FR1 and FR2
	38.101-3, 5.2B.6
	Rel-15
	pc_ InterBand_ENDC_IncludingFR1_FR2
	

	6
	Inter-band NR-DC between FR1 and FR2
	38.101-3, 5.2B.6
	Rel-15
	pc_ InterBand_NRDC_BetweenFR1_FR2
	


Table A.4.1-4A: SA CA UE Radio Technologies

	Item
	SA UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	Intra-Band Contiguous CA within FR1
	38.101-1, 5.2A.1
	Rel-15
	pc_ IntraBand_Contiguous_CA_WithinFR1
	

	2
	Intra-Band Non-contiguous CA within FR1
	38.101-1, 5.2A.1
	Rel-15
	pc_ IntraBand_NonContiguous_CA_WithinFR1
	

	3
	Intra-Band Contiguous CA within FR2
	38.101-2, 5.2A.1
	Rel-15
	pc_ IntraBand_Contiguous_CA_WithinFR2
	

	4
	Intra-Band Non-contiguous CA within FR2
	38.101-2, 5.2A.1
	Rel-15
	pc_ IntraBand_NonContiguous_CA_WithinFR2
	

	5
	Inter-Band CA within FR1
	38.101-1, 5.2A.2
	Rel-15
	pc_ InterBand_CA_WithinFR1
	

	6
	Inter-Band CA within FR2
	38.101-2, 5.2A.2
	Rel-15
	pc_ InterBand_CA_WithinFR2
	

	7
	Inter-band CA between FR1 and FR2
	38.101-3, 5.2A.1
	Rel-15
	pc_ InterBand_CA_BetweenFR1_FR2
	


Table A.4.1-5: 5GS UE Core Technologies

	Item
	5GS UE Core Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE Supports 5GS Core
	24.501
	Rel-15
	pc_5GCN
	


<Change 1 End>

<Change 2 Start>
A.4.3.6
Measurement Capabilities

Table A.4.3.6-1: UE Measurement Capabilities

	Item
	UE Measurement Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support NR measurements and events A triggered reporting
	38.306, 4.2.9
	Rel-15
	pc_eventA_MeasAndReport
	Yes
	
	

	2
	Support two independent measurement gap configurations for FR1 and FR2
	38.306, 4.2.9
	Rel-15
	pc_independentGapConfig
	No
	
	

	3
	Support NR intra-frequency and inter-frequency measurements and at least periodical reporting
	38.306, 4.2.9
	Rel-15
	pc_intraAndInterF_MeasAndReport
	Yes
	
	

	4
	Support CSI-RSRP and CSI-RSRQ measurement as specified in TS38.215 [21], where CSI-RS resource is configured with an associated SS/PBCH
	38.306, 4.2.9
	Rel-15
	pc_csi_RSRP_AndRSRQ_MeasWithSSB
	No
	
	

	5
	Support inter-RAT E-UTRA measurements and events B triggered reporting
	38.306, 4.2.9
	Rel-15
	pc_eventB_MeasAndReport
	Yes
	
	

	6
	Support SS-SINR measurents 
	38.306, 4.2.9
	Rel-15
	pc_ss_SINR_Meas
	No
	
	


<Change 2 End>
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