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	Reason for change:
	As the text agreed below in Clase 5.46.2 of TS 23.501, the number of UEs is included as one of the examples of filtering criteria.
· Receiving a request from the AF that shall include a list of target member UE(s), optionally (a) time window(s), and one or more filtering criteria as specified in Table 4.15.13.2-1 of TS 23.502 [3] (e.g., number of UEs, UE location, trajectory and direction, QoS requirements, Area of Interest, DNN, S-NSSAI, expected application operation time duration, preferred access/RAT type, Desired UE transmission latency performance).
In addition, step 1 in the clause 4.15.13.3.2 of TS 23.502 describes the use of the maximum number of UEs provided by the AF.
	When providing a target area for FL, the AF may provide sub-areas, and provide a maximum number of UEs that should take part in FL from each sub-area.
This CR proposes to add the number of UEs, specifically the "maximum" number of UEs, as one of the input parameter.
The AIML service for FL may require a maximum number of UEs for FL operation and/or the AF may not need all the UEs that satisfies the filtering criteria. Although the AF can filter by itself, if the AF provides a maximum number of UEs to perform the application operation, this can save the resources for the NEF and other NFs to collect UE information.
The maximum number of UEs provided by the AF may be used as an optional input parameter (Maximum number of SUPIs (SUPImax) in Clause 6.1.3 of TS 23.288) when the NEF requests analytics from the NWDAF.

	
	

	Summary of change:
	AF may provide maximum number of UEs for application operation as a input paramter. If the AF provides maximum number of UEs, NEF can provide one or more lists of candidate UEs less than the maximum number of UEs, not all candidate UEs.

	
	

	Consequences if not approved:
	Not able to provide a 5GC mechanism to support the member selection functionality to assist the Application AI/ML operation with the number of UEs as described in TS 23.501.

	
	

	Clauses affected:
	 5.2.6.32.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ...

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc114667840][bookmark: _Toc51834481][bookmark: _Toc47592400][bookmark: _Toc45192768][bookmark: _Toc36191682][bookmark: _Toc27894615][bookmark: _Toc20203930][bookmark: _Toc91142028]* * * * Start of 1st Change * * * *
5.2.6.32.2	Nnef_UEMemberSelectionAssistance_Subscribe service operation
Service operation name: Nnef_UEMemberSelectionAssistance_Subscribe
Description: The NF consumer subscribes to receive the UE member selection assistance information, or the subscription is updated if the same subscription is already defined in NEF.
Inputs, Required: Target of Member Selection Assistance Reporting (GPSI or a list of GPSIs), Notification Target Address (+ Notification Correlation ID), at least one filtering criteria shown in Table 4.15.13.2-1.
Inputs, Optional: Application ID, Subscription Correlation ID (in the case of modification of the existing subscription), Expiry time, a set of UE member filtering criteria shown in the Table 4.15.13.2-1, time window(s) for selecting the candidate UEs, specific parameters depending on the UE member filtering criteria, maximum number of UEs (indicates the maximum number of candidate UEs that need to be fed back).
Outputs, Required: When the subscription is accepted: Subscription Correlation ID, Expiry time (required if the subscription can be expired based on the operator's policy).
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