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 CHANGE
[bookmark: _Toc131073065]6.3	Establishment of an uplink Media Streaming session
The procedure allows a Media Streamer to establish an uplink streaming session with a 5GMSu AS.



Figure 6.3-1: Uplink Streaming Session Establishment
Steps:
1:	During provisioning, the Media Streamer component of the 5GMSu Client is provisioned with basic information, such as the 5GMSu AF and 5GMSu AS addresses. For some devices, only the remote control information is provisioned and all additional parameters are retrieved from Remote Controller.
2:	The 5GMSu-Aware Application starts uplink media streamingacquires Service Access Information via reference point M8u or M5u according to the one of the procedures defined in clause 6.2.2.2.
3:	The 5GMSu-Aware Application instructs the 5GMSu Client to provide a Media Streaming Entrystart uplink media streaming according to one of the procedures defined in clause 6.2.2.2.
4:	The 5GMSu Client establishes the uplink transport session.
5:	The 5GMSu Client establishes the uplink media streaming session.
When client assistance is provisioned:
6:	The 5GMSu Client establishes the assistance channel to the provisioned 5GMSu AF(s).
When server assistance is desired (e.g. for QoS or charging):
7:	The 5GMSu AS establishes an assistance session with the 5GMSu AF.
8: The 5GMSu Client streams the content up to the 5GMSu AS.
image1.wmf
5

G

M

S

u

 

A

w

a

r

e

A

p

p

l

i

c

a

t

i

o

n

5

G

M

S

u

 

C

l

i

e

n

t

5

G

M

S

u

 

A

F

5

G

M

S

u

 

A

S

5

G

M

S

u

A

p

p

l

i

c

a

t

i

o

n

P

r

o

v

i

d

e

r

1

:

 

P

r

o

v

i

s

i

o

n

i

n

g

,

 

e

.

g

.

 

M

e

d

i

a

 

A

S

 

c

o

n

f

i

g

u

r

a

t

i

o

n

,

 

r

e

m

o

t

e

 

c

o

n

t

r

o

l

,

 

n

e

t

w

o

r

k

 

A

s

s

i

s

t

a

n

c

e

,

 

e

t

c

2

:

 

S

t

a

r

t

3

:

 

S

t

a

r

t

 

U

p

l

i

n

k

 

S

t

r

e

a

m

i

n

g

(

M

e

d

i

a

 

S

t

r

e

a

m

e

r

 

E

n

t

r

y

)

4

:

 

E

s

t

a

b

l

i

s

h

 

t

r

a

n

s

p

o

r

t

 

s

e

s

s

i

o

n

5

:

 

E

s

t

a

b

l

i

s

h

 

m

e

d

i

a

 

s

t

r

e

a

m

i

n

g

 

s

e

s

s

i

o

n

6

:

 

E

s

t

a

b

l

i

s

h

 

c

l

i

e

n

t

 

a

s

s

i

s

t

a

n

c

e

W

h

e

n

 

c

l

i

e

n

t

 

a

s

s

i

s

t

a

n

c

e

s

 

i

s

 

n

e

e

d

e

d

7

:

 

E

s

t

a

b

l

i

s

h

 

s

e

r

v

e

r

 

a

s

s

i

s

t

a

n

c

e

W

h

e

n

 

s

e

r

v

e

r

 

a

s

s

i

s

t

a

n

c

e

 

i

s

 

d

e

s

i

r

e

d

8

:

 

U

p

l

i

n

k

 

s

t

r

e

a

m

i

n

g

 

c

o

n

t

e

n

t

h

t

t

p

:

/

/

m

s

c

-

g

e

n

e

r

a

t

o

r

.

s

o

u

r

c

e

f

o

r

g

e

.

n

e

t

 

v

7

.

2


oleObject1.bin

image2.wmf
5

G

M

S

u

 

A

w

a

r

e

A

p

p

l

i

c

a

t

i

o

n

5

G

M

S

u

 

C

l

i

e

n

t

5

G

M

S

u

 

A

F

5

G

M

S

u

 

A

S

5

G

M

S

u

A

p

p

l

i

c

a

t

i

o

n

P

r

o

v

i

d

e

r

1

:

 

P

r

o

v

i

s

i

o

n

i

n

g

,

 

e

.

g

.

 

M

e

d

i

a

 

A

S

 

c

o

n

f

i

g

u

r

a

t

i

o

n

,

 

r

e

m

o

t

e

 

c

o

n

t

r

o

l

,

 

n

e

t

w

o

r

k

 

A

s

s

i

s

t

a

n

c

e

,

 

e

t

c

2

:

 

A

c

q

u

i

r

e

 

S

e

r

v

i

c

e

 

A

c

c

e

s

s

 

I

n

f

o

r

m

a

t

i

o

n

 

v

i

a

 

M

8

u

 

o

r

 

M

5

u

3

:

 

S

t

a

r

t

 

u

p

l

i

n

k

 

s

t

r

e

a

m

i

n

g

4

:

 

E

s

t

a

b

l

i

s

h

 

t

r

a

n

s

p

o

r

t

 

s

e

s

s

i

o

n

5

:

 

E

s

t

a

b

l

i

s

h

 

m

e

d

i

a

 

s

t

r

e

a

m

i

n

g

 

s

e

s

s

i

o

n

6

:

 

E

s

t

a

b

l

i

s

h

 

c

l

i

e

n

t

 

a

s

s

i

s

t

a

n

c

e

o

p

t

[

C

l

i

e

n

t

 

a

s

s

i

s

t

a

n

c

e

s

 

i

s

 

p

r

o

v

i

s

i

o

n

e

d

]

7

:

 

E

s

t

a

b

l

i

s

h

 

s

e

r

v

e

r

 

a

s

s

i

s

t

a

n

c

e

o

p

t

[

S

e

r

v

e

r

 

a

s

s

i

s

t

a

n

c

e

 

i

s

 

d

e

s

i

r

e

d

]

8

:

 

U

p

l

i

n

k

 

c

o

n

t

e

n

t

 

s

t

r

e

a

m

i

n

g

h

t

t

p

s

:

/

/

g

i

t

l

a

b

.

c

o

m

/

m

s

c

-

g

e

n

e

r

a

t

o

r

 

v

8

.

4


oleObject2.bin

