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	Currently PM cannot support the measurements related to NWDAF service failure. The TR 28.864 proposed performance measurements of the NWDAF on service error aspect. It is necessary to add the related measurements in TS 28.552 based on the recommendations of TR 28.864.

	
	

	Summary of change:
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5.X.D	Measurements related to the NWDAF service failure
5.X.D.1	Number of events for time misconfiguration
a)	This measurement provides the number of events in which the "Time when Analytics information is needed" is lower than the "Supported Analytics Delay". The measurement is calculated per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [X]). 
b)	CC
c)	When the "Time when Analytics is needed" is lower than the "Supported Analytics Delay", the related event will be added to the corresponding counter.
d)	An integer value
e)	The measurement name has the form DANS.TimeMisconfigEve, and
DANS.TimeMisconfigEve.AnalyticsID, where AnalyticsID identifies different analytics.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
5.X.D.2	Number of events for late delivery
a)	This measurement provides the number of events in which the "Time when Analytics information is needed" is lower than the "Time when Analytics is delivered to the consumer". The measurement is calculated per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [X]).
b)	CC
c)	When the "Time when Analytics information is needed" is lower than the "Time when Analytics is delivered to the consumer", the related event will be added to the corresponding counter.
d)	An integer value
e)	The measurement name has the form DANS.LateDeliveryEve, and
DANS.LateDeliveryEve.AnalyticsID, where AnalyticsID identifies different analytics.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
5.X.D.3	Number of events for late analytics generating
a)	This measurement provides the number of events in which the "Supported Analytics Delay" is lower than the "Time when Analytics is delivered to the consumer". The measurement is calculated per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [X]).
b)	CC
c)	When the "Supported Analytics Delay" is lower than the "Time when Analytics is delivered to the consumer", the related event will be added to the corresponding counter.
d)	An integer value
e)	The measurement name has the form DANS.LateAnaGenerating, and
DANS.LateAnaGenerating.AnalyticsID, where AnalyticsID identifies different analytics.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS


	
End of modification





