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	Reason for change:
	In some cases the stage 2 model contain an attribute that can be of any type. Specifically the AlarmRecord monitoredAttributes and stateChangeDefinition fields use this concept.
To model such “any type” attributes YANG uses the anydata statement.

	
	

	Summary of change:
	Allow the usage of the YANG anydata statement

	
	

	Consequences if not approved:
	Some stage 2 attributes cannot be correctly be modelled in YANG.
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[bookmark: _Toc20312270][bookmark: _Toc27561330][bookmark: _Toc36041292][bookmark: _Toc44603405][bookmark: _Toc122622875]6.2.1.5	Use YANG Version 1.1 
YANG version 1.1 shall be used. See [18]. 
[bookmark: _Toc20312271][bookmark: _Toc27561331][bookmark: _Toc36041293][bookmark: _Toc44603406][bookmark: _Toc122622876]6.2.1.6	YANG Constructs Not to be Used – Not neededRecommended
The following YANG constructs shall not be used in 3GPP YANG models as they are not available in the Stage 2 modeling terminology, thus not needed.  
-	Anydata
-	aAnyxXml
-	rRpc – use actions instead
-	dDeviation 
The following YANG statements should not be used in 3GPP YANG models:
-	anydata. 	Whenever possible data should be modeled with list, leaf-list, leaf data nodes. In the rare case where the type of an attribute is unknown (E.g., a an attribute that can be of any attribute type) the YANG “anyadata” statement may be used.
End of  changes

