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	Reason for change:
	This CR introduces to remove the following ENs:
Editor's note: The configurations required for supporting adhoc group call involving multiple MCPTT system is FFS.
Editor's note: Specifying the use of the configurations in the user profile and service configuration for the procedures is FFS.
There are two options to establish an ad hoc group communication. First option: the initiated MC service client will select the list of the participants and provide to the MC service server, where the list of participants is known to the user and is allowed to contact irrespective whether from the same or different MC systems. The second option: the initiated MC service client provides criteria to the MC service server, where the latter select the participant list, whether from the same or other partner MC system(s). Furthermore, the currently provided configurations related to authorizations, such as initiating and participating in an ad hoc group communication, are sufficient. 
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc81988291][bookmark: _Toc96531259][bookmark: _Toc96606969][bookmark: _Toc113304237][bookmark: _Toc131694704]10.19.1	General
This subclause contains procedures for ad hoc group call across a one or more MCPTT systems, and associated functions such as emergency call, Imminent peril call, broadcast call and others.
The ad hoc group calls can use the participants list provided by either an initiator of the call or MCPTT server. The MCPTT server can use the criteria provided by the initiator of the call to determine the participants list along with its own criteria or local policies. The resulting ad hoc group uses the configuration of a separate preconfigured MCPTT group.
NOTE 1:	A preconfigured group which is intended only to provide configuration for the ad hoc group is identified by a parameter in the group configuration described in 3GPP TS 23.280 [16]. 
The preconfigured MCPTT group that provides the configuration is not used for the MCPTT group communication, it only provides configuration for one or more adhoc group calls. The MCPTT group ID of the ad hoc group call is provided by the MCPTT server when the ad hoc group call is originated. In order to establish security context for the end-to-end secured ad hoc group call, the security related information is used from this preconfigured group.
NOTE 2:	The configurations defined for the adhoc group call in user profile and service configuration document as described in the Annex A.3 and A.5 is applicable only for single MCPTT system. 
Editor's note: The configurations required for supporting adhoc group call involving multiple MCPTT system is FFS.
Editor's note: Specifying the use of the configurations in the user profile and service configuration for the procedures is FFS.

* * * * End of changes * * * *



