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Table 8.3.2.1-1 describes the information flow service API publish request from the API publishing function to the CAPIF core function.
Table 8.3.2.1-1: Service API publish request
	Information element
	Status
	Description

	API publisher information
	M
	The information of the API publisher may include identity, authentication and authorization information

	Service API information
	M
	The service API information includes the service API name, API provider name (optional), service API type, service API status (e.g. active, inactive),  communication type, description, Serving Area Information (optional), AEF location (optional), interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format.

	Shareable information
	O (see NOTE)
	Indicates whether the service API or the service API category can be published to other CCFs. And if sharing, a list of CAPIF provider domain information where the service API or the service API category can be published is contained.

	NOTE:	If the shareable information is not present, the service API is not allowed to be shared.



The Service KPIs is defined as below:
Table 8.3.2.1-2: Service KPIs
	Information element
	Status
	Description

	Maximum Request rate
	O
	Maximum request rate from the API Invoker supported by the server. 

	Maximum Response time
	O
	The maximum response time advertised for the API Invoker's service requests.

	Availability
	O
	Advertised percentage of time the server is available for the API Invoker's use.

	Available Compute
	O
	The maximum compute resource available for the API Invoker.

	Available Graphical Compute
	O
	The maximum graphical compute resource available for the API Invoker.

	Available Memory
	O
	The maximum memory resource available for the API Invoker.

	Available Storage
	O
	The maximum storage resource available for the API Invoker.

	Connection Bandwidth
	O
	The connection bandwidth in Kbit/s advertised for the API Invoker's use.



	* * * Next Change * * * *	
8.3.2.2	Service API publish response
Table 8.3.2.2-1 describes the information flow service API publish response from the CAPIF core function to the API publishing function.
Table 8.3.2.2-1: Service API publish response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of publishing the service API information

	Service API published information reference
	O
(see NOTE)
	The information which can be used for referencing the information (set) about the published service API by the API publishing function.

	Service API information
	O
(see NOTE)
	The authorized service API information.

	NOTE:	This information element is included when the Result indicates success.
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8.6.2.1	Service API update request
Table 8.6.2.1-1 describes the information flow service API update request from the API publishing function to the CAPIF core function.
Table 8.6.2.1-1: Service API update request
	Information element
	Status
	Description

	API publisher information
	M
	The information of the API publisher may include identity, authentication and authorization information

	Service API published information reference
	M
	The information (set) provided by the CAPIF core function about the published service API which can be used for reference by the API publishing function.

	Service API information
	M
	The service API information includes the service API name, service API type, service API status (e.g. active, inactive), communication type, description, Serving Area Information (optional), AEF location (optional), interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format which is required to replace the existing service API information

	Reason
	O
	The reason of the update (e.g. change log)


[bookmark: _Toc131085423]
Editor's Note: It is FFS how to monitor service API status when the APF is unable to update service API status.
	* * * Next Change * * * *	
8.6.2.2	Service API update response
Table 8.6.2.2-1 describes the information flow service API update response from the CAPIF core function to the API publishing function.
Table 8.6.2.2-1: Service API update response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of updating the service API information

	Service API information
	O
	The authorized service API information during update, applicable when the update result is success.
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8.25.2.1	Interconnection API publish request
Table 8.25.2.1-1 describes the information flow interconnection API publish request from CAPIF core function to CAPIF core function.
Table 8.25.2.1-1: Interconnection API publish request
	Information element
	Status
	Description

	CCF information
	M
	The information of the CAPIF core function which publishes APIs, may include identity, authentication and authorization information

	Service API information
	O
(see NOTE 1)
	The service API information includes the service API name, API provider name (optional), service API type, service API status (e.g. active, inactive),communication type, description, Serving Area Information (optional), AEF location (optional), interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format.

	Service API category
	O
(see NOTE 1)
	The category of the service APIs to be published, (e.g. V2X, IoT)

	Shareable information
	O
(see NOTE 2)
	Indicates whether the service API or the service API category can be published to other CCFs. And if sharing, a list of CAPIF provider domain information where the service API or the service API category can be published is contained.

	NOTE 1:	At least one of the Service API information or Service API category shall be present.
NOTE 2:	If the shareable information is not present, the service API is not allowed to be shared. There is one and only one CAPIF provider domain information sharable via the CAPIF-6e interface.
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