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	Reason for change:
	The currently defined format for the SUCI is based on a format that was deprecated in TS 23.003 version 15.5.0. The current format for SUCI cannot report SUCIs based on SUPIs in the form of an NAI.
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	The following changes were made to the format of the SUCI defined in the ASN.1:
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**** START OF FIRST CHANGE (ATTACHMENTS) ****

---a/33128/r17/TS33128Payloads.asn
+++b/33128/r17/TS33128Payloads.asn
@@ -4195,6 +4195,9 @@ GUTI ::= SEQUENCE
4195	4195		    mTMSI        [5] TMSI
4196	4196		}
4197	4197		
	4198	+	HomeNetworkIdentifier ::= UTF8String
	4199	+	
	4200	+	-- This parameter shall be encoded as an octet string as a single octet containing the Home Network Public ID.
4198	4201		HomeNetworkPublicKeyID ::= OCTET STRING
4199	4202		
4200	4203		HSMFURI ::= UTF8String
@@ -4414,9 +4417,16 @@ SUCI ::= SEQUENCE
4414	4417		    protectionSchemeID          [4] ProtectionSchemeID,
4415	4418		    homeNetworkPublicKeyID      [5] HomeNetworkPublicKeyID,
4416	4419		    schemeOutput                [6] SchemeOutput,
4417		-	    routingIndicatorLength      [7] INTEGER (1..4) OPTIONAL
4418		-	       -- shall be included if different from the number of meaningful digits given
4419		-	       -- in routingIndicator
	4420	+	    routingIndicatorLength      [7] INTEGER (1..4) OPTIONAL,
	4421	+	    -- the sUPIType and homeNetworkIdentifier fields are OPTIONAL to support reporting SUCIs in
	4422	+	    -- the format defined in 23.003 [19] version 15.0.0 to 15.4.0
	4423	+	    -- to report SUCIs in the format defined in 23.003 [19] version 15.0.0
	4424	+	    sUPIType                    [8] SUPIType OPTIONAL,
	4425	+	    -- if the sUPIType is '0' the homeNetworkIdentifier is the PLMN and may be absent as it is reported 
	4426	+	    -- as the MCC and MNC above
	4427	+	    -- if the sUPIType is not '0' the mCC and mNC fields above 
	4428	+	    -- shall be populated with '000' and ignored by the receiver.
	4429	+	    homeNetworkIdentifier       [9] HomeNetworkIdentifier OPTIONAL
4420	4430		}
4421	4431		
4422	4432		SUPI ::= CHOICE
@@ -4425,6 +4435,8 @@ SUPI ::= CHOICE
4425	4435		    nAI         [2] NAI
4426	4436		}
4427	4437		
	4438	+	SUPIType ::= INTEGER (0..7)
	4439	+	
4428	4440		SUPIUnauthenticatedIndication ::= BOOLEAN
4429	4441		
4430	4442		SwitchOffIndicator ::= ENUMERATED

**** END OF ALL CHANGES ****

