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	Reason for change:
	
Clause 4.7.3 of TS 23.316 mentions, “The SUPI for an 5G-BRG shall contain an IMSI”. However, the SUPI for an 5G-BRG may contain either an IMSI or a GLI.

In the context of non-3GPP access to SNPN using the 5G system, there is the option to use additional EAP methods and NAI-based SUPI for primary authentication. Concequently, a 5G-BRG with a SUPI that contains a GLI in NAI format might use 3GPP access to establish a conneciton to 5G.

Furthermore, as specified in Clause 4.3.3.2 of TS 23.316, “for subscriptions for 5G-BRG, GLI is used to describe the Forbidden Area”.



	
	

	Summary of change:
	For PLMNs, the SUPI for a 5G-BRG shall contain an IMSI, as described in clause 5.9.2 of TS 23.501. The SUPI for accessing SNPN is defined in Clause 4.16.1.

	
	

	Consequences if not approved:
	
The current wording of the statement might lead to misunderstandings regarding the authentication capabilities of SNPNs. It limits the flexibility and diverse use-cases of SNPNs to meet 5G requirements, such as utilizing additional EAP methods and NAI-based SUPI for primary authentication.

Furthermore, the stipulation would be inadequate when a 5G-BRG subscription uses GLI to define Forbidden Area.
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4.7.2	SUPI and SUCI for 5G-BRG support
For PLMNs, tThe SUPI for an 5G-BRG shall contain an IMSI, as described in clause 5.9.2 of TS 23.501 [2]. The SUPI for accessing SNPN is defined in clause 4.16.1.
The SUCI provided by the 5G-BRG to the network contains the concealed SUPI, as described in TS 33.501 [11].
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