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	Reason for change:
	For service exposure of Ranging/SL positioning over PC5, client UE discovers other UE using Ranging/SL positioning UE discovery procedure, but it is not clear at current description.
In subclause 5.6.2.2, there is a sentence saying that “The signalling is handled as application layer traffic by V2X layer or 5G ProSe layer”. It is to say that SL positioning service request/response from/to client UE is handled as application layer traffic.
“The UE providing the exposure service” is not clear whether it is the target UE or a SL reference UE.

For absolute positioning and relative positioning, it should be updated which information will be included, in order to align the description with subclause 6.8(UE-only operation procedure). 

	
	

	Summary of change:
	Clarification on high level description on service exposure to SL positioning client UE

	
	

	Consequences if not approved:
	It may be correctly supported the operation for service exposure of Ranging/SL positioning over PC5.
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[bookmark: _Toc128730204][bookmark: _Toc133441672][bookmark: _Toc134242638][bookmark: _Toc136480532][bookmark: _Toc136480645][bookmark: _Toc145941291]5.6.2	Service exposure to SL Positioning Client UE
[bookmark: _CR5_6_2_1][bookmark: _Toc145941292][bookmark: _Toc136480646][bookmark: _Toc136480533][bookmark: _Toc134242639][bookmark: _Toc133441673][bookmark: _Toc128730205]5.6.2.1	General
The Ranging/SL Positioning service may be exposed to an authorized SL Positioning Client UE. The Client UE can initiate the Ranging/SL Positioning service through PC5 or through the 5GC network, e.g. based on PC5 or Uu availability.
[bookmark: _CR5_6_2_2][bookmark: _Toc145941293][bookmark: _Toc136480647][bookmark: _Toc136480534][bookmark: _Toc134242640][bookmark: _Toc133441674][bookmark: _Toc128730206]5.6.2.2	Ranging/SL Positioning service exposure through PC5
For Ranging/SL Positioning service exposure to a UE through PC5 in the following way:
-	SL Positioning Client UE discovers one of the two or more UEs described in clause 5.6.1, e.g. the SL Reference UE(s) or Target UE(s), using Ranging/SL Positioning UE discovery procedure (refer to subclause 6.4.)the Ranging/SL Positioning application specific Application Layer IDs;
-	SL Positioning Client UE invokes the Ranging/SL Positioning service request to the discovered UE, e.g. SL Reference UE/Target UE, with the attributes described in clause 5.6.1. For absolute location, this service request includes the SL Positioning Client UE's user info and Target UE's user info, and may also include the user info for a list of candidate Located UE(s). For relative location or ranging information, the service request includes the SL Positioning Client UE's user info, Target UE's user info, and SL Reference UE's user info. This request includes in the User Info field the Application Layer ID of the SL Positioning Client UE, and the SL Reference UE(s) and Target UE(s). The Ranging/SL Positioning service request/response is conveyed by PC5-U and handled in the Ranging/SL Positioning layer. The Ranging/SL positioning service request/responsesignalling is handled as application layer traffic by V2X layer or 5G ProSe layer.
-	The UE which received a SL positioning service request from SL Positioning Client UE providing the exposure service triggers the authorization of SL Positioning Client UE for the Ranging/SL Positioning service invocation, performs the Ranging/SL positioning control between SL Reference UE and Target UE (as defined in clause 5.3), and returns the Ranging/SL positioning result to SL Positioning Client UE.
Editor's note:	Privacy handling on Ranging /SL Positioning service exposure through PC5 will be aligned with SA WG3.
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