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*** BEGIN of 1st CHANGE ***
[bookmark: _Toc145061499][bookmark: _Toc145061702][bookmark: _Toc145074721][bookmark: _Toc145074963][bookmark: _Toc145075167][bookmark: _Hlk116400007]6.4.2.1	EES profile
Table 6.4.2.1-1 describes the information elements of EES profile as specified in clause 8.2.6, table 8.2.6-1 of 3GPP TS 23.558 [11], with additional IE to indicate selected authentication method.
Table 6.4.2.1-1: EES Profile
	Information element
	Status
	Description

	EESID
	M
	The identifier of the EES.

	EES Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP address) used to communicate with the EES. This information is provided to the EEC to connect to the EES.

	EASIDs
	M
	List of EASIDs registered with the EES.

	EEC registration configuration
	M
	Indicates whether the EEC is required to register on the EES to use edge services or not.

	EES Provider Identifier
	O
	The identifier of the ECSP that provides the EES Provider.

	EES Topological Service Area
	O
	The EES serves Ues that are connected to the Core Network from one of the cells included in this service area. EECs in Ues that are located outside this area shall not be served. See possible formats in table 8.2.7-1 of TS 23.558 [11].

	EES Geographical Service Area
	O
	The area being served by the EES in Geographical values (as specified in clause 7.3.3.3 of TS 23.558 [11]).

	List of EES DNAI(s)
	O
	DNAI(s) associated with the EES. This IE is used as Potential Locations of Applications in clause 5.6.7 of 3GPP TS 23.501 [2].

It is a subset of the DNAI(s) associated with the EDN, where the EES resides.

	EES Service continuity support
	O
	Indicates if the EES supports service continuity or not. This IE also indicates which ACR scenarios are supported by the EES.

	Authentication Method
	M
	Supported Authentication method (for example, client-server certificate-based, AKMA & GBA).
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