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	Parameter Name
	S
	Information Type / Legal Values
	Comment

	baseObjectInstance
	M
	DN
	The MO instance that is to be used as the starting point for the selection of managed objects to which the filter (when supplied) is to be applied. This is a full DN according to TS 32.300 [5].

	scopeType
	M
	See corresponding parameter in getMOIAttributes.
	See corresponding parameter in getMOIAttributes.

	scopeLevel
	O
	See corresponding parameter in getMOIAttributes.
	See corresponding parameter in getMOIAttributes.

	filter
	O
	See comment.
	See corresponding parameter in getMOIAttributes.

	modificationList
	M
	LIST OF SEQUENCE <attribute identifier, [attribute values], ENUM( replace, add values, remove values, set to default)>

See Comment for when attribute values are required and when they are optional.
	This parameter contains a set of attribute modification specifications, each of which contains:

1). attribute identifier: the identifier of the attribute whose value(s) is (are) to be modified.

2). attribute value: the value(s) to be used in the modification of the attribute. The use of this parameter is defined by the modify operator. This parameter is optional when the set to default modify operator is specified and if supplied, shall be ignored.

3). modify operator: the way in which the attribute values(s) (if supplied) is(are) to be applied to the attribute. The possible operators are:

a) replace: the attribute value(s) specified shall be used to replace the current values(s) of the attribute;

b) add values: the attribute values(s) specified shall be added to the current value(s) of the attribute. This operator shall only be applied to a set-valued attribute and shall perform a set union (in the mathematical sense) between the current values(s) of the attribute and the attribute value(s) specified. Value(s) specified in the attribute value parameter which is(are) already in the current values of the attribute shall not cause an error to be returned.

c) remove values: the attribute value(s) specified shall be removed from the current values(s) of the attribute. This operator shall only be applied to a set-valued attribute and shall perform a set difference (in the mathematical sense) between the current value(s) of the attribute and the attribute values(s) specified. Value(s) specified in the attribute value parameter which is(are) not in the current value(s) of the attribute shall not cause an error to be returned;
 
d) set to default: when this operator is applied to a single-valued attribute, the value of the attribute shall be set to its default value. When this operator is applied to a set–valued attribute, the value(s) of the attribute shall be set to their default value(s) and only as many values as defined by the default shall be assigned. If there is no default value defined, an error shall be returned.

Note: Set is used here in the mathematical sense so that a set-valued attribute is an unordered set of unique values.

The modify operator is optional, and if it is not specified, the replace operator shall be assumed.

The modificationList parameter contains a single set of attribute modification specifications and this same set is applied to each MO instance to be modified.
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