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	Reason for change:
	The EAS discovery request supports provding information about multiple ACs which are associated with different Application Groups as specified in "List of AC characteristics" of Table 8.5.3.2-2: EAS discovery filters.

In this case, the EAS discovery response should be able to identify the EAS profile information and the associated App Group information.

Currently, this is missing
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[bookmark: _Toc37791030][bookmark: _Toc42003995][bookmark: _Toc50584338][bookmark: _Toc50584682][bookmark: _Toc57673568][bookmark: _Toc145674069]8.5.3.3	EAS discovery response
Table 8.5.3.3-1 describes information elements for the EAS discovery response from the EES to the EEC.
Table 8.5.3.3-1: EAS discovery response
	Information element
	Status
	Description

	Successful response
	O
	Indicates that the EAS discovery request was successful.

	> Discovered EAS list (NOTE 1, NOTE 3)
	O
	List of discovered EAS(s). Each element includes the information described below.

	>> EAS profile
	M
	Profile of the EAS. Each element is described in clause 8.2.4

	>> Application Group ID list (NOTE 4)
	O
	List of Application Group IDs associated with EAS 

	>> EES Endpoint
	O
	The endpoint address (e.g. URI, IP address) of the EES.

	>> Lifetime
	O
	Time interval or duration during which the information elements in the EAS profile is valid and supposed to be cached in the EEC (e.g. time-to-live value for an EAS Endpoint)

	> Analytics information
	O
	Analytics data for each discovered application server.

	>> Statistical data
	O
	Indicates the statistical analytics data (e.g. number of times the client received expected performance from the EAS).

	>> Predictive data
	O
	Indicates predictive analytics data for EAS service status (e.g. EAS schedule, EAS status) change.

	> Instantiable EAS Information
(NOTE 1)
	O
	The EAS instantiation status per EASID (e.g. instantiated, instantiable but not instantiated yet, instantiation in progress).

	>> Instantiation criteria (NOTE 2)
	O
	The criteria upon which EAS can be instantiated (e.g. based on specific date and time).

	Failure response
	O
	Indicates that the EAS discovery request failed.

	> Cause
	O
	Indicates the cause of EAS discovery request failure.

	NOTE 1:	At least one of the IEs must be included in the Successful response.
NOTE 2:	"Instantiation criteria" IE shall be present only when the value of "Instantiable EAS information" IE is "instantiable but not be instantiated yet".
NOTE 3: 	If EAS discovery is used for ENS scenario, discovered EAS list contains only those EASs which are allowed to be used by the subscribers of the serving MNO.
NOTE 4:	"Application Group ID list" IE shall be present when "Application Group profile" is included for "AC profile" in EAS discovery request as specified in clause 8.5.3.2





