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	Reason for change:
	DNAIs and service area of the selected EAS(s) are sent from EEC to EES during EAS information provisioning procedure as described in cl.8.15.2.2

“If the EEC or EES selected ACR scenario list for EAS bundle includes EAS executed ACR scenario (as described in 8.8.2.8), the EES also sends DNAIs and service area of the selected EAS(s) to the main EAS in the ACR selection notification.”
But the ACR management event impact is missing

	
	

	Summary of change:
	Add DNAIs and service area of the selected EAS(s) in ACR selection notification.


	
	

	Consequences if not approved:
	Missing information flow definition in the TS.
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	This CR's revision history:
	Rev3: change Status from O to M for Associated EAS ID, because it is a critical information to identify associated EAS service.
Table note 4 is added since it doesn’t make sense to notify main EAS with its own info.
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Table 8.6.3.3.4-1 describes the information elements for an ACR management event notification from the EES to the EAS. 
Table 8.6.3.3.4-1: ACR management event notification 
	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription stored in the EES for the request

	List of event notifications
	M
	A list of event notifications for one or more UEs.

	> Event ID
	M
	The event ID for which the notification is triggered:
- user plane path change
- ACR monitoring 
- ACR facilitation
- ACT start/stop
- ACR Selection

	> Event report (NOTE 1)
	O
	Event reporting information as specified in clause 5.2.8.3.1 of 3GPP TS 23.502 [3]

	> Timestamp
	O
	The timestamp of each event report.

	> EAS endpoint
	O
	The T-EAS endpoint shall be included for the "ACR monitoring" event and "ACR facilitation" event.
In case of "ACT start/stop" event, the endpoint address of the EAS to or from which the ACT is needed to start/stop.

	> Indication of service continuity planning 
	O
	Indicating EES will monitor UE entering the predicted location. 

	> Selected ACR scenario list (NOTE 2)
	O
	The list of ACR scenarios.

	> EAS bundle list (NOTE 2)
	O
	The EAS bundle list.

	>> EAS ID (NOTE 4)
	M
	EAS ID in a bundle.

	>> DNAIs and service area of the EAS
	O
	For the EAS ID in a bundle, it includes the DNAIs and/or service area, as described in "EAS Geographical Service Area" IE, "EAS Topological Service Area" IE and "List of EAS DNAI(s)" IE of Table 8.2.4-1.

	> ACR parameters (NOTE 3)
	O
	ACR parameters

	>> Prediction expiration time
	O
	The estimated time the UE may reach the Predicted/Expected UE location or EAS service area at the latest.

	UEID
	O
	The identifier of the UE 

	ACID
	O
	The identifier of the AC

	NOTE 1:	This IE shall be present if the Event ID(s) includes any of the "user plane path change", "ACR monitoring" and "ACR facilitation" events. This IE is not applicable to "ACT start/stop" and "ACR Selection" events.
NOTE 2:	This IE shall be present only in case of "ACR Selection" event.
NOTE 3:	This IE is applicable only when the ACT start event notification is used to send ACR parameters to the T-EAS as per clause 8.8.3.9.
NOTE 4: 	Main EAS ID in a bundle does not need to be included.
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