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	Reason for change:
	In current specification, “Instantiable EAS information” IE is used to describe the EAS instantiation status per EASID, such as instantiated, instantiable but not be instantiated yet. Therefore, the related terminology should be aligned.

In other aspect, the “Instantiable EAS information” is provided in EAS discovery response or EAS discovery notification. The EAS instantiation may be triggered by using EAS information provisioning request message, if the selected EAS is instantiable but not be instantiated yet by EEC. Therefore, the referred clause should be corrected.
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[bookmark: _Hlk123164550][bookmark: _Hlk127449260][bookmark: _Toc50584439][bookmark: _Toc50584783][bookmark: _Toc57673691][bookmark: _Toc122442334][bookmark: _Hlk146551571]* * * First Change * * * *
[bookmark: _Toc145674421][bookmark: _Hlk119598701]8.15	EAS Information provisioning
[bookmark: _Toc145674422]8.15.1	General
EAS information provisioning procedure allows the EEC to exchange information with the EES about selected EAS and/or ACR scenario selection.
When service continuity is required, ACR scenarios may be combined to perform ACR detection in one or more of the EEC, the EES and the EAS; the related procedures are specified in clauses 8.15.2, 8.6.3 and referred to in clause 8.8.2. The selection of ACR scenario(s) may be performed by the EEC or the EES for a given AC and the selected EAS from the common supported ACR scenarios of AC, EEC, selected EES and selected EAS. The selection of ACR scenario(s) for each EAS in EAS bundles may be performed separately by the EEC or the EES (or the main EES in case of bundle EAS served by multiple EESs, which is the EES registering the main EAS) for a given AC and the selected EAS(s) in a bundle, based on the service continuity support by AC, EEC, EES(s) and EAS(s). In addition, the EEC or EES can further determine the one or more ACR scenario(s) for the selected EAS based on the AC service KPI. 
NOTE:	How to select ACR scenario(s) at the EEC or EES considering AC service KPI is implementation specific.
[bookmark: _GoBack]Instantiable EAS Information Information about instantiable EAS may be provided to the EEC in EAS discovery response and EAS discovery notification, as specified in clause 8.5.3.38.3.3 and 8.5.3.68.5. Triggering the instantiation of an EAS by the EEC may be announced to the EES by including the selected EASID in the EAS information provisioning request without including the selected EAS endpoint.
The EAS information provisioning request types supported are:
[bookmark: _Hlk119501914]-	"ACR scenario selection announcement". Inform the EES about the EAS that has been selected by the EEC and may provide the selected ACR scenario list to the EES. For the EAS bundles scenario, the selected bundled EAS(s) and the selected ACR scenario list for EAS bundles by EEC are included and notified to the EES.
-	"ACR scenario selection request". Inform the EES to perform ACR scenario selection. For the EAS bundles scenario, the request may inform the EES to determine the ACR scenario list for EAS bundles.
-	"EAS selection request". Inform the EES of EAS selection for Application Group.
