

	
3GPP TSG-SA WG6 Meeting #57	S6-233263
Xiamen, China 9th – 13th October 2023	(revision of S6-233000)

	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.434
	CR
	0233 
	rev
	1
	Current version:
	18.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Complete functional description of VAL-UDB reference point

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	S6

	
	

	Work item code:
	SEAL_Ph3
	
	Date:	Comment by John MEREDITH: Format yyyy-MM-dd.
	2023-10-03

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In the current version of the specification it is possible for a configuration management server to update the user profile in the VAL user database (e.g. see clause 11.3.4.2.2). However, the functional description of the VAL-UDB reference point only specifies creation and retrieval of an entry in the database. 

	
	

	Summary of change:
	Enhance the description of the VAL-UDB and CM- VAL-UDB reference points to support CRUD operations.

	
	

	Consequences if not approved:
	Incomplete description of VAL-UDB and CM- VAL-UDB reference points.

	
	

	Clauses affected:
	6.5.2.10, 11.2.5.7

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


* * * * First Change * * * *
[bookmark: _Toc146235959]6.5.2.10	Reference point VAL-UDB (between the VAL user database and the SEAL server)
The VAL-UDB reference point, which exists between the VAL user database and the SEAL server, is used for:
-	storing the user profile data in the specific VAL user database; and
-	obtaining the user profile from the specific VAL user database for further configuration in the UE;
.	updating the user profile data in the specific VAL user database; and
-	deleting the user profile data from the specific VAL user database.
NOTE:	The details of the VAL-UDB reference point is out of scope of the present document.
* * * * Next Change * * * *
[bookmark: _Toc146236273]11.2.5.7	Reference point CM-VAL-UDB (between the configuration management server and the VAL user database)
The CM-VAL-UDB reference point is an instance of VAL-UDB reference point, which exists between the VAL user database and the configuration management server, is used for:
-	the configuration management server to store the user profile data in the specific VAL user database; and
-	the configuration management server to obtain the user profile from the specific VAL user database for further configuration in the VAL UE.
-	the configuration management server to update the user profile data in the specific VAL user database; and
-	the configuration management server to delete the user profile data from the specific VAL user database

* * * * End of Changes * * * *

