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* * * First Change * * * *
[bookmark: _Toc146236477]14.3.2.58	BDT configuration response
Table 14.3.2.58-1 describes the information flow for BDT configuration response from the NRM server to the VAL server.
Table 14.3.2.58-1: BDT configuration response
	Information element
	Status
	Description

	Result
	M
	The result indicates success or failure of the UE-to-UE resource coordination response  BDT configuration operation.

	BDT configuration identifier (NOTE)
	O
	Identifier of the BDT configuration information stored at the NRM server

	Policy BDT reference Reference ID (NOTE)
	O
	Indicates the Background data transfer policy Reference ID provided by the 3GPP network

	Granted time window (NOTE)
	O
	Granted time window for the background data transfer.

	NOTE:	These IEs shall be included when Result is success.



[bookmark: _Toc146236478]14.3.2.59	BDT negotiation notification
Table 14.3.2.59-1 describes the information flow for BDT negotiation notification from the NRM server to the VAL server.
Table 14.3.2.59-1: BDT negotiation notification
	Information element
	Status
	Description

	BDT configuration identifier
	M
	Identifier of the BDT configuration information stored at the NRM server

	Granted time window (NOTE)
	MO
	Granted time window for the background data transfer.

	Policy BDT reference Reference ID
	OM
	Indicates the Background data transfer policy Reference ID provided by the 3GPP network

	BDT policy removal indicator (NOTE)
	O
	The indicator about the BDT policy removal.

	NOTE:	Either of these IEs are included.




