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	Reason for change:
	The clause describing the policy/parameter provisioning lists information that is provisioned to the UE. The list does not mention any parameters that is needed for e.g. discovery, control and exposure service. The equivalent clause related to UE provisioning for 5G ProSe and V2x, includes references to subclauses that includes more details.

SA3 specification TS 33.533 specifies e.g. that the SLPKMF shall be able to provision e.g. security materials for discovery, unicast and groupcast communication. 

Furthermore clause 5.6.2.3 states that Onboarding information is provisioned.

To make clause 5.1.1.2 complete then also policy/parameter information related to Ranging/SL positioning services shall be documented as part of what the UE may be provisioned with.


	
	

	Summary of change:
	Add policy/parameter information related to Ranging/SL positioning services shall be documented as part of what the UE mayl be provisioned with.

	
	

	Consequences if not approved:
	The list of information provisioned to the UE is incomplete.
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The following sets of information for Ranging/SL positioning service is provisioned to the UE:
-	When the UE is served by NG-RAN, the PLMNs in which the UE is authorized to perform Ranging/SL positioning service over PC5 reference point for acquiring relative distance, relative direction, high accuracy relative distance and high accuracy relative direction.
-	When the UE is not served by NG-RAN, indicates whether the UE is authorized to perform Ranging/SL positioning service over PC5 reference point for acquiring relative distance, relative direction, high accuracy relative distance and high accuracy relative direction.
-	The mapping between Ranging/SL positioning services (e.g. ProSe identifiers, V2X service types) and Ranging/SL positioning QoS parameters as defined in clause 5.7.2.
-	The mapping between Ranging/SL positioning services (e.g. ProSe identifiers, V2X service types) and PQI values for RSPP transport QoS as defined in clause 5.7.3.
-	The authorized Ranging/SL Positioning role per PLMN, e.g. Target UE, SL Reference UE, Located UE, SL Positioning Client UE, and SL Positioning Server UE.
-	When the UE is not served by NG-RAN, indicates the authorized Ranging/SL positioning role, e.g. Target UE, SL Reference UE, Located UE and SL Positioning server UE.
-	When the UE is served by NG-RAN and when Network-based Operation is not supported by the 5GC network, whether it is allowed to use UE-only operation to perform Ranging/ SL Positioning.
-	The PCF provisions one or more of the following Ranging/SL Positioning Policy/parameters:
-	 Policy/parameters for Ranging/Sidelink Positioning UE Discovery & Selection as specified in clause 5.2.
-	 Policy/parameters for Ranging/Sidelink Positioning UE Control as specified in clause 5.3.
NOTE: The V2X capable UE and/or 5G-ProSe capable UE may get Policy/parameters as part of the V2X and/or 5G-ProSe authorization and provisioning.
-	 Policy/parameters for Ranging/Sidelink Positioning service exposure as specified in clause 5.6.
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